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Part 1

11

1.2

General

ACTION AND INFORMATIONAL SUBMITTALS
Submit in accordance with Section 01 33 00 - Submittal Procedures.
Product Data:

A Submit manufacturer's instructions, printed product literature and data sheets for
Sink, trim isolation valves. Include product characteristics, performance criteria,
physical size, finish and limitations.

Shop Drawings:

A Submit drawings stamped and signed by Contractor.
2 Indicate on drawings:
A Mounting arrangements.
2 Operating and maintenance clearances.
3 Shop drawings and product data accompanied by:
A Detailed drawings of bases, supports, and anchor bolts.

CLOSEOUT SUBMITTALS
Submit in accordance with Section 01 78 00 - Closeout Submittals.

Operation and Maintenance Data: submit operation and maintenance data for
incorporation into manual.

A Operation and maintenance manual approved by, and final copies deposited with,
Departmental Representative before final inspection.

2 Approvals:

A Submit 2 copies of draft Operation and Maintenance Manual to
Departmental Representative for approval. Submission of individual data
will not be accepted unless directed by Departmental Representative.

2 Make changes as required and re-submit as directed by Departmental
Representative.

3 Additional data:

1 Prepare and insert into operation and maintenance manual additional data
when need for it becomes apparent during specified demonstrations and
instructions.

Site records:

A Departmental Representative will provide 1 set of reproducible
mechanical drawings. Provide sets of white prints as required for each phase of
work. Mark changes as work progresses and as changes occur. Include changes to
existing mechanical systems, control systems and low voltage control wiring.

2 Transfer information weekly to reproducibles, revising reproducibles to
show work as actually installed.
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3 Use different colour waterproof ink for each service.
A4 Make available for reference purposes and inspection.
1.3 MAINTENANCE MATERIAL SUBMITTALS
A Submit in accordance with Section 01 78 00 - Closeout Submittals.
1.4 DELIVERY, STORAGE AND HANDLING
1 Deliver, store and handle materials in accordance with Section 01 61 00 - Common
Product Requirements and with manufacturer's written instructions.
2 Delivery and Acceptance Requirements: deliver materials to site in original factory
packaging, labelled with manufacturer's name and address.
3 Storage and Handling Requirements:
A Store materials [indoors and in accordance with manufacturer's recommendations
in clean, dry, well-ventilated area.
2 Store and protect from nicks, scratches, and blemishes.
3 Replace defective or damaged materials with new.
Part 2 Products
2.1 NOT USED
A Not used.
Part 3 Execution
3.1 EXAMINATION
A Verification of Conditions: verify site conditions and confirm they are acceptable for
installation in accordance with manufacturer's written instructions.
1 Visually inspect site in presence of Departmental Representative.
2 Inform Departmental Representative of unacceptable conditions immediately
upon discovery.
3 Proceed with installation only after unacceptable conditions have been remedied

and after receipt of approval to proceed from Departmental Representative.

3.2 PAINTING REPAIRS AND RESTORATION
A Prime and touch up marred finished paintwork to match original.
2 Restore to new condition, finishes which have been damaged.
3.3 SYSTEM CLEANING
A Clean interior and exterior of all systems including strainers. Vacuum interior of

ductwork and air handling units.
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3.4 DEMONSTRATION
Departmental Representative will use equipment and systems for test purposes prior to
acceptance. Supply labour, material, and instruments required for testing.
Supply tools, equipment and personnel to demonstrate and instruct operating and
maintenance personnel in operating, controlling, adjusting, trouble-shooting and
servicing of all systems and equipment during regular work hours, prior to acceptance.
Use operation and maintenance manual, as-built drawings, and audio visual aids as part
of instruction materials.
Instruction duration time requirements as specified in appropriate sections.
Departmental Representative will record these demonstrations on video tape for future
reference.
3.5 CLEANING
Progress Cleaning: clean in accordance with 01 74 11 — Cleaning.
A Leave Work area clean at end of each day.
Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment
in accordance with Section 01 74 11 - Cleaning.
Waste Management: separate waste materials for in accordance with Section 01 74 21 -
Construction/Demolition Waste Management and Disposal
1 Remove recycling containers and bins from site and dispose of materials at
appropriate facility.
3.6 PROTECTION

Protect equipment and systems openings from dirt, dust, and other foreign materials with
materials appropriate to system.

END OF SECTION
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General

REFERENCES

American National Standards Institute (ANSI)/American Society of Mechanical
Engineers International (ASME)

A ANSI/ASME B16.15-06, Cast Bronze Threaded Fittings, Classes 125 and 250.
2 ANSI/ASME B16.18-01, Cast Copper Alloy Solder Joint Pressure Fittings.

3 ANSI/ASME B16.22-01, Wrought Copper and Copper Alloy Solder Joint
Pressure Fittings.

ASTM International Inc.

1 ASTM A307-07b, Standard Specification for Carbon Steel Bolts and Studs,
60,000 PSI Tensile Strength.

2 ASTM B88M-[05], Standard Specification for Seamless Copper Water Tube
(Metric).

Department of Justice Canada (Jus)

1 Canadian Environmental Protection Act, 1999, c. 33 (CEPA).

Health Canada/Workplace Hazardous Materials Information System (WHMIS)
A Material Safety Data Sheets (MSDS).

Manufacturer's Standardization Society of the Valve and Fittings Industry (MSS).
A MSS-SP-70-[06], Gray Iron Gate Valves, Flanged and Threaded Ends.
National Research Council (NRC)/Institute for Research in Construction

A NRCC 38728, National Plumbing Code of Canada (NPC) - 2015.

ACTION AND INFORMATIONAL SUBMITTALS
Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.
Product Data:

A Provide manufacturer's printed product literature and datasheets for insulation
and adhesives, and include product characteristics, performance criteria, physical
size, finish and limitations.

Closeout Submittals:

A Provide maintenance data for incorporation into manual specified in Section
01 78 00 - Closeout Submittals.
Products

PIPING
Domestic hot, cold and recirculation systems, within building.
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2.2

2.3

2.4

Part 3

3.1

3.2

3.3

3.4

3.5

A Above ground: copper tube, hard drawn, type M: to ASTM B88M.

FITTINGS

Cast copper, solder type: to ANSI/ASME B16.18.

Wrought copper and copper alloy, solder type: to ANSI/ASME B16.22.
NPS 1 and smaller: wrought copper to ANSI/ASME B16.22

JOINTS
Solder: tin copper alloy.

Teflon tape: for threaded joints.

BALL VALVES
NPS 2 and under, soldered:

A To ANSI/ASME B16.18, Class 150.

2 Bronze body, stainless steel ball, PTFE adjustable packing, brass gland and PTFE
seat, steel lever handle, with NPT to copper adaptors.

Execution

APPLICATION

Manufacturer's Instructions: comply with manufacturer's written recommendations,
including product technical bulletins, handling, storage and installation instructions, and
datasheets.

INSTALLATION

Install in accordance with NPC and local authority having jurisdiction.

Assemble piping using fittings manufactured to ANSI standards.

Install CWS piping below and away from HWS and HWC and other hot piping so as to
maintain temperature of cold water as low as possible.

Connect to fixtures and equipment in accordance with manufacturer's written instructions
unless otherwise indicated.

VALVES
Isolate equipment, fixtures ball valves.

FLUSHING AND CLEANING

Flush system.

DISINFECTION

Flush out, disinfect and rinse system to requirements of authority having jurisdiction and
Departmental Representative.
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3.6 START-UP
A Start-up procedures:
A Establish circulation and ensure that air is eliminated.
2 Check pressurization to ensure proper operation and to prevent water hammer,
flashing and/or cavitation.
3 Commission water filtration system provided by owner.
4 Monitor piping HWS and HWC piping systems for freedom of movement, pipe
expansion as designed.
5 Check control, limit, safety devices for normal and safe operation.
2 Rectify start-up deficiencies.
3.7 CLEANING
1 Clean in accordance with Section 01 74 11 - Cleaning.

END OF SECTION
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1.2

Part 2

2.1

Part 3

3.1

3.2

3.3

General

REFERENCES
ASTM International Inc.

A ASTM B32-08, Standard Specification for Solder Metal.
2 ASTM B306-02, Standard Specification for Copper Drainage Tube (DWV).

Canadian Standards Association (CSA International).
A CAN/CSA-B125.3-05, Plumbing Fittings.

ACTION AND INFORMATIONAL SUBMITTALS
Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.
Product Data:

A Provide manufacturer's printed product literature and datasheets for adhesives,
and include product characteristics, performance criteria, physical size, finish and
limitations.

Products

COPPER TUBE AND FITTINGS
Above ground sanitary and vent Type DWV to: ASTM B306.

A Fittings.
A Wrought copper: to CAN/CSA-B125.3.
.2 Solder: lead free, to ASTM B32.

Execution

APPLICATION

Manufacturer's Instructions: comply with manufacturer's written recommendations,
including product technical bulletins, handling, storage and installation instructions, and
datasheets.

INSTALLATION

Install in accordance with National Plumbing Code and local authority having
jurisdiction.

PERFORMANCE VERIFICATION

Cleanouts:

A Ensure accessible and that access doors are correctly located.
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2 Test to ensure traps are fully and permanently primed.

Ensure that fixtures are properly anchored, connected to system and effectively vented.

4 Affix applicable label, sanitary, vent, etc. c/w directional arrows.
3.4 CLEANING
1 Clean in accordance with Section 01 74 11 - Cleaning.

END OF SECTION
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Part 2

2.1
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General

REFERENCES
Canadian Standards Association (CSA International)

A CAN/CSA-B45 Series-02(R2008), Plumbing Fixtures.
2 CAN/CSA-B125.3-05, Plumbing Fittings.

ACTION AND INFORMATIONAL SUBMITTALS
Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.

Product Data:

1 Provide manufacturer's printed product literature and datasheets for fixtures, and
include product characteristics, performance criteria, physical size, finish and
limitations.

CLOSEOUT SUBMITTALS

Provide maintenance data in accordance with Section 01 78 00 - Closeout Submittals.

Include:

A Description of fixtures and trim, giving manufacturer's name, type, model, year,
capacity.

.2 Details of operation, servicing, maintenance.

3 List of recommended spare parts.

DELIVERY, STORAGE AND HANDLING

Deliver, store and handle in accordance with Section 01 61 00 - Common Product
Requirements.

Deliver materials to site in original factory packaging, labelled with manufacturer's name,
address.

Products

MANUFACTURED UNITS

Fixtures: manufacture in accordance with CAN/CSA-B45 series.
Trim, fittings: manufacture in accordance with CAN/CSA-B125.
Exposed plumbing brass to be chrome plated.

Fixtures to be product of one manufacturer.

Trim to be product of one manufacturer.

Stainless steel counter-top sinks.
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A Single compartment, ledge back.
1 From 1.0 mm thick type 302 stainless steel, self-rimming, undercoated,
clamps. Inside sizes: 508 x 508 x 203 mm.
.2 Trim: chrome plated brass, with swing spout, aerator, single lever handle,

Part 3

3.1

3.2

3.3

3.4

v

washerless controls, accessories to limit maximum flow rate to 8.35
litres/minute at 413 kPa.

Fixture piping:
A Hot and cold water supplies to each fixture:
1 Chrome plated flexible supply pipes each with handwheel stop, reducers,
escutcheon.
2 Waste:
A Brass P trap with clean out on each fixture not having integral trap.
2 Chrome plated in all exposed places.
Execution
APPLICATION

Manufacturer's Instructions: comply with manufacturer's written recommendations,
including product technical bulletins, handling, storage and installation instructions, and
datasheets.

INSTALLATION

Mounting heights:

1 Standard: to comply with manufacturer's recommendations unless otherwise
indicated or specified.

2

ADJUSTING

Conform to water conservation requirements specified this section.

Adjustments:

A Adjust pressure to fixtures to ensure no splashing at maximum pressures.
Checks:

A Aerators: operation, cleanliness.

CLEANING
Clean in accordance with Section 01 74 11 - Cleaning.

END OF SECTION



