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PART PLAN - FLIRST FLOOR
PLAN PARTIEL, A L'ETAGE
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EXISTING TYPICAL CONCRETE COLUMN
SIZE = 812x305.

EXISTING TYPICAL CONCRETE FOOTING
SIZE = 1220x1220x912 DEEP.

EXISTING 125 SLAB ON GRADE, UNLESS NOTED.
(EL.0.0)

EXISTING CAGE WASH PIT (EL. -0.762).

SANITARY PIPING SLOPED FROM 900-1800mm BELOW

SLAB ON GRADE. SEE MECHANICAL DRAWINGS FOR
INVERTS AND OTHER PIPING

OUTLINE OF SAW-CUT

SLAB THICKNESS VARIES BETWEEN 125mm TO
356mm AVERAGE SLAB DEPTH IS 208mm.

OO 0O OO

NOTES DU DESSIN :

EXISTING FOUNDATION WALL 300mm UNLESS NOTED.

@ GROSSEUR TYPIQUE DE COLONNE EXISTANTE EN
BETON, DE 812 mm SUR 305 mm

GROSSEUR TYPIQUE D'EMPATTEMENT OU DE
SEMELLE EXISTANTE EN BETON, DE 1220 mm SUR
1220 mm SUR 915 mm DE PROFONDEUR

A MOINS D'INDICATIONS CONTRAIRES, DALLE
EXISTANTE SUR SOL ET DE 125 mm (ELEV., A 0,0)

PUITS EXISTANT DE LAVAGE DE CAGE (ELEV., A
-0,762)

TUYAUTERIE SANITAIRE, A INCLINER DE 900 A 1 800
mm PLUS BAS QUE LE NIVEAU DE LA DALLE SUR
SOL. VOIR LES DESSINS DE MECANIQUE AFIN DE
RETROUVER LES RADIERS ET LES AUTRES TUYAUX.

A MOINS D'INDICATIONS CONTRAIRES, MUR
EXISTANT DE FONDATION DE 300 mm

DELIMITATION DU TRAIT DE SCIE
EPAISSEUR DE LA DALLE VARIE ENTRE 125mm ET

356mm L'EPAISSEUR MOYENNE DE LA DALLE EST
208mm.
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KEY PLAN / PLAN CLE

Contractor to verify all dimensions &
conditions on site and immediately notify the
engineer of all discrepancies.

L'entrepreneur devra vérifier toutes les
dimensions et conditions sur place et faire part a
l'ingénieur de toute contradiction.
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