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PUMP SCHEDULE CONDENSING UNIT SCHEDULE REAL PROPERTY SERVICES
FLOW HEAD MOTOR  ELECTRICAL Western Region
TAG LOCATION SERVICE NOTES TAG LOCATION  SERVICE _ CHPACITY ELECTRICAL NOTES SERVICES IMMOBILIERS
Lis kPa kW VIPHMHZ KW V/IPH/HZ MCA MOP Région de l'ouest
b.301 BROCI)IE)ENFIQ AHU1 114 510 0.373 120/1/60 :\l/\IICL)I_II_\lCI)ERFéUMP, 40MM CONNECTIONS, 1750 RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP G ROOF RUBBERIZED MOUNTING
CU-216 ROOF AHU-16 35.2 (10 TON) 575/3/60 16.4  20.0 STAND, COATED COIL, HAIL GUARD, DUAL
P.302 BOILER AHU-2 170 540 0.373 120/1/60 INLINE PUMP, 40MM CONNECTIONS, 1750 RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP STAGE GOOLING
ROOM ' ' ' MOTORS C/W ROOF RUBBERIZED MOUNTING
00 OTORS STAGE COOLING
b.213A TUNNEL AHUAE 0.95 £0.0 0.373 120/1/60 :\l/\llél_ll_\lcl)ERI;UMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP /N ROOF RUBBERIZED MOUNTING
CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM cu-301 ROOF AHU-101  26.3(7.5TON) 57513160 122150  STAND, COATED COIL, HAIL GUARD, DUAL
P-213B TUNNEL AHU-4F 0.95 60.0 0.373 120/1/60 CONNEGTIONS. 3250 RPM ’ ’ ’ i ’ ’ STAGE COOLING
’ C/W ROOF RUBBERIZED MOUNTING
b0 14A TUNNEL AHULS 0.54 540 0.127 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM CU-228 ROOF AHU-28 10.6 (3 TON) 208/3/60 217 30.0 STAND, COATED COIL, HAIL GUARD, DUAL
CONNECTIONS, 3250 RPM STAGE COOLING .
P-914B TUNNEL RHC LOOP 0.32 540 0.093 120/1/60 INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP C/W ROOF RUBBERIZED MOUNTING Associated
: : : MOTORS CU-232 ROOF AHU-32 21.1 (6 TON) 575/3/60 10.0 15.0 STAND, COATED COIL, HAIL GUARD, DUAL Engineering
P.215A TUNNEL AHU7G 0.95 £0.0 0.373 120/1/60 :\l/\IICL)I_II_\lCI)ERFéUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP STAGE COOLING
b.015B TUNNEL AHU7H 0.95 50.0 0.373 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM
CONNECTIONS, 3250 RPM ;
b.216A TUNNEL AHU-8 0.54 40 0127 120/1/60 8?5&31%%5%“22@%@? IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM DIFFU S ER & G RILLE SC NEDULE
CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM
P-216B TUNNEL RHC LOOP 0.32 54.0 0.093 120/1/60
CONNECTIONS, 3250 RPM TAG TYPE SIZE OPTIONS/NOTES
p.217 WEST MECH AHU-16 0.32 510 0.093 120/1/60 :\l/\llél_ll_\lcl)ERI;UMP, 30MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP
TBAR INSTALLATION, SQUARE PLAQUE, NECK SIZE AS DUCTED ON DRAWING, STEEL
CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM S-1 SUPPLY ONDWG  ~HNSTRUCTION. WHITE POWDER COAT FINISH
P-217A WEST MECH  RAD PANELS 0.76 74.7 0.373 120/1/60 GONNEGTIONS. 3250 RPM ; :
i GYPSUM CEILING INSTALLATION, MAXIMUM SECURITY RISK RESISTANT CEILING
p.218 WEST MECH AHU-18 0.57 510 0.127 120/1/60 INLINE PUMP, 30MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP S0 SUPPLY ON DWG DIFFUSER, 4-WAY AIR PATTERN, 4-SIDED MOUNTING FRAME, W-SHAPED THREADING
MOTORS PROOF CORE DESIGN.
P218A  WEST MECH UH/RAD 1.01 72.0 0.373 120/1/60 L':ngRZUMP’ 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP S-3 SUPPLY ONDWG  45° ADJUSTABLE LOUVERED FACE SUPPLY C/W 150mm DEEP DUCT FRAME.
HIGH CAPACITY DRUM LOUVERS,C/W STEEL SPIRAL DUCT FRAME(REFER TO DWG
TERMINAL CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM i :
P218B  WEST MECH T o0P 1.01 89.7 0.373 1201/60  CONNECTIONS. 3250 RPM S-4 SUPPLY ONDWG  EoR DUCT SIZE), POLE OPERATOR BRACKET, ALUMINUM POWDER COAT
P90 WEST MECH AHU-27 0.28 65.8 0.093 120/1/60 INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP S-5 SUPPLY ON DWG ROUND CONE DIFFUSER, DUCT MOUNTED, WHITE POWDER COAT
: : : MOTORS o6 SUPPLY ON DWG PERFORATED SQUARE CEILING DIFFUSER, DUCT MOUNTED, MATCH EXISTING
TERMINAL CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM DIFFUSERS IN AREA
P-220A WEST MECH 1.10 85.0 0.373 120/1/60
LOOP CONNECTIONS, 3250 RPM S-7 SUPPLY ONDWG  HEAVY DUTY ROUND CONE GYM DIFFUSER, FULLY WELDED CONSTRUCTION.
P-222 WEST MECH AHU-28 0.20 51.0 0.127 120/1/60 855&@?%%2’“3“326%3&} IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM PERFORATED MAXIMUM SECURITY RETURN GRILLE, ALL WELDED STEEL
CIRCULATOR P,UMP CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM CONSTRUCTION, 6.35mm HOT ROLLED STEEL PACE PLATE, 8mm® HOLES SPACED
pP-223 WEST MECH  AHU-25/GYM 2.65 125.0 1.490 575/3/60 CONNECTIONS 3256 RPM ’ ’ ’ ) ’ ' 11mm OC STAGGERED 609, 6.35mm HOT ROLLED STEEL SLEEVE WELDED BEHIND
) FACE PLATE, LENGTH TO SUIT CONFIGURATION, C/W 25mm 4 SIDED MOUNTING FRAME
P_223A WEST MECH AHU-103 057 510 0.127 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 40MM R-1 RETURN ON DWG TO BE FIELD WELDED, TRIM BALANCER, WELDED 12@ STEEL SECURITY BARS
: - : CONNECTIONS, 3450 RPM INSTALLED 137mm OC, VERTICALLY AND HORIZONTALLY, PAINT FINISH SHALL PASS
INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP 500 HOURS OF SALT SPRAY EXPOSURE WITH NO MEASURABLE CREEP IN
P-2238  WEST MECH AHU-23 1.10 60.0 0.373 120/1/60  \ioTORS ACCORDANCE WITH ASTM D1654 AND 1000 HOURS WITH NO RUSTING OR BLISTERING
INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP AS PER ASTM D610/D714.
P-224A TUNNEL AHU-10C 0.95 60.0 0.373 120/1/60 MOTORS PERFORATED RETURN (MATCHES S-1 STYLE), SQUARE NECK FOR PLENUM RETURN, APEGA
CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM R-2 RETURN ON DWG WHITE POWDER COAT FINISH, WITH HINGED REMOVABLE FACE PLATE, SIZES AS PERMIT TO
P-224B TUNNEL AHU-10D 0.95 60.0 0.373 120/1/60 CONNECTIONS, 3250 RPM NOTED ON DWG. C/W RETURN AIR CANOPY FOR NOISE TRANSFER REDUCITON. PRACTICE
CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM ) PERFORATED RETURN GRILLE, ROUND NECK FOR DUCTED RETURN, WHITE POWDER
P-225A TUNNEL AHU-11 0.54 54.0 0.127 1201160 CONNEGTIONS, 3250 RPM R-3 RETURN ONDWG  5oAT FINISH, WITH HINGED REMOVABLE FACE PLATE P 3979
INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP PERFORATED MAXIMUM SECURITY EXHAUST GRILLE, ALL WELDED STEEL
P-2258 TUNNEL RHC LOOP 0.32 54.0 0.093 120/1/60  \ioTORS CONSTRUCTION, 6.35mm HOT ROLLED STEEL FACE PLATE, 8mm° HOLES SPACED
INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP 11mm OC STAGGERED 604, 6.35mm HOT ROLLED STEEL SLEEVE WELDED BEHIND
P-226A TUNNEL AHU 13A 0.95 60.0 0.373 120/1/60 V15 TORS FACE PLATE, LENGTH TO SUIT CONFIGURATION, C/W 25mm 4 SIDED MOUNTING FRAME ‘
- E-1 EXHAUST ON DWG TO BE FIELD WELDED, TRIM BALANCER, WELDED 12@ STEEL SECURITY BARS 2017-08-16
P-226B TUNNEL AHU 13B 0.95 60.0 0.373 120/1/60 855&@?%%2’“3“326%3&} IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM INSTALLED 137mm OC, VERTICALLY AND HORIZONTALLY, PAINT FINISH SHALL PASS
’ 500 HOURS OF SALT SPRAY EXPOSURE WITH NO MEASURABLE CREEP IN
b027A TUNNEL AHU14 0.54 65.8 0.127 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM ACCORDANGE WITH ASTM D1654 AND 1000 HOURS WITH NO RUSTING OR BLISTERING DO NOT SCALE DRAWINGS
CONNECTIONS, 3250 RPM AS PER ASTM D610/D714.
P-227B TUNNEL RHC LOOP 0.32 540 0.093 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM 45° LOUVERED FACE RETURN WITH 19mm BLADE SPACING, BLADES SHALL RUN
CONNECTIONS, 3250 RPM E-2 EXHAUST ON DWG PARALLEL TO LONG DIMENSION, INTEGRAL AIRFLOW DAMPER, WHITE POWDER COAT
b.028 EAST MECH AHU-29 0.35 40 0.003 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 40MM FINISH
CONNECTIONS, 3250 RPM
TERMINAL CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM
P-228A EAST MECH . 00P 0.63 51.0 0.127 120/1/60 CONNECTIONS, 3250 RPM
b.929 EAST MECH AHU-30 0.32 50 0.093 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM
CONNECTIONS’ 3250 RPM 0 ISSUED FOR TENDER 2017.08.16
TEMRINAL CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM
P-229A EAST MECH L ooP 0.63 52.0 0.127 120/1/60 CONNECTIONS, 3250 RPM .Rn”: son/ Description/Description Date/Date]
; Client/client
5930 EAST MECH AHU.32 047 520 0127 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 30MM
b.326 WEST MECH AHU-101 0.54 510 0127 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM
- - : : : CONNECTIONS, 3250 RPM GOVERNMENT SERVICES
INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP
P-327 WEST MECH AHU-26 0.32 51.0 0.093 1201160 \IGTORS. CAW PUMP MOUNTED VFD CANADA
BOILER INLINE PUMP, 40MM CONNECTIONS, 1750RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP
P-401A SG MECH ISYSTEM 1.81 90.0 0.559 120/1/60 MOTORS, C/W PUMP MOUNTED VFD
P401B SG MECH /gelsl_TEEFIQVI 181 90.0 0.550 120/1/60 :\l/\IICL)I_II_\lCI)ERFéUMP, 40MM CONNECTIONS, 1750 RPM, CAST IRON BRACKET & CASING, 304SS IMPELLER, HARDENED ALLOY SHAFT, CUPRO-NICKEL SLEEVE. ODP
- Project title/Titre du projet
b.403 <G MECH ASA 144 540 0.186 120/1/60 CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM J / proj
CONNECTIONS, 3250 RPM
CIRCULATOR PUMP, CAST IRON CASING, ALUMINUM STATOR, STAINLESS STEEL CIRCULATOR, NON-METALLIC IMPELLER, CERAMIC SHAFT, 25MM
P-404 SG MECH AS-2 0.24 52.0 0.093 120/1/60 CONNECTIONS, 3250 RPM
EDMONTON MAXIMUM
HEATING DIMENSIONS
TAG LOCATION. DESCRIPTION INPUT OUTPUT ~ ___ [ p frLow SUPPLY RETURN =~ OPERATING ..o riie nTakE O A NOTES Approved by/Approuve par
SERVICE  TYPE (HIGHFIRE) TEMP TEMP WEIGHT J. MAH
kW kW % TYPE L/s °C °C mm mm mm KG mmd mmg mmJ V/PH/HZ
Designed by/Concept par
FLOOR MOUNTED NATURAL C/W ACID NEUTRALIZATION KIT, STAINLESS STEEL VENT KIT, BACNET J. MAH
B-1 SGMECH. L'V coNDENSING  SC WING GAS 212 206 97.1 WATER  1.81 93 62.2 574 663 1362 306 25 150 100 120/1/60  GATEWAY. MAX PRESSURE DROP THROUGH BOILER 14.KPA, FIRETUBE FULLY
CONDENSING TYPE, '3f°c"'|_';oz¥/°°=='"° par
FLOOR MOUNTED NATURAL C/W ACID NEUTRALIZATION KIT, STAINLESS STEEL VENT KIT, BACNET :
B-2 SGMECH. L'V coNDENSING  SC WING GAS 212 206 97.1 WATER  1.81 93 62.2 574 663 1362 306 25 150 100 120/1/60  GATEWAY. MAX PRESSURE DROP THROUGH BOILER 14.KPA, FIRETUBE FULLY PWGSC Project Manager/Administrateur de Projets TPSGC
CONDENSING TYPE, ANDREW GILLESE
PWGSC, Architectural and En ineerit;? Resqurces Manager/
Ressources Architectural et de Directeur d’Ingénierie, TPSGC
DOMESTIC WATER HEATER SCHEDULE Citent/alont
PUBLIC WORKS & GOVERNMENT SERVICES CANADA
HEATER TANK o ecTRIC DIMENSIONS
TAG LOCATION  DESCRIPTION VOLUM AL NOTES Drawing Hle/Thre du dessin
INPUT RECOVERY EFF E L W H  WEIGHT
TYPE - SCHEDULES 2
KW L/h @56°CdT % L \Y; mm mm  mm kg(DRY)
DWH-1A SGMECH  140F OUTPUT CONDENSING 73 1101 96 379 120/1/60 - 7050 1918 237  ACID NEUTRALIZATION KIT, POWER VENT, NON ASME RATED, C/W MANUFACTURER APPROVED S.S. VENTING KIT
DWH-1B SG MECH  140F OUTPUT CONDENSING 73 1101 96 379 120/1/60 - 7050 1918 237  ACID NEUTRALIZATION KIT, POWER VENT, NON ASME RATED, C/W MANUFACTURER APPROVED S.S. VENTING KIT
DWH-1C SG MECH  140F OUTPUT CONDENSING 73 1101 96 379 120/1/60 - 7050 1918 237  ACID NEUTRALIZATION KIT, POWER VENT, NON ASME RATED, C/W MANUFACTURER APPROVED S.S. VENTING KIT
C/W FLOOR MOUNTING KIT, POWER VENT, 5:1 TURNDOWN, SS HEAT EXCHANGER ASME CONSTRUCTION, ALL WELDED. GASKETLESS, ASME T&P RELIEF
DWH-3  EAST MECH 140F OUTPUT INSTANT 117 1761 96 N/A 120/1/60 686 394 1080 139 VALVES, ZERO CLEARANCE TO COMBUSTIBLE, BMS GATEWAY, HILO GAS PRESSURE SWITCH, MANUFACTURER APPROVED S.S. VENTING KIT, ACID
NEUTRALIZATION KIT
C/W FLOOR MOUNTING KIT, POWER VENT, 5:1 TURNDOWN, SS HEAT EXCHANGER ASME CONSTRUCTION, ALL WELDED. GASKETLESS, ASME T&P RELIEF Project No./No. du Sheet/ Feullle Revision no./]
DWH-4  EAST MECH 180F OUTPUT INSTANT 83 1255 96 N/A 120/1/60 501 394 1080 107 VALVES, ZERO CLEARANCE TO COMBUSTIBLE, BMS GATEWAY, HILO GAS PRESSURE SWITCH,MANUFACTURER APPROVED S.S. VENTING KIT, ACID projet La Révision
NEUTRALIZATION KIT no.
R.078013.001 MG7 0
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