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INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
gIBTEE\;\(I)AcI)_IIi '\FglgTUENDTE%gﬁ#‘ECD/Vg/TSFLBE%@'—A—LCSC;ELS_RCT&NNELS RHC-1A CELL CRAWLSPACE = BLOCKA1ST 90 0.026 82.2 11 1207 bwe, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 20kPa FLUID PRESS DROP.
EF-LA SIDEWALL ~ EXTERIORWALL  CELLBLOCKA1  DIRECT 94 519 0.3725 120/1/60  AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL RHC-2A CELL CRAWLSPACE BLOCK A 2ND ) 0.026 82.2 111 1207 'E';'Vb'ng\F',BLAETMH;géﬁg :IEDﬁFSE'\ggUCR%LE’)Ig(')'vF',E';g;g:gLL?DSSI'QTEgg%TRVégRK ON
DIAL, SINGLE POINT WIRING, MOTOR STARTER . BLOCK A WEST INLIN,E IN DUC.T HEATING HYDRONIC COIL DIMI’ENSIONS TO SUIT DUCTWOI.?K ON
RHC-1C TUNNEL 459 0.133 82.2 11.1 6157 - ’
OUTDOOR RATED, BOLTED STRUCTURAL STEEL CHANNELS ) - :
EF-LB SIDE WALL EXTERIOR WALL CELL BLOCK B 1 DIRECT 94 519 0.3725 120/1/60 AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL RHC-1B CELL CRAWLSPACE BLOCK B 1ST 90 0.026 82.2 1.1 1207 DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
DIAL, SINGLE POINT WIRING, MOTOR STARTER . INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
RHC-2B CELL CRAWLSPACE BLOCKB2ND 90 0.026 82.2 1.1 1207 pwae, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
SIDEWALL MOUNTED FAN C/W SIDE WALL COLLAR KIT, BLOCK B EAST INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON .
OUTDOOR RATED, BOLTED STRUCTURAL STEEL CHANNELS RHC-2C TUNNEL PROGRAM 165 0.048 82.2 11 2213 DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP. Associated
EF-LC SIDEWALL EXTERIORWALL  CELLBLOCKC1 DIRECT 94 519 0.3725 120/1/60 . -
AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL RHCAC  CELL CRAWLSPACE BLOCK C 1ST 9 0.026 822 111 1007 INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON Engineering
DIAL, SINGLE POINT WIRING, MOTOR STARTER . - . : : DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
gIL[J)_II_EI\DNOAcI)_; ARASTUEI\JDTE% gﬁ'INECDN;ITSR!BI(E) %Q%LCS?'LELEAI\_RC}T-II;,NNELS RHC-2C CELL CRAWLSPACE BLOCK C 2ND 90 0.026 82.2 11.1 1207 DWG. TYPIGAL. MAX 25Pa AIR PRESSURE DROP. 20kPa FLUID PRESS DROP.
EF-LD SIDEWALL  EXTERIORWALL CELLBLOCKD1 DIRECT 94 519 0.3725 120/1/60 ! BLOCK C WEST INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON ;
AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL RHC-3C TUNNEL 355 0.103 82.2 1.1 4762 BWe, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP
DIAL, SINGLE POINT WIRING, MOTOR STARTER - PRl INLINE- IN DUCT HEATIN(aB HYDRONIC COIL DIMI,ENSIO?\IS TO SUIT DUCTWORK ON
SIDEWALL MOUNTED FAN C/W SIDE WALL COLLAR KIT RHC-1D  CELL CRAWLSPACE BLOCK D 15T 90 0.026 822 1.1 1207 pwa, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP. Ka s Ia n
OUTDOOR RATED, BOLTED STRUCTURAL STEEL CHANNELS INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
DIAL, SINGLE POINT WIRING, MOTOR STARTER . BLOCK D EAST INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
RHCAC TUNNEL PROGRAM 269 0.078 822 1.1 3609 pBWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
SIDEWALL MOUNTED FAN C/W SIDE WALL COLLARKIT, INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
RHC-1H CELL CRAWLSPACE BLOCK H 1ST 90 0.026 82.2 11.1 1207 ’
EF-LG SIDEWALL  EXTERIORWALL  CELLBLOCKG1 DIRECT 94 519 0.3725 1201/60 ~ QUTDOOR RATED, BOLTED STRUCTURAL STEEL CHANNELS DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL
RHC.2H CELL CRAWLSPACE BLOCK H 2ND % 0.026 622 11 1207 INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
DIAL, SINGLE POINT WIRING, MOTOR STARTER . - : : : DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
SIDEWALL MOUNTED FAN C/W SIDE WALL COLLAR KIT, RHC-5C TUNNEL BLOCKHWEST 559 0.078 82.2 11.1 3609 INLINE- IN DUCT HEATING HYDRONIG COIL, DIMENSIONS TO SUIT DUCTWORK ON
PROGRAM DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
EF-LF SIDEWALL  EXTERIORWALL  CELLBLOCKF1  DIRECT 94 519 0.3725 120160 ~ QUTPOOR RATED, BOLTED STRUCTURAL STEEL CHANNELS INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
' AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL RHC-1G CELL CRAWLSPACE BLOCK G 1ST 90 0.026 82.2 11.1 1207 - ’
DIAL. SINGLE POINT WIRING. MOTOR STARTER . DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
SIDEWALL MOUNTED FAN C/W SIDE WALL COLLAR KIT, RHC-2G  CELL CRAWLSPACE BLOCK G 2ND 90 0.026 822 11 1207 bwg, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
OUTDOOR RATED, BOLTED STRUCTURAL STEEL CHANNELS INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
EF-LE SIDEWALL  EXTERIORWALL  CELLBLOCKE1 DIRECT 94 519 0.3725 12011/60  AND MOTOR PLATE, ECM TYPE MOTOR WITH SPEED CONTROL RHC-1F CELL CRAWLSPACE BLOCKF 1ST 90 0.026 82.2 11.1 1207 DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 20kPa FLUID PRESS DROP.
DIAL, SINGLE POINT WIRING, MOTOR STARTER . -
woxr  cuicwwisesce soocrae  w  oms w2 tr ;oA NOUCTHENTNGHVORONC COL ONENSONS ToSUT oUeOmK oN
ELEVATED DISCHARGE INDUSTRIAL GRADE EXHAUST FAN ’ : ; :
WITH INTEGRAL STACK C/W RESTRAINED SPRING ISOLATOR, RHC-7C TUNNEL BLOCK F WEST 165 0.048 82.2 111 2213 INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
ALUMINUM BACKWARD CURVE WHEEL FOR SPARK-RESISTANT PROGRAM ’ ’ ’ DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
F-13 ROOF MOUNT ROOF WELDING HOOD ~ BELT 249 849 1.1175 208/1/60  ExHAUST APPLICATIONS, ODP MOTOR, SIDE INLET FLANGE HCAE  CELL CRAWLSPACE BLOCKE 19T o0 0.026 522 " 1207 INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
FOR DUCTWORK CONNECTION, DISCONNECT SWITCH & - : : : DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP.
STARTER, EXISTING EXHAUST FAN SLEEPER IS TO BE RE-USED. INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT RHC-2E  CELL CRAWLSPACE BLOCKE2ND 90 0.026 82.2 11 1207 pwG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP. APEGA
SUITABLE FOR ADAPTING EXISTING ROOF OPENING, BLOCK E EAST INLINE- IN DUCT HEATING HYDRONIC COIL, DIMENSIONS TO SUIT DUCTWORK ON PERMIT TO
F-22 ROOF MOUNT ROOF CELLBLOCKF?2  DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH RHC-8C TUNNEL PROGRAM 459 0.133 82.2 11.1 6157 DWG, TYPICAL. MAX 25Pa AIR PRESSURE DROP, 29kPa FLUID PRESS DROP. PRACTICE
SPEED CONTROL DIAL, DISCONNECT SWITCH, STARTER, P 3979
MOTOR MOUNTED AWAY FROM AIR STREAM.
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT
SUITABLE FOR ADAPTING EXISTING ROOF OPENING, VAV BOX SCHEDULE
F-21 ROOF MOUNT ROOF CELLBLOCKE2 DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH
SPEED CONTROL DIAL, DISCONNECT SWITCH, STARTER, INLET INLET REHEAT ColIL
MOTOR MOUNTED AWAY FROM AIR STREAM. TAG  LOCATION SERVICE SiZE  PRESsURe MIN.FLOW — MAX. FLOW ColIL EWT  LWT ¢ ow NOTES 2017-08-16
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT
SUITABLE FOR ADAPTING EXISTING ROOF OPENING, 7] Pa L/s L/s W °C °C L/s
F-28 ROOF MOUNT ROOF CELLBLOCKG2 DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH C/W 900MM ATTENUATOR, VAV HOT WATER DO NOT SCALE DRAWINGS
SPEED CONTROL DIAL, DISCONNECT SWITCH, STARTER, VAV-1 EXECUTIVE  DEPUTY WARDEN 175 249 77 201 1033 822 711 0.022 COIL/DAMPER CONTROLLER MODULE, MAX NC 30
MOTOR MOUNTED AWAY FROM AIR STREAM. DISCHARGE
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT C/W 900MM ATTENUATOR, VAV HOT WATER
SUITABLE FOR ADAPTING EXISTING ROOF OPENING, VAV-2  EXECUTIVE WARDEN 175 249 77 208 1033 822 711  0.022 COIL/DAMPER CONTROLLER MODULE, MAX NC 30
F-29 ROOF MOUNT ROOF CELLBLOCKH?2  DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH DISCHARGE
“SA%'ET%DR?\AOC;“JESELDD/'\%AQ'Eggu '\A'IESETSF\QQX&H' STARTER, C/W 900MM ATTENUATOR, VAV HOT WATER
- VAV-3 EXECUTIVE CONFERENCE ROOM 175 249 77 219 1033 822 711  0.022 COIL/DAMPER CONTROLLER MODULE, MAX NC 30
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT DISCHARGE
SUITABLE FOR ADAPTING EXISTING ROOF OPENING
’ C/W 900MM ATTENUATOR, VAV HOT WATER 0 ISSUED FOR TENDER 2017.08.16
F-35 ROOF MOUNT ROOF CELLBLOCKD?2 DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH ;
SPEED GONTROL DIAL, DISCONNEGT SWITCH, STARTER, VAV-4 EXECUTIVE  GENERAL OFFICE 225 249 135 381 1811 822 711  0.039 ggéﬁ):ygEER CONTROLLER MODULE, MAX NC 30 evlon ry—ro— Y-
MOTOR MOUNTED AWAY FROM AIR STREAM. 'm‘i‘c,,,,,, oot
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT C/W 900MM ATTENUATOR, VAV HOT WATER
F-36 ROOF MOUNT ROOF CELLBLOCKC?2 DIRECT 04 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH DISCHARGE
SPEED CONTROL DIAL, DISCONNECT SWITCH, STARTER, ASSIST WARDEN/DOG C/W 900MM ATTENUATOR, VAV HOT WATER GOVERNMENT SERVICES
MOTOR MOUNTED AWAY FROM AIR STREAM. VAV-6 EXECUTIVE HANDLER 150 249 53 144 711 82.2 711 0.015 COIL/DAMPER CONTROLLER MODULE, MAX NC 30 CANADA
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT DISCHARGE
SUITABLE FOR ADAPTING EXISTING ROOF OPENING, OFFICE/USGE C/W 900MM ATTENUATOR, VAV HOT WATER
F-42 ROOF MOUNT ROOF CELLBLOCKB2 DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH VAV-7 EXECUTIVE OFFICENIPSO 150 249 60 177 799 822 711  0.017 COIL/DAMPER CONTROLLER MODULE, MAX NC 30
SPEED CONTROL DIAL, DISCONNECT SWITCH, STARTER, DISCHARGE
MOTOR MOUNTED AWAY FROM AIR STREAM. C/W 900MM ATTENUATOR, VAV HOT WATER
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KT VAV-8 EXECUTIVE ROOM N27 150 249 53 189 711 822 711  0.015 g%léﬁ:\yggR CONTROLLER MODULE, MAX NC 30 Project fitle/Titre du projet
SUITABLE FOR ADAPTING EXISTING ROOF OPENING,
F-43 ROOF MOUNT ROOF CELLBLOCKA2  DIRECT 94 519 0.3725 120/1/60  MOTORIZED-INSULATED DAMPER, ECM TYPE MOTOR WITH C/W 900MM ATTENUATOR, VAV HOT WATER
SPEED CONTROL DIAL. DISCONNECT SWITCH. STARTER VAV-9 EXECUTIVE ROOM N29 100 249 26 38 348 822 711  0.007 COIL/DAMPER CONTROLLER MODULE, MAX NC 30
MOTOR MOUNTED AWAY FROM AIR STREAM. DISCHARGE
C/W 900MM ATTENUATOR, VAV HOT WATER EDMONTON MAXIMUM
UPBLAST CENTRIFUGAL EXHAUST FAN C/W ROOF CURB KIT VAV-10 EXECUTIVE ROOM N30 175 249 77 245 1033 822 711 0.022 COIL/DAMPER CONTROLLER MODULE, MAX NC 30 E RITY INSTITUTION
EF-218  ROOF MOUNT ROOF ENG MAINTENANCE DIRECT 63 425 0.56 1201/60 R NEWROOF OPENING, MOTORIZED-INSULATED DAMPER, DISCHARGE SECU STITUTIO
DISCONNECT SWITCH, STARTER, MOTOR MOUNTED AWAY
FROM AIR STREAM C/W 900MM ATTENUATOR, VAV HOT WATER
CEILING EAN : VAV-11 EXECUTIVE CCO OFFICE 100 249 26 63 348 822 711 0.007 COIL/DAMPER CONTROLLER MODULE, MAX NC 30
900mm DIA CEILING FAN C/W VARIABLE FAN SPEED DISCHARGE Approved by/A
: AIR ) ) pproved by/Approuve par
CF-1 C|RC(U|_ ATOR) STORAGE STORAGE AREA  DIRECT FRAC 1201760 ~oNTROLLER. C/W 900MM ATTENUATOR, VAV HOT WATER J. MAH
CEILING FAN VAV-12 EXECUTIVE WARDEN ASSISTANT 125 249 38 92 510 822 711  0.011 COIL/DAMPER CONTROLLER MODULE, MAX NC 30 Y- s—
1400mm DIA CEILING FAN G/W VARIABLE FAN SPEED DISCHARGE S an T reneeRt par
CF-2 CIRCE.'JA\IliTOR) STORAGE STORAGE AREA DIRECT ) ) FRAC 120/1/60 CONTROLLER. C/W 900MM ATTENUATOR, VAV HOT WATER i
VAV-13 EXECUTIVE ROOM N34 100 249 26 61 348 822 711  0.007 COIL/DAMPER CONTROLLER MODULE, MAX NC 30 Drawn by/Dessine par
ELECTRICAL INLINE CENTRIFUGAL TRANSFER FAN C/W HANGER ISOLATION DISCHARGE J. CHOA
TF-1 INLINE FAN BOILER ROOM STORAGE DIRECT 63 141 0.18625 120/1/60  SPRING KIT, VARIABLE SPEED FAN CONTROLLER WALL FWESC Froecl Wonsoer/hdmiotenr de P TS ——
(S:\//xvllaTnSEHf FAN TYPE, MERV 8 FILTER, VIBRATION ISOLATION ANDREW GILLESE
PROGRAM HANGER KIT, ACCESS PANELS WITH LOCKING HANDLES, ELECTRIC REHEAT COIL SCHEDULE Resaoircen Arobmactural ot g Direntaur dincnioran orle
FAN-1 FAN COIL OFFIGES PROGRAM OFFICES BELT 249 2360 2.23 575/3/60 SINGLE POINT POWER CONNECTION, ODP MOTOR, CEILING
-SUSPENDED APPLICATION, FORWARD-CURVE CENTRIFUGAL AIRFLOW  EAT dT CAPACITY ELECTRICAL Client /client
FAN. TAG LOCATION SERVICE NOTES PUBLIC WORKS & GOVERNMENT SERVICES CANADA
1ST FLOOR S > ° . = ST INLINE- IN DUCT HEATING COIL, DIMENSIONS TO SUIT DUCTWORK Drawing title/Ttre du dessin
AIR SEPARATOR SCHEDULE RHC-1S ROOF CHASE END CELLS | 140 23.8 8.42 1424 120/1/60 ON DWG, TYPICAL. MAX 25Pa AIR PRESS. DROP. SCHEDULES 3
2ND FLOOR S, INLINE- IN DUCT HEATING COIL, DIMENSIONS TO SUIT DUCTWORK
A INLET OUTLET MAXPD FLOW NOTES RHC-2S ROOF CHASE END CELLS 140 23.8 8.42 1424 120/1/60 ON DWG, TYPICAL. MAX 25Pa AIR PRESS. DROP.
1ST FLOOR D, INLINE- IN DUCT HEATING COIL, DIMENSIONS TO SUIT DUCTWORK
1) ) Kpa L/s RHC-1D ROOF CHASE END CELLS 140 23.8 8.42 1424 120/1/60 ON DWG, TYPICAL. MAX 25Pa AIR PRESS. DROP.
AST-1 50 50 1 1.81 AIR AND DIRT SEPARATOR, REMOVAL COVER, REPLACEABLE MEDIA, STANDARD VELOCITY - oo onmee  ZNDFLOORD, .~ " o " o ININE- IN DUCT HEATING COIL, DIMENSIONS TO SUIT DUGTWORK
i END CELLS : : ON DWG, TYPICAL. MAX 25Pa AIR PRESS. DROP.
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