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REPLACE WITH NEW. PROTECT /
REUSE FRAME AND HARDWARE
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OVERLAP, SECURE AND SEAL NEW , EXISTINGWALL
AIR VAPOUR BARRIER OVER

FLASHING AND EXISTING ASSEMBLY "
AIR/VAPOUR BARRIER.

LINTEL

|| EXISTING AIR VAPOUR BARRIER
SHEET METAL FLASHING AND I/
COUNTER FLASHING NEW AIR VAPOUR BARRIER
SEAL CAVITIES AND
JOINTS AT PERIMETER

CEILING AT COMPUTER SERVER;
INFORMATICS; AND WASHROOMS
TO REMAIN

NEW 2X4 ACCOUSTING CEILING
TILES AND GRID TO MATCH
EXISTING HEIGHT AND LOCATION.

CEILING ACCESSORIES INCLUDING
BUT NOT LIMITED TO LIGHTING,
SPEAKERS, SMOKE DETECTORS
AND FIRE ALARMS TO BE
PROTECTED DURING
CONSTRUCTION. REMOVE AND
REINSTALL AFTER INSTALLATION OF
NEW CEILING, REVERIFY FIRE
ALARM SYSTEM AFTER CEILING
INSTALLATION IS COMPLETE.
TYPICAL FOR ALL.

LIGHTING AND ACCESSORIES ARE
PLACED BASED ON ASSUMPTION.
REFER TO MECHANICAL AND
ELECTRICAL DRAWINGS.

LIGHTING FIXTURE

ZI RETURN AIR
% SUPPLY AR

INSTALL NEW GYBSUM BOARD
CEILING. FINISHES AND TEXTURE TO
MATCH EXISTING ADJACENT CEILING.

@

PROVIDE CEILING JOINT

@

FOR WEATHER PROOFING

1/ MAXIMUM SECURITY GRILLE

CONSTRUCTION NOTES:

25mm INSULATION
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d % \ SECURE AND SEAL NEW AIR/VAPOUR
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| _—— STEEL ANGLE ATTACHED ON BRICK WALL

MAXIMUM SECURITY GRILLE. TYPICAL
SEAL CAVITIES AND
JOINTS AT PERIMETER
FOR WEATHER PROOFING

m SECTION DETAIL - PENETRATION THRU EXTERIOR WALL
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PERIMETER OPENING TO SECURE 5.

PATCH AND REPAIR DAMAGED WALLS, CEILINGS AND FLOORS
AS ARESULT OF DEMOLITION AND CONSTRUCTION. FINISHES
TO MATCH EXISTING.

SEAL CAVITIES AS NEEDED TO MAINTAIN FIRE PROOFING.

CAULK AND SEAL GAPS TO EXTERIOR CONSTRUCTION.

REPLACE DAMAGED MEMBRANES AND INSULATION. SECURE

AND SEAL IN PLACE.

TO ROOMS WITH GYPSUM BOARD CEILING REQUIRING

MECHANICAL EXHAUST/RETURN AND EQUIPMENTS AS PER

MECHANICAL DRAWINGS, CUT OPENING THROUGH EXISTING

CEILING. REFER TO MECHANICAL DRAWINGS FOR LOCATION

AND SIZE.

ROOF STRUCTURE MOUNTED AC AT PAROLE OFFICES -

OPENING SIZE THROUGH EXISTING T-BAR CEILING IS 845X845.

CONFIRM LOCATION AND SIZING WITH MECHANICAL

DRAWINGS.

CONSTRUCTION NOTES IN RERFERENCE TO MECHANICAL

SHEET NUMBER M12. TO AREAS AFFECTED BY THE REMOVAL

OF RADIATION ELEMENT, RADIATION CABINET AND

ASSOCIATED PIPING WITHIN ROOM, PLEASE DO THE

FOLLOWING.

a. WHERE THE EXISTING WALL AND FINISH AFFECTED IS
PAINTED GYPSUM BOARD, PATCH AND REPAIR USING
SAME MATERIALS, MAKE GOOD AND PAINT TO MATCH
ADJACENT WALL.

b. TO WHERE THE EXISTING WALL FINISH AFFECTED IS VINYL,
PROVIDE NEW FULL HEIGHT STRIP TO REFINISH. COLOUR
TO BE CONFIRMED BY ARCHITECT.

615
CONFIRM WITH MECH. DRAWINGS
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MECHANICAL DUCT
" REFER TO MECH. DRAWINGS
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NEW MECHANICAL DUCT
SCRAPE OFF EXISTING REFER TO MECH. DWG.
EPOXY FINISH ON FLOOR
BEFORE ADDING IN 100 NEW CONCRETE CURB
CONCRETE CURB TO
ENSURE PROPER BONDING. / NEW CONTINUOUS EPOXY FINISH
Y4
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2 \‘; EXISTING
N PR N
SHAFT \
130 EXISTING EPOXY FINISH

2

/ 8\ SECTION

DETAIL-TYP CURB

W SCALE: 1:10

Public Works and
Government Services

Canada

Travaux publics et
Services gouvernementaux
Canada

REAL PROPERTY SERVICES

Western Region

SERVICES IMMOBILIERS
Région de l'ouest

Kasian Project #

PERMIT No. AC424

Kasian Architecture Interior Design and Planning Ltd.

ISSUED PURSUANT TO THE
ARCHITECTS ACT OF ALBERTA

Associated
Engineering

v
Kasian

190168

00 Issue for Tender

2017.08.14

Revision
Revision

Description/Description

Date/Date

Client/client

PUBLIC WORKS &

GOVERNMENT SERVICES

CANADA

Project title/Titre du projet

EDMONTON MAXIMUM
SECURITY INSTITUTION

Approved by/Approuve par

Designed by/Concept par
PS

Drawn by/Dessine par
RC

PWGSC Project Manager/Administrateur de Projets TPSGC

ANDREW GILLESE

PWGSC, Architectural and En Ineerm? Resources Mana er/
e GC

Ressources Architectural et de Direc

ur d’Ingénierie, TPS

Client/client

PUBLIC WORKS & GOVERNMENT SERVICES CANADA

Drawing title/Titre du dessin

CEILING PLAN AND DETAILS

Project No./No.
du projet

R.078013. 001 A1

OF

Sheet/ Feuille

Revision no./
La

Révision
no.

00

M




