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RECTANGULAR DUCT FITTINGS FOR

SYSTEM PRESSURE AT 250 Pa & LESS

NTS

D

9

0

°

D

D

TYPICAL ROUND TO SQUARE TRANSITION

1.5D 1.5D

D

SLOPE 15° MIN. 30° MAX.

LONG RADIUS 90° ELBOW LONG RADIUS 45° ELBOW

SQUARE TURN 90° ELBOW SQUARE TURN 45° ELBOW

A
I
R

 
F

L
O

W

A
I
R

 
F

L
O

W

ACCESS DOOR

TURNING VANES

ACCESS DOOR

TURNING VANES

ROOF SUPPORT

BASE

PIPE STRAP

PIPE

ROOF

SUPPORT

BASE

STRUT

STRUT CLAMP

PIPE

DETAIL

11

M64

PIPE AND EQUIPMENT ROOF

SUPPORT DETAIL

NTS

BALANCING DAMPER

TAKE-OFF

FLEX DUCT

DIFFUSER

1 Ø MIN

AIR CUSHION

DETAIL

9

M64

SUPPLY DIFFUSER DUCT CONNECTION

NTS

BALANCING DAMPER

TAKE-OFF

FLEX DUCT

DIFFUSER

1 Ø MIN

AIR CUSHION

DETAIL

10

M64

SUPPLY DIFFUSER DUCT CONNECTION

NTS

RIGID ROUND DUCT SQUARE DUCT

ROOF SUPPORT

BASE

EQUIPMENT

SUPPORT

5
0

0
M

M
 
M

A
X

5
0

0
M

M
 
M

A
X

DETAIL

1

M64

FIRE DAMPER INSTALLATION

IN WALL

NTS

FIRE RATED

PARTITION

DUCT

FUSIBLE LINK

FIRE DAMPER

(OUT OF AIR

STREAM)

DETAIL

2

M64

HORIZONTAL FIRE DAMPER

INSTALLATION

NTS

DUCT

FIRE DAMPER SUITABLE FOR

HORIZONTAL INSTALLATION

(OUT OF AIR STREAM)

CONCRETE CURB

CONCRETE FLOOR

M

HWS

HWR

TWO WAY ZONE VALVE

CIRCUIT SETTER

T&P TEST PLUG (TYP.)

ISOLATION VALVE

(TYP.)

DIRT LEG C/W

DRAIN VALVE

UNION (TYP.)

AUTOMATIC AIR VENT

INLINE HEATING COIL

SCHEMATIC

5

M64

HOT WATER INLINE REHEAT

COIL PIPING (HORIZONTAL)

NTS

M

HWS

HWR

CIRCUIT SETTER

BALANCING VALVE

TWO WAY ZONE

VALVE

T&P TEST PLUG

(TYP.)

ISOLATION

VALVE (TYP.)

DIRT LEG C/W

DRAIN VALVE

UNION (TYP.)

AUTOMATIC

AIR VENT

INLINE HEATING

COIL

SCHEMATIC

6

M64

HOT WATER INLINE REHEAT

COIL PIPING (VERTICAL)

NTS
DETAIL

8

M64

ROUND DUCT FITTINGS FOR SYSTEM

PRESSURE AT 250 Pa & LESS
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