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NOTES:
. ALL EXISTING LIGHT STANDARDS (#1 TO #24) TO REMAIN

AND TO BE REUSED. ALL EXISTING POLE DAMPENING
DEVICES AND EQUIPMENT TO REMAIN.

. ALL EXISTING 347V HIGH PRESSURE SODIUM FLOOD

LIGHTING FIXTURES AND YOKES TO BE COMPLETELY
REMOVED.

. ALL EXISTING BULL HORN STYLE MOUNTING ARMS FROM

LIGHT STANDARDS #1 THRU #24 INCLUSIVE TO REMAIN
AND TO BE REUSED.

. ALL FIXTURE WIRING CONTAINED IN LIGHT STANDARDS #1

THRU #24 TO REMAIN FROM CONNECTION AT BASE OF
POLE TO FIXTURE. ALL CIRCUITS FOR EACH FIXTURE TO
REMAIN AND TO BE REUSED.

. INSTALL NEW OWNER SUPPLIED 216 WATT, 347V LED

LIGHT FIXTURES AND YOKES TO REPLACE THE REMOVED
EXISTING FLOOD LIGHTS AS IDENTIFIED IN NOTE #2
ABOVE. CONTRACTOR TO PROVIDE YOKE MOUNT TO TENON
ADAPTOR IF NEEDED. FLOOD LIGHTS TO BE REPLACED
ONE FOR ONE.

. CONTRACTOR TO SUPPLY FIXTURES COMPLETE WITH ALL

FASTENERS COATED WITH NEVER-SEEZ OR APPROVED
EQUIVALENT PRODUCT.

. CONTRACTOR TO INSTALL BIRD SPIKES ON NEW FIXTURES

AND BULLHORN STYLE MOUNTS AS PER DETAILS 1 & 2
ON DRAWING E-2. REUSE EXISTING IF POSSIBLE.

. CONTRACTOR TO TAKE SPECIAL NOTICE OF THE AIMING

DIRECTION OF THE EXISTING FIXTURES. THE AIMING
DIRECTION OF NEW FIXTURES TO MATCH EXISTING,
REMOVED FIXTURES. THE MOUNTING ANGLE OF NEW
FIXTURES TO MATCH LUMINAIRE SCHEDULE ON E-2 &
E-3.

. CONTRACTOR TO INCLUDE IN TENDER PRICE ALL COSTS

FOR LABOUR AND EQUIPMENT REQUIRED TO ADJUST ALL
LUMINARIES TO THE SATISFACTION OF FACILITIES USERS.

10. THE NUMBERS ASSIGNED TO THE LIGHT STANDARDS AND

LUMINARIES ARE FOR THE PURPOSE OF THIS PROJECT
ONLY. ACTUAL NUMBERING MAY DIFFER. AS—BUILT
DRAWINGS ARE TO REFLECT THE NUMBERING AS PER SITE
CONDITIONS.
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LUMINAIRE SCHEDULE

Symbol Qty

Lum. Watts | Lum. Lumens Mounting Height

Catalogue #

l*. Public Works and Travaux Publics et

=D-@-a< 50 Crouse—Hinds Champ Pro LED Floodlight

10.675M

PFM25LCY/UNV3476 or Approved Equivalent

f 420 |

NOTE:

1. TYPICAL FIXTURE MOUNTING FOR LIGHT STANDARDS #1 THRU
#24 EXCLUDING LIGHT STANDARDS #7 AND #8.

FIXTURE MOUNTING — 2 LUMINARIES m
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TYPICAL FIXTURE MOUNTING FOR LIGHT STANDARDS #7 AND #8.
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