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EROSION CONTROL NOTES:

INSTALL CB INLET PROTECTION IN ALL NEW CBs. REMOVE ONCE TRIBUTARY AREA IS NO LONGER PRODUCING SEDIMENT.
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A CB INLET
PROTECTION |

PRIOR TO A RAIN EVENT FORECAST TO BE GREATER THAN 15mm, TAKE THE FOLLOWING PRECAUTIONS:
e COVER ALL STOCKPILES WITH PLASTIC TARPS,

COVER ALL AREAS OF EXPOSED SOIL WITH HAY MULCH OR MINIMUM 6" OF SUBBASE,

BACKFILL OPEN EXCAVATIONS TO MAXIMUM EXTENT POSSIBLE

SWEEP ASPHALT, ON SITE AND IN THE STREET, IF SEDIMENT IS PRESENT, AND

INSPECT ALL CONTROL MEASURES AND PERFORM MAINTENANCE AS NECESSARY.

AFTER A RAIN EVENT GREATER THAN 15mm:
e REMOVE BUILT UP SEDIMENT FROM THE CONTROL MEASURE,AND
e INSPECT ALL CONTROL MEASURES AND PERFORM MAINTENANCE AS NECESSARY.

ALL EROSION AND SEDIMENT CONTROL MEASURES MUST REMAIN IN PLACE UNTIL THE AREA IS STABILIZED AND DEEMED NO LONGER
SEDIMENT PRODUCING. ALL CONTROL MEASURES WILL BE CLEANED OF SEDIMENT AND DECOMMISSIONED IN A WAY THAT DOES NOT
RELEASE SEDIMENT TO THE ENVIRONMENT.

SWEEP TRACKED SEDIMENT FROM ALL ADJACENT STREETS AT THE END OF EACH DAY.

SCHEDULE TASKS TO MINIMIZE THE EXPOSURE OF SOIL. STABILIZED DISTURBED AREAS BY THE END OF THAT WORK DAY. INSTALL
THE STORM SEWER SYSTEM AS EARLY AS POSSIBLE IN THE PROJECT TO COLLECT AND CONTROL RUNOFF.
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NOTES:
1. DO NOT CUT SLITS IN FABRIC

2. INSPECT REGULARLY AND
REMOVE ACCUMULATED SILT FROM
FABRIC. DO NOT DISPOSE OF
SILT INTO OPEN BASIN. REPLACE
GEOTEXTILE IF TORN.

3. MANUFACTURED ALTERNATIVES
ARE ACCEPTABLE.
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NOTES:
1. MINIMIZE JOINTS IN GEOTEXTILE. WHERE REQUIRED SPLICE TOGETHER ON SUPPORT STAKES WITH MINIMUM 150mm OVERLAP.

2. DUE TO THE SLOPES IT IS IMPORTANT THAT THE SEDIMENT FENCE IS PROPERLY INSTALLED. EXCAVATION WORK WILL NOT
COMMENCE UNTIL THE SEDIMENT FENCE INSTALLATION HAS BEEN APPROVED BY THE DEPARTMENTAL REPRESENTATIVE.
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