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(BY OTHERS)

e
s

PAINT SOLID STOP LINE (450mm WIDE)
PAINT SOLID YELLOW LINE (100mm WIDE)

PAINT SOLID WHITE LINE (100mm
WIDE)

NEW CURB AND GUTTER
PER CO5 (TYP.)

EXISTING CURB AND GUTTER TO
BE REMOVED PER C02 (TYP.)
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\CLOSE EASTERN DRIVEWAY.

CONSTRUCT CURB AND GUTTER @
ACROSS DRIVEWAY (42m).
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EXISTING BUILDING [ ]
I B |  AREA OF BUILDING EXCAVATION
N 3 NEW BUILDING
GENERAL NOTES ABBREVIATIONS
DIMENSIONS ARE IN METRIC UNITS UNLESS NOTED FA FINISHED ASPHALT
OTHERWISE. FG FINISHED GRADE
ELEVATIONS ARE REFERENCED FROM A BENCHMARK FFA FINISHED FLOOR ELEVATION
CONTROL POINT 3534 (SMARTNET CONTROL) ELEVATION EX EXISTING
56.661m. MH  MANHOLE
THE DEPARTMENTAL REPRESENTATIVE AND ALL LOCAL
UTILITY COMPANIES SHALL BE CONTACTED PRIOR TO THE D INSIDE  DIAMETER
START OF CONSTRUCTION TO COORDINATE FIELD INV INVERT
LOCATES OF SERVICES BEFORE STARTING CONSTRUCTION. CB CATCH BASIN

FIELD SURVEY INFORMATION PROVIDED BY CBCL LIMITED.
GAS MAIN LOCATE IS REQUIRED BY LAW BEFORE WORK
BEGINS. GAS MAIN MUST BE DAYLIGHTED WHEN

BOTTOM BOTIOM OF SUMP
EL ELEVATION

EXCAVATING WITHIN 1.0m OF LOCATE. POC POINT OF CONNECTION
ALL EXISTING INVERTS TO BE CONFIRMED PRIOR TO PIPE N.LC. NOT IN CONTRACT
LAYING.

ALL CUT/FILL SLOPES TO BE MAX 3H : 1V AND
STABILIZED WITH 150mm TOPSOIL, SEED AND STRAW
MULCH UNLESS OTHERWISE INDICATED.

REINSTATE DISTURBED SURFACES WITH MATERIALS AND
THICKNESSES 7O MATCH EXISTING.

CIVIL CONTRACT INCLUDES WORKS UP TO 1.5m FROM
BUILDING AND CONNECTION TO BUILDING PIPE.
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