OBLIQUE VIEW
NOT TO SCALE

REINFORCED /" 4 \
CONC .
DROP CURB

6"x6"x8"/6 GALVANIZED
WELDED WIRE MESH WITH
50 COVER. 150 BREAK AT
SAWCUTS

PLATE CIP CONC. SIDEWALK

600 BROOM FiINISH

[DHECTAB LE WARNING
1

COMPACTED GRANULAR
CLASS A BASE MATERIAL

COMPACTED SUBGRADE

PAINTED FLARES—YELLOW

DETECTABLE WARNING
PLATE 600mm LONG
FULL WIDTH OF RAMP

LENGTH AND WIDTH
OF RAMP VARIES,
AS SHOWN ON PLAN

DETAIL FOR SIDEWALK RAMP IN PAVERS SIMILAR.
NO DETECTABLE WARNING STRIP AND DO NOT
PAINT FLARES. REPLACE REINFORCED CONCRETE
WITH CONCRETE UNIT PAVERS, SEE DETAIL 3/C13.
PATTERN TO MATCH ENTRANCE PLAZA.

SECTION: DROP CURB

& SIDEWALK RAMP
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SCALE : 1:10
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NOTE A:

SUBGRADE TO BE INSULATED WITH 50mm THICK
SM—-TYPE INSULATION WHERE ALL PAVING
MATERIALS MEET EXIT DOORS. INSULATE
SUBGRADE FOR 1200mm IN ALL DIRECTIONS
FROM DOORS.

MINIMUM COVERED AREA TO BE 1200 X 3600
WIDTH.

NOTE B:

CONTINUOUS ISCLATION JOINT TO BE INSTALLED
AGAINST ALL BUILDINGS & VERTICAL
STRUCTURES.

SECTION: PRECAST CONCRETE

UNIT PAVING AT DOORS

SCALE: NTS

CIP CONCRETE STEPS
WiTH 15M REBAR 400

PERMEABLE PAVERS,
PATTERN AS SPECIFIED

_ SETTING BED
25mm DEEP

PVC PAVER EDGE
. | C/W GALV. SPIKES
~ VARIES , CONTINUOUS ALONG

; | SOIL/LAWN EDGE.
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T [ (28mm CLEAR STONE)
'—iﬂ_’l—;—,”w”J”- BASE UNDER PERVIOUS
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GEOTEXTILE CONTINUOUS
UNDER SETTING BED,
TURN UP AT EDGES
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GEOTEXTILE CONTINUOUS
UNDER CLEARSTONE

100mm PERF HDPE PIPE SURROUNDED
BY 100mm OF CLASS D (28mm CLEAR
STONE) SIDES AND BOTTOM WITH MINIMUM
2% SLOPE TO DRAIN. CONNECT TO STORM
MANHOLE AS SHOWN ON GRADING.

SECTION:
PERMEABLE PRECAST CONC. PAVING

SCALE : 1:10 3
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CROSS SLOPE TO MATCH
FINISHED GRADES AT
EDGES — 2% MINIMUM

COMPACTED CRUSHER
DUST SURFACE
150 — MIN. 75mm DEPTH
SEE LAYOUT PLANS MIN

k' LY,
o NN //\,//\i“ :
2 %\é A St sl S B e
' il R i i) R
Il T Tm!||mr‘“ﬂm|||'“t||mmu-|||ll r
I I T eouPAcrep suBseace
T TR DT T T e
I i T B T = (= T

Ut

SECTION:

CRUSHER DUST WALK
SCALE: NTS

12 FIBREBOARD RECESS 12

DOWEL SIDEWALK SLAB VARIES _
FLUSH TO BASE TREAD @ WITH
400 0.C. gltiqgaua !

MIN. COVER OVER ALL ' 4
REINFORCING TO BE 75

EXCEPT WHERE NOTED
OTHERWISE

CIP CONCRETE FOUNDATION WITH
15M REBAR 400 0.C. BOTH WAYS
MIDDLE OF WALL

CAP TOP OF POST
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SECTION: HEAVY DUTY

TR lUﬂMmMmmmu

EXPANSION JOINT, CONTINUOUS
AGAINST VERTICAL STRUCTURES,
RECESS 12 BELOW FIN. SURFACE.

GECTEXTILE CONTINUQUS OVER
SUBGRADE UNDER PAVERS

H/D UNIT PAVERS, PATTERN AS .
SPECIFIED.

SETTING BED 25 DEPTH

—— GEOTEXTILE CONTINUOUS UNDER
PAVERS SETTING BED, TURN UP
AT EDGES

— COMPACTED CLASS A GRANULAR
BASE MATERIAL MIN. 200 DEPTH

— COMPACTED CLASS B GRANULAR
BASE MATERIAL MIN. 200 DEPTH

COMPACTED SUB--GRADE

PRECAST CONC. UNIT PAVING [/ 3
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FOUNDATION FOR UP TO 40" (12.0m) HIGH FLAG POLE
QTY 1 — 40’ (12.0 m) FLAG POLE WITH CANADIAN FLAG

SIGN PLAQUES MOUNTED TO POSTS WITH

2 — 10 mm S/S BOLTS, NUTS &
WASHERS

LOCATE POST 450mm FROM FACE OF
CURB OR AS DIRECTED BY CONSULTANT

SECTION:

FLAG POLE FOUNDATION [/ 6

SCALE: NTS
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TELSPAR POST, INSTALLATION TO
MANUFACTURER'S INSTRUCTIONS AND PARKS
CANADA STANDARDS
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SECTION: CIP CONCRETE STEP [/ 7\

- SCALE: NTS
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SECTION: TYPICAL TRAFFIC SIGN POST

UNDISTURBED SUB-GRADE

SCALE: NTS

SUBGRADE

SLEEVE LENGTH 450 mm

64 mm [.D. SCHEDULE 40 GALV. STEEL SLEEVE TACK
WELD POST TO SLEEVE, TREAT WITH GALVANIZING PAINT
AND GROUT JOINT
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