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COORDINATE FINAL LOCATION OF LUMINAIRES WITH ALL OTHER TRADES..
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EXISTING 45A, 120/ 208V/ 3¢/ 4W LUTRON
LIGHTING CONTROL PANEL TO BE COMPLETELY
DISCONNECTED AND REMOVED.
EXISTING 125A, 120/ 208V/ 3¢/ 4W LUTRON
LIGHTING CONTROL PANEL TO BE COMPLETELY
DISCONNECTED AND REMOVED.
m PARTIAL ELECTRICAL SUB—BASEMENT — LIGHTING DEMOLITION PLAN
DE1.\OJE1.0 1100
1. MAINTAIN THE INTEGRITY OF ALL EXISTING SYSTEMS REQUIRED TO REMAIN OPERATIONAL. IDENTIFY ALL CIRCUIT BREAKERS, WIRING, JUNCTION BOXES AND DEVICES PRIOR TO PROCEEDING
WITH WORK. CONTACT OWNER/CONSULTANT IF UNSURE BEFORE SHUTDOWNS, DEMOLITION, OR RELOCATION OF ANY DEVICES.
2. ALL ITEMS SHOWN DASHED WITH AN 'E’ ARE EXISTING AND ARE TO REMAIN OR BE RELOCATED AS REQUIRED. ITEMS SHOWN DASHED WITH A 'D’ ARE TO BE DISCONNECTED AND
REMOVED AND HAVE ALL ASSOCIATED WIRE AND CONDUIT REMOVED BACK TO SOURCE.
3. EXTEND, RE—ROUTE, RE—WIRE AND RE—CONNECT ALL EXISTING DEVICES TO BE RELOCATED.
4. WIRE AND CONDUIT SERVING DEVICES REQUIRED TO REMAIN IN USE SHALL BE RE—ROUTED AND DIVERTED AS REQUIRED TO MAINTAIN OPERATION. EXTEND, RE—ROUTE, RE—WIRE AND
RE—CONNECT AS REQUIRED. CONFIRM EXISTING ON SITE.
5. NOT ALL DEVICES AND ELECTRICAL EQUIPMENT IS BEING SHOWN ON ELECTRICAL DRAWINGS. REMOVE ALL EXISTING ELECTRICAL DEVICES LOCATED ON INDICATED WALLS OR PORTIONS OF
THE BUILDING BEING DEMOLISHED. MAINTAIN INTEGRITY OF ALL EXISTING ELECTRICAL SYSTEMS IN AREAS NOT INCLUDED IN THIS PROJECT AND IN PARTS OF THE BUILDING WITHIN
6. RENOVATION THAT ARE NOT SUBJECTED TO ANY DEMOLITION WORK.
7. REFER TO SYMBOL SCHEDULE FOR ELECTRICAL SYMBOLS AND LETTER DESIGNATIONS.
8. NO SPLICING OF EXISTING AND NEW WIRING WILL BE ALLOWED IN THE BUILDING. EXISTING ELECTRICAL DEVICES REMAINING IN SAME LOCATIONS FED FROM RELOCATED PANELS HAVE TO
BE REWIRED COMPLETELY TO NEW PANEL LOCATION. EXISTING PANELS AND OTHER DISTRIBUTION EQUIPMENT IN THE AREA OF DEMOLITION ARE TO BE DISCONNECTED AND REMOVED IF
NECESSARY. THE EXISTING ASSOCIATED WIRING IS TO BE PULLED BACK TO THE SOURCE, REMOVED AND REPLACED WITH NEW WIRING.
9. EXISTING LUMINAIRES IN AREAS NOT DIRECTLY INCLUDED IN RENOVATION AREA TO REMAIN.
10. REPORT ANY DISCREPANCIES BETWEEN THE CONTRACT DOCUMENTS AND SITE OBSERVATIONS TO DEPARTMENTAL REPRESENTATIVE.
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