Z ?
UNDERSIDE OF

CEILING DECK

TYPICAL EMT — TYPICAL POWER

CONDUIT

JUNCTION BOX

TYPICAL BASKET TRAY
SUPPORTED FORM
THE UNDERSIDE OF
THE DECK ON
THREADED RODS.

\

JB

Ll

CEILING SPACE

AC90 POWER CABLE TO THE
FURNITURE. NUMBER OF J.
CONDUCTORS SHALL MATCH
CIRCUITING REQUIREMENTS.
ALL CIRCUITS SHALL HAVE
DEDICATED NEUTRALS.
MAINTAIN CABLE RUN AS
SHORT AS PRACTICAL.
SUPPORT CABLE OFF ACT
SUSPENSION CABLES WHERE
HORIZONTAL RUN IS
REQUIRED.

PAC POLE C/W HARNESS TO
SYSTEM FURNITURE (SUPPLIED
BY FURNITURE SUPPLIER)

TYPICAL J—HOOK
SUPPORTED OFF ACT
SUSPENSION CABLE

ACOUSTIC TILE CEILING

COMMUNICATION WIRING
TO THE PAC POLE.

DRAWING SYMBOLS
.P

SYMBOL

DESCRIPTION SYMBOL | DESCRIPTION

<

WALL MOUNTED VOICE OUTLET FOR
EMERGENCY PHONE STATION. CABLE TYPE
AS PER SPECIFICATION

WALL MOUNTED VOICE AND DATA
OUTLET(S). CABLE TYPE AS PER
SPECIFICATION

m
0
w

WALL MOUNTED VOICE OUTLET(S). CABLE

TYPE AS PER SPECIFICATION. COMMUNICATIONS  INTERCOM

Public Works and Travaux publics et
Government Services Services gouvernementaux

Canada Canada

REAL PROPERTY SERVICES
Western Region

SERVICES IMMOBILIERS
Région de l'ouest

WALL MOUNTED DATA OUTLET(S). CABLE
TYPE AS PER SPECIFICATION.

O | B |«

SOUND MASKING SPEAKER

FLOOR MOUNTED VOICE AND DATA
OUTLET(S). CABLE TYPE AS PER
SPECIFICATION.

FLOOR MQOUNTED VOICE OUTLET(S).
CABLE TYPE AS PER SPECIFICATION.

FLOOR MOUNTED DATA OQUTLET(S). CABLE
TYPE AS PER SPECIFICATION.

FURNITURE MOUNTED VOICE AND DATA
OUTLET(S). CABLE TYPE AS PER
SPECIFICATION.

FURNITURE MOUNTED VOICE OUTLET(S).
CABLE TYPE AS PER SPECIFICATION.

FURNITURE MOUNTED DATA OUTLET(S).
CABLE TYPE AS PER SPECIFICATION.

CEILING MOUNTED VOICE AND DATA
OUTLET(S). CABLE TYPE AS PER
SPECIFICATION.

D99 @|Q | B | |8 ||«

CEILING MOUNTED DATA OUTLET(S).
CABLE TYPE AS PER SPECIFICATION.

REPUBLIC

REPUBLIC

NC

374 Donald Street, First Floor
Winnipeg, MB R3B 2J2

T 204 989 0102
F 204 989 0094
www.republicarchitecture.ca

]
A

SERVICE POLE MOUNTED VOICE AND DATA

OUTLET(S). CABLE TYPE AS PER
SPECIFICATION.

%

RACEWAY MOUNTED VOICE AND DATA
OUTLET(S). CABLE TYPE AS PER
SPECIFICATION.

COAXIAL CATV OUTLET

MAIN CABLE SUPPORT ROUTE FOR

—J=J=J=J= | COMMUNICATIONS CABLING
COMMUNICATIONS BOX

POWER ZONE BOX

TELEPHONE ZONE BOX

(SUPPLIED BY OTHERS)

SYMBOL DESCRIPTION SYMBOLDESCRIPTION
ALARM INITIATING DEVICES
@ CEILING MOUNTED PHOTO—ELECTRIC AIR SAMPLING SYSTEM C/W
SMOKE DETECTOR >< SUPERVISORY AND ALARM ZONE
® WALL MOUNTED PHOTO-ELECTRIC SMOKE X VANUAL PULL STATION
® CEILING MOUNTED PHOTO—ELECTRIC ALARM FLOW SWITCH (SUPPLIED BY
SMOKE DETECTOR C/W RELAY BASE OTHERS)
@ CEILING MOUNTED RATE—OF—RISE HEAT ALARM PRESSURE SWITCH (SUPPLIED BY
DETECTOR OTHERS)
WALL MOUNTED RATE—OF—RISE HEAT ALARM CHECK VALVE (SUPPLIED BY
o DETECTOR OTHERS)
CEILING MOUNTED FIXED TEMPERATURE ALARM DRY PIPE VALVE (SUPPLIED BY
v HEAT DETECTOR OTHERS)
™ Yok MOUNTED FIXED TEMPERATURE MBDTX BEAM SMOKE DETECTOR (TRANSMITTER)
o DT Ty EE PHOTO-ELECTRIC SMOKE BDRX( BEAM SMOKE DETECTOR (RECEIVER)
CELING WOUNTED COMBINATION HEAT + ® FLAME. DETECTOR
SA
- LOCAL 120V SMOKE ALARM
%O/ SA | LOCAL 120V COMBINATION CARBON
MONOXIDE AND SMOKE ALARM
GCO LOCAL 120V CARBON MONOXIDE
DETECTOR
el LOCAL 120V COMBINATION STROBE
AND SMOKE ALARM
SUPERVISORY INITIATING DEVICES
LOW PRESSURE SUPERVISED SWITCH
(SUPPLIED BY OTHERS)
SPRINKLER SUPERVISED VALVE

NOTE: NOT ALL SYMBOLS APPLY, REFER TO FLOOR PLANS AND DRAWINGS

NOTE: NOT ALL SYMBOLS APPLY, REFER TO FLOOR PLANS AND DRAWINGS

PAC
NTS

POLE SYSTEM FURNITURE FEED

A/V AND DATA/COMMUNICATIONS

NTS

FIRE ALARM LEGEND 1 OF 2
%

SUPPLY AND INSTALL 103mm DEEP x 305mm WIDE AS
SHOWN ON DRAWINGS, BASKET TYPE CABLE TRAY.

SUPPLY AND INSTALL 2 x TRAPEZE SUPPORT CLIPS C/W
THREADED ROD SPACED PER MANUFACTURER’S
REQUIREMENTS.

AT EVERY BASKET TYPE TRAY BEND — CUT, BOND EACH SIDE
OF THE TRAY WITH COMPRESSION COPPER CABLE
CONNECTORS C/W #6 AWG INSULATED STRANDED COPPER
WIRE TO NEAREST WASHER SPLICE KIT, C/W GROUND WIRE
SUPPORTS AT 915mm(36”) 0.C.

MAXIMUM RUNG SPACING SHALL BE 150mm.

TYPICAL BASKET TYPE CABLE TRAY

NTS

97 9
diﬁdﬁ

%,
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|

GENERAL NOTES:

1. ALL POWER AND DATA OUTLETS SHOWN ON THE DETAIL
ARE A PART OF THE SYSTEM FURNITURE. CONTRACTOR
SHALL WIRE POWER TO THE FURNITURE SPINE VIA A
LAY—IN POWER POLE AND POWER WHIP (SUPPLIED BY
FURNITURE SUPPLIER). COMMUNICATION CABLES SHALL
BE INSTALLED BY THE OWNER'S IT CONTRACTOR.

Smith + Andersen

2031 Portage Avenue 2nd Floor Winnipeg Manitoba R3J OK6
204 885 6668 smithandandersen.com

Association of Professional Engineers & Geoscientists
of Saskatchewan

NTS
CERTIFICATE OF AUTHORIZATION
Smith and Andersen Consulting Engineering
SYMBOL DESCRIPTION SYMBOL DESCRIPTION Number 21114
Permission to Consult held by:
Discipline Sk. Reg. No. Signature
SIGNALING DEVICES
E fo edes cc | i (, 1\“;:,“ 2 Fid
g HORN e CEILING MOUNTED EMERGENCY . .
b2/ EVACUATION SPEAKER
WALL MOUNTED EMERGENCY EVACUATION
X N DOUBLE SIDED HORN @ SPEAKER
HORN+STROBE COMBINATION. STROBE
% INTENSITY TO BE MIN. 15CD UNLESS CEILING MOUNTED EMERGENCY EVACUATION
OTHERWISE NOTED. ISk SPEAKER + STROBE COMBINATION.
DOUBLE SIDED HORN+STROBE STROBE INTENSITY TO BE MIN. 15CD
PIKE COMBINATION. STROBE INTENSITY TO BE UNLESS OTHERWISE NOTED. 3 ISSUED FOR CONSTRUCTION 2017/05/18
MIN. 15CD UNLESS OTHERWISE NOTED.
2 ISSUED FOR 99% CD 2017/04/27
ﬁ MINI HORN WALL MOUNTED EMERGENCY EVACUATION
SPEAKER + STROBE COMBINATION. 1 ISSUED FOR 50% CD 2017/04/03
5@5 STROBE INTENSITY TO BE MIN. 15CD S o
ﬁ SPEAKER HORN UNLESS OTHERWISE NOTED. — —
" CEILING MOUNTED FIRE ALARM
g PIRE_ALARM BELL. 103mm(47) UNLESS 4 STROBE. STROBE INTENSITY TO BE
‘ MIN. 15CD UNLESS OTHERWISE NOTED.
WALL MOUNTED FIRE ALARM STROBE.
10 MINUTES SILENCE SWITCH FOR
SPEAKERS IN SUITES pv4 Sm_%gg I(Q\IJEI[Z\IRSVIVTIEETCI)\IOE%EDMIN' 15¢CD PUBLIC WORKS AND GOVERNMENT
— E— — SERVICES CANADA
ANCILLARY DEVICES (PWGSC)
ISOLATION MODULE [F)IEE)/IC():RI; MOUNTED DOOR HOLD OPEN
FIELD INSTALLED ADDRESSABLE CONTROL WALL MOUNTED DOOR HOLD OPEN P o vy s
POINT DEVICE
FIRE ALARM PANEL.
FIRE "FIRE, DO NOT ENTER” SIGN CONTROL, DGP OR ANNUNCIATOR AS FORT QU'APPELLE, SASKATCHEWAN

NOTED.

FIRE ALARM PASSIVE GRAPHIC

END—OF—LINE RESISTOR TERMINATION

VIDEO DISPLAY TERMINAL, FOR BUILDING
OPERATIONS PERSONNEL

2 E Ve~

SMOKE DAMPER, USED IN CONJUNCTION
WITH MONITORING DEVICE FOR POSITION
ANNUNCIATION AND CONTROL DEVICE

SUPERVISED FIRE FIGHTERS HAND SET

2ND FLOOR, 740 SIOUX AVENUE
INAC FORT QU'APPELLE OFFICE FIT-UP

INDIGENOUS AND NORTHERN
AFFAIRS CANADA

AA
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WORKSTATION DETAIL
\E0-1/

NTS

FIRE ALARM SHUT DOWN
| ) a
FIRE ALARM START UP LH
REMOTE TESTING STATION FOR DUCT Approved phpreE b
SMOKE DETECTORS Mz
FIELD INSTALLED MONITORING MODULE PWGSC Project Manage Administrateur de Projects TPSGC
FOR ALARM OR SUPERVISORY
PACP TROUBLE AND ALARM CONNECTION TO ) Titl T Ju dessin
PRE—ACTION CONTROL PANEL
NOTE: NOT ALL SYMBOLS APPLY, REFER TO FLOOR PLANS AND DRAWINGS
STANDARD
DETAILS
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