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100mm GALVANIZED SCH 40 VENT PIPE

100mm GALVANIZED SCH 40 VENT PIPE
FAULT LIGHT

SEE PUMP AND CONTROL WIRING
DETAIL BY SYSTEM SUPPLIER

SS NEMA 4X DUPLEX CONTROL PANEL
C/W  DISCONNECT

CABLE SUPPORT

EMERGENCY CONTROL
FLOATS

CONCRETE CHAMBER

LIFT PUMP

100mm Ø SCHEDULE 40
FOR LEVEL SENSOR

LEVEL SENSOR

GUIDE BAR FOR PUMP

ALUMINUM ACCESS HATCHES

SEE NOTE

SEE NOTE

ALUMINUM ACCESS HATCHES

FLOW METER. ROUTE CABLE
TO CONTROL PANEL IN
CONDUIT.PUMP CABLES

EMERG. GENERATOR
SERVICE RECEPTACLE ON U/S OF PANEL

CLAMP

RISER AND
EXP. JOINT

Stantec Consulting Ltd.

DITCH ℄

EDGE OF GRAVEL SHOULDER

EDGE OF ASPHALT

PROPOSED PUMPING STATION AND VALVE CHAMBER

DISCONNECT ELECTRICAL FEEDER TO THE EXISTING PUMP
STATION FROM 60A BREAKER AT THE EXISTING ELECTRICAL BUILDING.

ABANDON CABLE. DISCONNECT EXISTING 600V-240/120V TRANSFORMER
AND REMOVE .

CHAMFER INSIDE CUT EDGE OF CONDUITS 2MM.

EXPANSION JOINTS SHALL BE USED FOR ALL CONDUITS WHEN PENETRATING GROUND
SURFACE.

ENSURE GAS TIGHT SEAL BY CAULKING AROUND MULTIPLE CONTROL CABLES.

REFER TO SPECIFICATION AND PUMP STATION SUPPLIER ELECTRICAL DRAWINGS FOR
MORE DETAIL.

600V 3 PH 20A FEEDER
3C, #12AWG TECK90
DIRECT BURIED FROM
ELECTRICAL BUILDING

PUMP 1

DIRECT CONNECTION

FLOAT SWITCH

LEVEL SENSOR SWITCHLSW

ELECTRICAL LEGEND

NEW PUMPING STATION
CONTROL PANEL

PUMP 2

WET WELL

HIGH
LEVEL
FLOAT

 SWITCH LOW LEVEL
FLOAT

 SWITCH

FLOW METER

LSW
 LEVEL

SENSOR
 FLOW

SENSOR

VALVE
CHAMBER

ELECTRICAL KEY NOTES

DITCH ℄

APPROXIMATE LOCATION OF
EXISTING ELECTRICAL BUILDING
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7 EYS FITTINGS AND GAS TIGHT SEALS SHALL BE USED FOR ALL MOTOR/CONTROL CABLES
AT THE CONNECTION TO THE CONTROL PANEL.

CONTROL PANEL, DISCONNECT, DEVICES AND DEVICE CABLES PROVIDED BY PUMP
STATION  SUPPLIER. INSTALLATION BY ELECTRICAL CONTRACTOR.

INSTALL NEW 3C #12 AWG DIRECT BURIED TECK CABLE FROM NEW 20A BREAKER IN
ELECTRICAL BUILDING TO NEW PUMPING STATION CONTROL PANEL LOCATION.
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BACKFILL

FINISHED GRADE

WARNING RIBBON
AT 300mm BELOW GRADE

SAND

DIRECT BURIED
TECK CABLE

REMOVE EXISTING 60A ENCLOSED BREAKER AND REPLACE WITH 20A ENCLOSED
BREAKER FOR 600V FEEDER TO NEW PUMPING STATION.
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1. UNDERGROUND ELECTRICAL SERVICES INDICATED ON DRAWINGS ARE DIAGRAMMATIC
TO INDICATE GENERAL TRENCHING AND CABLE ROUTING DIRECTION. FINAL LOCATIONS
FOR TRENCHING AND INSTALLATION OF CABLES SHALL BE DETERMINED ON SITE TO
MEET SITE SPECIFIC REQUIREMENTS AND TO AVOID CONFLICT WITH OTHER SERVICES.
REFER TO SECTION DETAILS IN THIS DRAWING PACKAGE FOR TRENCHING DEPTHS AND
REQUIRED SPACING OF FEEDERS WITHIN.

2. COORDINATE FINAL INSTALLATION LOCATION OF ELECTRICAL EQUIPMENT AND DEVICES
ON SITE WITH OWNER'S REPRESENTATIVE AND ALL OTHER ASSOCIATED TRADES.

3. ALL DRAWINGS IN THIS PACKAGE ARE TO BE READ IN CONJUNCTION WITH THE
DRAWINGS AND SPECIFICATIONS OF ALL OTHER TRADES.

4. ALL MATERIAL AND WORK TO REQUIREMENTS OF PEI ELECTRICAL INSPECTION AND
MECL.

ELECTRICAL GENERAL NOTES

DISCONNECT SWITCH

CONTROL SECTION
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EXISTING
ELECTRICAL

BUILDING
20A, 3-POLE 3

WET WELL

VALVE CHAMBER
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