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FEATURES

PLANT LEGEND

LEGEND

Silver Willow

Prickly Rose

Red Osier Dogwood

Tufted Hairgrass

Sod

Paper Birch

Broom Finish Concrete

Alpine Aster

Crimson Columbine

Lodgepole Pine

Trembling Aspen

Gravel

Percentage of soft landscaping: 26.1% (121.58m²)

Percentage of soft landscaping in R.O.W: 3.5% (16.62m²)

PLANT SIZE
SCIENTIFIC NAMEQTY COMMON NAME

PLANT LIST:

CONIFEROUS TREES

PLANT SIZESCIENTIFIC NAMEQTY COMMON NAME

DECIDUOUS TREES

PLANT SIZESCIENTIFIC NAMEQTY COMMON NAME

ORNAMENTAL GRASSES

PLANT SIZESCIENTIFIC NAMEQTY COMMON NAME

DECIDUOUS SHRUBS

#5 container size

Min. 600 spr, root ball dia. 350mm,

Silver Willow
Salix exigua04

stems. Root Spread 300mm. - #3 cont.

Min. 600mm ht., Min. 4 major basal

Red Osier Dogwood
Cornus stolonifera17

Min. 200mm ht., #2 cont.
Tufted Hairgrass

Deschampsia caespitosa16

stems. Root Spread 300mm. - #3 cont.

Min. 600mm ht., Min. 4 major basal

Prickly Rose
Rosa acicularis21

PLANT SIZESCIENTIFIC NAMEQTY COMMON NAME

PERENNIALS

Min. 200mm ht., #2 cont.
Alpine Aster

Aster alpinus08

Min. 200mm ht., #2 cont.
Crimson Columbine

Aquilegia formosa10

800mm root ball dia.

2.0m ht. B&B

Lodgepole Pine
Pinus contorta05

wide x 400mm depth root ball

50mm cal. (B&B) min 700mm

Paper Birch
Betula papyrifera02

wide x 400mm depth root ball

50mm cal. (B&B) min 700mm

Trembling Aspen
Populus tremuloides03
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Less than 100mm caliper

(optional)

SPADE CUT EDGE

GALVANIZED GUY WIRE No. 11 MIN.

POSITIONED ABOVE FIRST STRONG

BRANCHES.

NEW 2 PLY / 12mm, REINFORCED BLACK

RUBBER HOSE OR APPROVED EQUAL.

POSITIONED APPROX. 3/5 HT. FOR ALL

TREES. WIRE DOES NOT GO AROUND

TREE.

USE THREE (3) 50mm X 50mm X 2500mm

LNG. STUDDED HEAVYWEIGHT T-POSTS

(7.5 POUND). ALL EXPOSED PORTIONS

OF TREE STAKE TO BE FREE OF RUST

AND PRIMED. TREE STAKE SET MIN.

900mm INTO UNDISTURBED SOIL W/ ONE

ON SIDE OF PREVAILING WINDS. STAKES

ARE TO BE REMOVED AFTER ONE

GROWING SEASON.

1
2
0

0

5

0

0

3X ROOT BALL DIAMETER

n.t.s.
STAKING PLAN

BACK FILL WITH EXISTING SOIL.

IN SANDY LOAM SOILS, ADD 20% MAX. BY

VOLUME COMPOSTED ORGANIC

MATERIAL TO THE EXISTING SOIL.

TAMP SOIL AROUND ROOTBALL BASE

FIRMLY WITH FOOT PRESSURE SO THAT

ROOT BALL DOES NOT SHIFT. DO NOT

ALLOW AIR POCKETS TO FORM WHEN

BACKFILLING.

B&B ROOTBALL

n.t.s.
DETAIL

TOPSOIL, REFER TO TOP SOIL SPECS.

400mm COMPACTED LOAM BELOW ROOT

BALL.

75mm MIN. DEPTH BARK MULCH OR

APPROVED EQUAL OVER EXPOSED

ROOTBALL. TAPER MULCH TO BASE OF

TREE. MULCH STARTING 50mm FROM

ROOT FLARE (TRUNK) & EXTENDING THE

HOLE.

PRUNE ONLY DEAD, BROKEN, OR

DISEASED TREE LIMBS TO MAINTAIN

NATURAL FORM OF TREE.

IF TREE IS IN WIRE BASKET, CUT AND

REMOVED STRAPPING AND THE

HORIZONTAL/ VERTICAL WIRES OF THE

BASKET TO A MIN. DEPTH OF 200mm

FROM TOP OF ROOTBALL. PULL BACK

BURLAP TO MIN. DEPTH.

UNDISTURBED NATIVE SOIL

SCARIFY WALL OF TREE WELL.

EVERGREEN

CONIFEROUS

BROADLEAF

DECIDUOUS

* ANGLE

  STAKES

  AT 2°

SLOPE TOPSOIL FROM ROOT BALL

TO EDGE OF HOLE TO FORM WELL.

SINGLE LEADER

(unless multistem species is specified)

DO NOT DAMAGE OR CUT LEADER

1

5

0

SOIL LEVEL:

TO BE SLIGHTLY HIGHER

THAN SURROUNDING

GRADE TO ALLOW FOR

BACKFILL SETTLING.

REMOVE CONTAINER AND

LOOSEN ROOTS OF

POTBOUND PLANTS BY

SCORING OR PULLING.

UNDISTURBED NATIVE SOIL

PRUNE ONLY DEAD, BROKEN, OR

DISEASED LIMBS TO MAINTAIN NATURAL

FORM OF SHRUB.

75mm MIN. DEPTH BARK MULCH OR

APPROVED EQUAL. TAPER MULCH TO

BASE OF SHRUB.

RE-ESTABLISH ANY DAMAGED SEED /

SOD.

SPREAD ROOTS EVENLY THROUGHOUT

TOPSOIL

PRUNE ALL DAMAGED ROOTS

300mm MIN. DEPTH LIGHTLY

COMPACTED SHRUB BED MIX.

ROTOTILL 300mm NATIVE SOIL, ADD

TOPSOIL, SAND AND PEAT AS PER

LANDSCAPE ARCHITECTS

DIRECTIONS.TO BE LIGHTLY TAMPED

AND SETTED WITH WATER PRIOR TO

PLACEMENT OF PLANT.

BARE

ROOT

POTTED

ROOT

MIN. 450mm BACK OF

PLANTING BED EDGE

PLANTING BED WIDTH VARIES

CONIFEROUS OR DECIDUOUS SHRUB

LANDSCAPE NOTES:

1. ALL LANDSCAPE CONSTRUCTION MATERIALS AND TECHNIQUES SHALL MEET THE MINIMUM REQUIREMENTS OF THE CNLA STANDARDS

2. NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE PERMITTED BY THE LANDSCAPE CONSULTANT UNLESS APPROVED BY THE LANDSCAPE

CONSULTANT IN WRITING PRIOR TO SHIPMENT TO SITE. ALL PLANT MATERIAL SHALL BE INSTALLED AS SHOWN ON THE DRAWINGS. ALL

GROUND COVER SHALL BE PLANTED AT THE SPACING INDICATED. ANY PLANT MATERIAL INSTALLED THAT DOES NOT MEET WITH THE

REQUIREMENTS OF THESE DRAWINGS AND ASSOCIATED SPECIFICATIONS SHALL BE REMOVED AND REPLACED WITH PLANT MATERIAL THAT

MEETS THE AFOREMENTIONED REQUIREMENTS AT THE THE CONTRACTOR'S SOLE EXPENSE.

3. ALL PLANT MATERIAL SHALL BE APPROVED AT THE SOURCE NURSERY PRIOR TO SHIPMENT TO SITE. THE CONTRACTORS BEARS THE

SOLE RESPONSIBILITY OF NOTIFYING THE LANDSCAPE CONSULTANT A MINIMUM OF TWO WEEKS PRIOR TO SHIPMENT OF PLANT MATERIAL

TO COORDINATE THE REVIEW OF THE PLANT MATERIAL. THE LANDSCAPE CONSULTANT RESERVES THE RIGHT TO WAIVE THIS

REQUIREMENT BASED ON THE NURSERY SOURCE PROPOSED FOR USE BY THE CONTRACTOR.

4. ALL PLANTING BEDS SHALL BE MULCHED WITH AN ALL WOOD MULCH TO A DEPTH OF 75MM

5. ANY DAMAGE OCCURRING TO THE EXISTING CONSTRUCTION, BUILDINGS, VEGETATION, LANDSCAPING, PATHWAYS AND/OR OTHER SITE

AMENITIES ON THE SITE, ADJACENT PRIVATE PROPERTY OR PUBLIC LANDS SHALL BE REHABILITATED, RESTORED AND/OR MADE GOOD, BY

THE CONTRACTOR TO THE OWNERS AND/OR THE CITY OR TOWN AUTHORITY'S REQUIREMENTS.

6. ALL SITE GRADES SHALL MATCH EXISTING GRADES OF ADJACENT LANDS, WITH GRADING CONFINED TO THE SITE.

7. THE CONTRACTOR SHALL OBTAIN, AT THE CONTRACTOR'S SOLE EXPENSE, ALL UTILITY LOCATES PRIOR TO COMMENCING WORK. ANY

AND ALL DAMAGES TO UTILITIES, REGARDLESS OF WHETHER LOCATES WERE COMPLETED, SHALL BE REHABILITATED, RESTORED AND/OR

MADE GOOD BY THE CONTRACTOR, TO THE OWNERS AND/OR THE CITY OR TOWN AUTHORITY'S REQUIREMENTS

PLANT MATERIAL WARRANTY:

1. THE CONTRACTOR SHALL WARRANT THAT THE PLANT MATERIAL WILL REMAIN FREE OF DEFECTS FOR A PERIOD OF ONE (1) YEAR FROM

THE DATE OF SUBSTANTIAL PERFORMANCE. THE CONSULTANT ACCOMPANIED BY THE CONTRACTOR WILL UNDERTAKE AN

END-OF-WARRANTY INSPECTION TO IDENTIFY PLANT MATERIAL THAT WILL BE REPLACED BY THE CONTRACTOR.

2. THE CONSULTANT RESERVES THE RIGHT TO EXTEND THE CONTRACTOR'S WARRANTY AND RESPONSIBILITY FOR AN ADDITIONAL YEAR IF,

AT THE END OF THE WARRANTY PERIOD, THE LEAF DEVELOPMENT AND GROWTH OF THE PLANT MATERIAL IS NOT SUFFICIENT TO ENSURE

FUTURE SURVIVAL.

3. THE CONTRACTOR SHALL EXTEND THE WARRANTY ON ALL REPLACEMENT PLANT MATERIAL FOR ONE(1) YEAR. REPLACEMENT PLANTS

SHALL BE PLANTS OF SAME SIZE AND SPECIES SPECIFIED, PLANTED IN THE NEXT GROWING SEASON, WITH A NEW WARRANTY COMMENCING

ON DATE OF REPLACEMENT

4. THE CONTRACTOR SHALL CONTINUE SUCH REPLACEMENT AND WARRANTY OF PLANT MATERIAL TO THE SATISFACTION OF THE

CONSULTANT.

OF SODDED AREA

USED FOR PERIMETER

FULL ROW OF SOD TO BE

BELOW LAWN TOPSOIL

WOODEN PEGS, DRIVEN IN

PEGGED WITH TWO 25x25x230mm

EACH UPHILL END OF SOD TO BE

ACROSS FACE OF SLOPE

SOD TO BE LAID LENGTH WISE

S
L
O

P
E

D
O

W
N

D
O

W
N

S
L
O

P
E

PLANTING AREA OR WALKWAY

SOD TO BE LAID CLOSELY PACKED TOGETHER,

JOINTS IN ADJACENT ROWS SHALL BE STAGGERED

130mm TOPSOIL MIN.

COMPACTED

SUBGRADE

FLUSH WITH PAVED AREA

(IF APPLICABLE)

SOD

FLUSH WITH CURBS

(IF APPLICABLE)

PLAN VIEW OF SOD LAYOUT AND EDGING

NOT TO SCALE

3H:1V SLOPE

CROSS-SECTION OF 3H:1V SLOPE

SECTION THROUGH SOD

FILTER FABRIC

50MM INSULATION

CONCRETE PLANTER

WALL (SMOOTH FINISH)

75MM DEPTH BARK MULCH

2338

M
I
N

.
 
5
0
0

200

COMPACTED GRANULAR

BASE COURSE

REFER TO ARCH FOR

STAIR DETAILS

REFER TO ARCH FOR HANDRAIL,

PLANTER SECTIONS & HEIGHTS

REFER TO STRUCTURAL FOR

CONCRETE
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PLANTER SECTION
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