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Part 1 General 

1.1 SUBMITTALS 
.1 Submit in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Product Data: 

.1 Submit manufacturer's instructions, printed product literature and data 
sheets for corner guards; include product characteristics, performance 
criteria, physical size, finish and limitations. 

.3 Installation Drawings: 

.1 Indicate on drawings large scale details, materials, finishes, dimensions, 
anchorage and assembly. 

1.2 DELIVERY, STORAGE AND HANDLING 
.1 Deliver, store, and handle materials in accordance with Section 01 61 00 - 

Common Product Requirements and with manufacturer's written instructions. 

.2 Deliver materials to site in original factory packaging, labelled with manufacturer's 
name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials indoors in dry location and in accordance with 
manufacturer's recommendations in clean, dry, well-ventilated area. 

.2 Store and protect corner guards from nicks, scratches, and blemishes. 

.3 Replace defective or damaged materials with new. 

Part 2 Products 

2.1 CORNER GUARDS 
.1 90º Corner Guards: Surface mount corner guards, 50 mm leg, 3 mm (1/8 inch) 

radius, pre-drilled for mechanical fastening, edge burrs removed. 

.1 Material: Minimum 18 gauge, stainless steel, type 304. 

.2 Finish: Satin finish, grain oriented parallel with length. 

.3 Fastening: Stainless steel, oval head sheet metal screw with stainless 
steel cup washer. 

Part 3 Execution 

3.1 EXAMINATION 
.1 Verify that conditions of substrate are acceptable for corner guard installation in 

accordance with manufacturer's written instructions. 
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.1 Visually inspect substrate. 

.2 Inform Departmental Representative of unacceptable conditions. 

.3 Proceed with installation only after unacceptable conditions have been 
remedied. 

3.2 MANUFACTURER'S INSTRUCTIONS 
.1 Comply with manufacturer's written data, including product technical bulletins, 

product catalogue installation instructions, product carton installation instructions, 
and data sheets. 

3.3 INSTALLATION 
.1 Install units on solid backing and erect with materials and components straight, 

tight and in alignment. 

.2 Mechanically fasten corner guards at 200 mm maximum on centre, straight and 
plumb. 

3.4 CLEANING 
.1 Progress Cleaning: Clean in accordance with Section 01 74 11 - Cleaning. 

.1 Leave Work area clean at end of each day. 

.2 Perform cleaning after installation to remove construction and accumulated 
environmental dirt. 

.3 Final Cleaning: Upon completion, remove surplus materials, rubbish, tools, and 
equipment in accordance with Section 01 74 11 - Cleaning. 

.4 Waste Management: Remove waste materials in accordance with Section 
01 74 21 - Construction/Demolition Waste Management and Disposal. 

3.5 PROTECTION 
.1 Protect installed products and components from damage during construction. 

.2 Repair damage to adjacent materials caused by corner guard installation. 

END OF SECTION 


