2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

CONDENSER UNIT

UNITE DE CONDENSEUR

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

1.4A-120V

=)

1.4A-120V
CONNECTION POINT
1.4A-120V POINT

DE RACCORDEMENT

OUTSIDE BUILDING AC-18
EXTERIEUR BATIMENT AC-18

CONNECTION POINT
1.4A-120V POINT
DE RACCORDEMENT

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

4.2A-600V-3Q
CONNECTION POINT
4.2A-600V-3@ POINT
DE RACCORDEMENT

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

CONDENSER UNIT
UNITE DE CONDENSEUR

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

1.4A-120V
CONNECTION POINT
1.4A-120V POINT

OUTSIDE BUILDING AC-20
EXTERIEUR BATIMENT AC-20

1.4A-120V
CONNECTION POINT
1.4A-120V POINT

DE RACCORDEMENT

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

—4.2A-600V-30
CONNECTION POINT
4.2A-600V-3@ POINT
DE RACCORDEMENT

OUTSIDE BUILDING AC-19

EXTERIEUR BATIMENT AC-19

2#10AWG+GRND - TECK CABLE 1.4A-120V

2#10AWG+MALT - CABLE TECK

CONDENSER UNIT
UNITE DE CONDENSEUR

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

1.4A-120V
CONNECTION POINT
1.4A-120V POINT

CONNECTION POINT
1.4A-120V POINT
DE RACCORDEMENT

2#10AWG+GRND - TECK CABLE
2#10AWG+MALT - CABLE TECK

~4.2A-600V-3Q
CONNECTION POINT
4.2A-600V-3@ POINT
DE RACCORDEMENT

GENERAL NOTE(S):

NOTE(S) GENERALE(S):

1-

THE EQUIPMENTS ARE CONNECTED TO THE SOURCE WITH TECK CABLE
TYPES. KEEP THESE CABLES FOR NEW EQUIPMENT CONNECTION. DO NOT
CUT THESE CABLES. COILED THEM AND TIE THEM UNDER THE UNIT.

LES EQUIPEMENTS SONT RACCORDES A LA SOURCE AVEC DES CABLES DE
TYPE TECK. CONSERVER CES CABLES POUR LE RACCORDEMENT DES
NOUVEAUX EQUIPEMENTS. NE PAS COUPER CES CABLES. VEUILLEZ LES

IT IS ALLOWED TO INSTALL THE CABLE ALONG THE BUILDING PERIMETER AND
FASTENED TO THE BUILDING WALL, ABOVE THE GROUND.

IL EST PERMIS D'INSTALLER LE CABLE AU PERIMETRE DU BATIMENT ET DE LR
FIXER AU MUR DU BATIMENT, AU-DESSUS DU SOL.

THE DISTANCES FROM P-20 ARE APPROXIMATELY 30,48m AND 48,77m AWAY {

ON THE PERIMETER OF THE BUILDING. IT IS ALLOWED TO INSTALL THE CABLE
ALONG THE BUILDING PERIMETER AND FASTENED TO THE BUILDING WALL,
ABOVE GROUND.

LES DISTANCES DE P-20 SONT D'ENVIRON 30,48m ET 48,77m SUR LE
PERIMETRE DU BATIMENT. IL EST PERMIS D'INSTALLER LE CABLE AU
PERIMETRE DU BATIMENT ET DE LE FIXER AU MUR DU BATIMENT, AU-DESSUS
DU SOL.
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IDENTIFICATION(S): v /
MAIN BREAKER.
DISJONCTEUR PRINCIPAL.
BUILDING AC-18 _
BATIMENT AG-18 BUILDING AC-20 BUILDING AC-19 PROVIDE AND INSTALL THREE 15A-1P-120V BREAKERS FOR THE RECEIVER
- BATIMENT AC-20 BATIMENT AC-19 HEATER PADS POWER SUPPLY.
@ — 3#4AWG+GRND - TECK CABLE FOURNIR ET INSTALLER TROIS DISJONCTEURS DE 15A-1P-120V POUR
3#4AWG+MALT - CABLE TECK L'ALIMENTATION DES CHAUFFES RESERVOIRS.
CDP AC UNIT AC UNIT AC UNIT THE (;ABLE IS UNDER THE FLOOR.
Te o 2 UNITE DE CLIMATISATION UNITE DE CLIMATISATION UNITE DE CLIMATISATION LE CABLE EST SOUS LE PLANCHER.
3] 400A-3P s0n3p  [4] 54.7A-600V-30 54.7A-600V-30 54.7A-600V-30
5] B A [l PROVIDE A 120V MAINTENANCE SWITCH FOR THE TWO 120V CONNECTIONS.
A s |8 INSTALL MAINTENANCE SWITCH ON UNIT HOUSING AND COORDINATE WITH
—Is]  7omsp 70n30 |10 EQUIPMENT FOR FINAL LOCATION. FOURNIR UN INTERRUPTEUR D'ENTRETIEN
1] 14kA WA [ 120V POUR LES DEUX BRANCHEMENTS A 120V. INSTALLER L'INTERRUPTEUR
| [2] cono.unr [ cono.unir 14 ONGOFF [ 15KVA ONGOFF [ ONGOFF [ DENTRETIEN SUR LUNITE ET COORDONNER L'EMPLACEMENT FINAL AVEC
77| 15A-3P 14kA | 15A-3P 14kA [7g] 600V-120V/208V LEQUIPEMENT. . ) )
9] conp.uNIT | 1skvaxro |29] o 30/ 4W P-20 Contractor to verify all dimensions &
—21 AC-20 20A-3P 22— H 1 H H H
23] 15A3P 14kA | 14kA  [pg 600V _I 100A _® conditions on site and |mmed|a_tely notify the
oo 200A 30 T 120V1208 Department Representative of all
WESTINGHOUSE ‘oA _@ ' dlscrepan?|§§.
347/600V-30-4W/F WESTINGHOUSE L'entrepreneur doit vérifier toutes les
dimensions et conditions sur le site et aviser
immediatement le représentant du ministere
de toute divergence.
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