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STRAIGHT SQUARE POLE
SEE NOTE 5

ALL POLES, DECORATIVE BASES,
DISTRIBUTION BASES AND NUT

POWDER COATED BLACK.

TYPE "S" LUMINAIRES REFER TO MP&P
DRAWING SERIES FOR LAYOUT AND QUANTITY

COVERS ARE TO BE GALVANIZED &

RECESSED GFCI RECEPTACLE WITH WEATHER
PROOF IN USE COVER (WHERE INDICATED)

50A RECEPTACLE in 4x4 BACKBOX SURFACE MOUNTED ON POLE
WHERE INDICATED ON LAYOUT DRAWING (V-07,09)(BACKBOX

AND CONDUIT TO BE PAINTED TO MATCH POLE)

HAND HOLE

1" GRS CONDUIT. KEEP CONDUIT TIGHT TO POLE WHERE
POSSIBLE. ALLOW CLEARANCE FOR REMOVABLE COVER.

PAIN CONDUIT TO MATCH POLE

T [
TWO PIECE COVER ~m H
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150mm (6")
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CONCRETE BASE \

/ FINISHED GRADE

g CONDUIT

DETAIL 3 - POLE LUMINAIRE FIXTURE TYPE "S"

MOUNTING DETAIL

| o —— TRANSITION GRS RPVC (MINIMUM 300mm BELOW GRADE)

. 1" RPVC (MINIMUM 900mm BELOW GRADE)

/

TYPE "S" LUMINAIRES REFER TO E-32 & MP&P
DRAWING SERIES FOR LAYOUT AND QUANTITY

ALL POLES, DECORATIVE BASES,
DISTRIBUTION BASES AND NUT
COVERS ARE TO BE GALVANIZED &
POWDER COATED BLACK.

TWO PIECE COVER H\ STRAIGHT SQUARE POLE
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DETAIL 8 - POLE LUMINAIRE FIXTURE TYPE "S1"

MOUNTING DETAIL

SCALE: NTS

EXTERIOR LIGHT FIXTURE NOTES:

1. ALL BELOW GRADE WORK WAS COMPLETED AS PART OF PHASE 1 & 2. THIS INCLUDES ALL BASES &

CONDUITS.

2. ALL ABOVE GRADE WORK IS TO BE COMPLETED AS PART OF PHASE 3. WIRING AND CONTROLS ARE

PART OF PHASE 3

3. POLE IS FOR REFERENCE PURPOSES. COORDINATE WITH SHEET E-32 FOR TYPE LIGHT LOCATION.
4. POLE AT LOCATION INDICATED ON LAYOUT DRAWING HAS TO BE HINGED TO ALLOW FOR EASE OF
REMOVAL. HINGED PART IS TO BE COORDINATED WITH HAND HOLE AND RECEPTACLE LOCATION.

ALLOW FOR EXTRA WIRE LENGTH TO ALLOW FOR HINGING ACTION
5. POLES ARE TO BE:
5.1.

125mm (5") SQUARE STEEL
5.2. 4.75mm (0.188") WALL THICKNESS (MINIMUM)
5.3. GALVANIZED AND POWDER COATED BLACK. CONFIRM FINAL COLOUR WITH OWNER.

SCALE: NTS
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