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SMUDGING ROOM OPERATIONAL SCHEMATICS
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DDC

DAMPER

SUPPLY RECIRC.

DAMPER

RETURN RECIRC 

AND EF-1 REVERT TO NON-SMUDGING OPERATION SEQUENCING.    

AFTER 60 MINS, EF-2 DE-ENERGIZES, MD-2 CLOSES. CONTROLS FOR RTU-29 4. 

IS NEGATIVELY PRESSURIZED BY 275 CFM.    

DAMPER. RECIRCULATION DAMPER TO ALLOW 400 CFM AIRFLOW. SPACE 

RTU-29 SUPPLIES 800 CFM OF FRESH AIR TO SPACE BY MODULATING S/A    

RTU-29 R/A DAMPER FULLY CLOSES, O/A DAMPER OPENS. 3. 

EF-1 RUNS CONTINUOUSLY. OVERIDE OCCUPANCY SENSOR.2. 

 EF-2 ENERGIZED BY TIMED WALL SWITCH. MD-2 OPENS.1.

SEQUENCE:
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DDC

M

S/A DAMPER

DDC

FULLY CLOSES. UNIT OPERATES AS REQUIRED TO HEAT SPACE WITH RECIRCULATED AIR.    

OCCUPANCY SENSOR IS DEACTIVATED. EF-1 IS DE-ENERGIZED, MD-1 CLOSES. RTU-29 O/A DAMPER2. 

NEGATIVELY PRESSURIZED BY 25 CFM.

AIR DAMPER SET AT 550 CFM. RECIRCULATION DAMPERS SET AT 650 CFM. SPACE IS 

MODULATES TO ALLOW 250 CFM INTO SPACE. RETURN DAMPER IS SET AT 300 CFM. SUPPLY    

OCCUPANCY SENSOR IS ACTIVATED. MD-1 OPENS, EF-1 IS ENERGIZED. RTU-29 O/A DAMPER1. 
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