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Part 1 General 

1.1 PRODUCT DATA 

.1 Submit product data in accordance with Section 01 33 00 – Submittal 
Procedures. 

.2 Indicate the following: 
.1 Pressure drop. 
.2 Face area. 
.3 Free area. 
.4 Materials of construction, construction methods and dimensions. 

1.2 TEST REPORTS 

.1 Submit certified data from independent laboratory substantiating acoustic and 
aerodynamic performance to ASTM E90. 

1.3 CERTIFICATION OF RATINGS 

.1 Catalogued or published ratings shall be those obtained from tests carried out by 
manufacturer or those ordered by him from independent testing agency signifying 
adherence to codes and standards. 

1.4 WASTE MANAGEMENT AND DISPOSAL 

.1 Separate and recycle waste materials in accordance with Section 01 74 21 – 
Construction/Demolition Waste Management and Disposal. 

.2 Remove from site and dispose of packaging materials at appropriate recycling 
facilities. 

.3 Dispose of corrugated cardboard, plastic packaging material in appropriate 
on-site bin for recycling in accordance with site waste management program. 

Part 2 Products 

.1 Not used. 

Part 3 Execution 

3.1 INSTALLATION 

.1 In accordance with manufacturer's and SMACNA recommendations. 

.2 Reinforce and brace as indicated. 
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.3 Anchor securely into opening. Seal with caulking around to ensure weather 
tightness. 

.4 All hood to curb fasteners shall be installed from inside throat of intake hood so 
as not to be accessible from roof areas. 

END OF SECTION 23 37 20 


	Part 1 General
	1.1 PRODUCT DATA
	.1 Submit product data in accordance with Section 01 33 00 – Submittal Procedures.
	.2 Indicate the following:
	.1 Pressure drop.
	.2 Face area.
	.3 Free area.
	.4 Materials of construction, construction methods and dimensions.


	1.2 TEST REPORTS
	.1 Submit certified data from independent laboratory substantiating acoustic and aerodynamic performance to ASTM E90.

	1.3 CERTIFICATION OF RATINGS
	.1 Catalogued or published ratings shall be those obtained from tests carried out by manufacturer or those ordered by him from independent testing agency signifying adherence to codes and standards.

	1.4 WASTE MANAGEMENT AND DISPOSAL
	.1 Separate and recycle waste materials in accordance with Section 01 74 21 – Construction/Demolition Waste Management and Disposal.
	.2 Remove from site and dispose of packaging materials at appropriate recycling facilities.
	.3 Dispose of corrugated cardboard, plastic packaging material in appropriate on-site bin for recycling in accordance with site waste management program.


	Part 2 Products
	.1 Not used.

	Part 3 Execution
	3.1 INSTALLATION
	.1 In accordance with manufacturer's and SMACNA recommendations.
	.2 Reinforce and brace as indicated.
	.3 Anchor securely into opening. Seal with caulking around to ensure weather tightness.
	.4 All hood to curb fasteners shall be installed from inside throat of intake hood so as not to be accessible from roof areas.



