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PART 1- GENERAL

11 RELATED REQUIREMENTS

1 Section 06 10 53 — Miscellaneous Rough Carpentry.
2 Section 07 26 00 — Vapour Retarders.

3 Section 07 27 00.01 — Air Barriers.

1.2 REFERENCE STANDARDS

1 ASTM International
1 ASTM C 665-12, Standard Specification for Mineral-Fiber Blanket Thermal Insulation
for Light Frame Construction and Manufactured Housing.

2 CSA Group
1 CSA B111-1974(R2003), Wire Nails, Spikes and Staples.
2 CSA B149.1-15, Consists of B149.1, Natural Gas and Propane Installation Code and
B149.2, Propane Storage and Handling Code.

3 Underwriters Laboratories of Canada (ULC)
A CAN/ULC-S604-2016, Standard for Factory-Built Type A Chimneys.

1.3 ACTION AND INFORMATIONAL SUBMITTALS

A Submit in accordance with Section 01 33 00 - Submittal Procedures.
2 Product Data:
1 Submit manufacturer's instructions, printed product literature and data sheets for blanket

insulation and include product characteristics, performance criteria, physical size, finish
and limitations.

3 Certificates:
| Submit product certificates signed by manufacturer certifying materials comply with
specified performance characteristics and criteria and physical requirements.

4 Test Reports:
1 Submit certified test reports showing compliance with specified performance
characteristics
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1.4 DELIVERY, STORAGE AND HANDLING

A Deliver, store and handle materials in accordance with Section 01 61 00 - Common Product
Requirements and with manufacturer's written instructions.

2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging,
labelled with manufacturer's name and address.
3 Storage and Handling Requirements:
1 Store materials indoors in dry location and in accordance with manufacturer's
recommendations in clean, dry, well-ventilated area.
2 Store and protect from nicks, scratches, and blemishes.
3 Replace defective or damaged materials with new.

PART 2 - PRODUCTS

2.1 SUSTAINABLE REQUIREMENTS

1 Materials and products in accordance with Section 01 47 15 — Sustainable Requirements

2.2INSULATION

A Batt and blanket mineral fibre: to ASTM C 665.

A Type: 1.
2 Thickness: as indicated on drawings.
2 Acoustic batt insulation:

| Flame spread: 10 to ASTM E84.

2 Smoke development: 10 to ASTM E84.

3 Sound Transmission Class: STC 49.

4 Dimensional stability: Linear shrinkage less than 0.1%.

2.3 ACCESSORIES

1 Nails: galvanized steel, length to suit insulation plus 25 mm, to CSA B111.
2 Staples: 12 mm minimum leg.

3 Tape: as recommended by manufacturer.
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PART 3 - EXECUTION

3.1 EXAMINATION

1 Verification of Conditions: verify that conditions of substrate previously installed under other
Sections or Contracts are acceptable for blanket insulation application in accordance with
manufacturer's written instructions.

1 Visually inspect substrate in presence of Departmental Representative.

2 Inform Departmental Representative of unacceptable conditions immediately upon
discovery.

3 Proceed with installation only after unacceptable conditions have been remedied and after

receipt of written approval to proceed from Departmental Representative.

3.2 INSULATION INSTALLATION

1 Install insulation to maintain continuity of thermal protection to building elements and spaces.

2 Fit insulation closely around electrical boxes, pipes, ducts, frames and other objects in or passing
through insulation.

3 Do not compress insulation to fit into spaces.

A4 Keep insulation minimum 75 mm from heat emitting devices such as recessed light fixtures, and
minimum 50 mm from sidewalls of CAN/ULC-S604 Type A chimneys and CSA B149.1 and
CSA B149.2 Type B and L vents.

5 Do not enclose insulation until it has been inspected and approved by Departmental
Representative.

3.3 CLEANING

1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning.
1 Leave Work area clean at end of each day.
2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in

accordance with Section 01 74 11 - Cleaning.

END OF SECTION



