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PART 1- GENERAL 
 
 
1.1  RELATED REQUIREMENTS 

.1 Section 06 10 53 – Miscellaneous Rough Carpentry 

.2 Section 07 21 16 – Blanket Insulation 

.3 Section 07 27 00.01 – Air Barriers 

.4 Section 07 92 00 – Joint Sealants 
 
 
1.2  REFERENCE STANDARDS 

.1 Canadian General Standards Board (CGSB)  
.1 CAN/CGSB-19.13M-M87, Sealing Compound, One Component, Elastomeric Chemical 

Curing.  
.2 CAN/CGSB-19.24M-M90, Multi-Component, Chemical Curing Sealing Compound.  
.3 CGSB 19-GP-14M-84, Sealing Compound, One Component, Butyl-Polyisobutylene 

Polymer Base, Solvent Curing.  

.2 Sealant and Waterproofer's Institute - Sealant and Caulking Guide Specification.  
 
 
1.3  ACTION AND INFORMATIONAL SUBMITTALS 

.1 Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.  

.2 Product Data:  
.1 Submit manufacturer's printed product literature, specifications and datasheet and include 

product characteristics, performance criteria, physical size, finish and limitations.  
.2 Submit WHMIS MSDS - Material Safety Data Sheets in accordance with Section 01 35 

29 – Health and Safety Requirements.  
 
1.4  DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with Section 01 61 00 - Common Product 
Requirements.  

.2 Deliver, store and handle materials in accordance with manufacturer's written instructions.  
 
 
1.5  WASTE MANAGEMENT AND DISPOSAL 

.1 Place materials defined as hazardous or toxic waste in designated containers.  

.2 Ensure emptied containers are sealed and stored safely for disposal away from children.  
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1.6  AMBIENT CONDITIONS 

.1 Install solvent curing sealants and vapour release adhesive materials in open spaces with 
ventilation.  

.2 Ventilate enclosed spaces in accordance with Section 01 50 00 - Temporary Facilities.  

.3 Maintain temperature and humidity recommended by materials manufactures before, during and 
after installation.  

 
 
1.7  SEQUENCING 

.1 Sequence work in accordance with Section 01 14 10 – Scheduling and management of Work.  

.2 Sequence work to permit installation of materials in conjunction with related materials and seals.  
 
 
PART 2 - PRODUCTS 
 
 
2.1  SUSTAINABLE REQUIREMENTS 

.1 Materials and products in accordance with Section 01 47 15 – Sustainable Requirements 
 
 
2.2SHEET MATERIALS 
 
.1 Spun bonded olefin type coated impregnated sheathing paper to CAN/CGSB-51.32 Single ply.  
 
 
2.3  SEALANTS 
 
.1 Sealants in accordance with Section 07 92 00 - Joint Sealants.  
 
.2 Joint sealing type: air resistant pressure sensitive adhesive tape, type recommended by air barrier 

manufacturer, 50 mm wide.  
 
 
PART 3- EXECUTION 
 
 
3.1  MANUFACTURER'S INSTRUCTIONS 

.1 Compliance: comply with manufacturer's written recommendations or specifications, including 
product technical bulletins, handling, storage and installation instructions, and datasheets.  
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3.2  EXAMINATION 

.1 Verify that surfaces and conditions are ready to accept work of this section.  

.2 Ensure surfaces are clean, dry, sound, smooth, continuous and comply with air barrier 
manufacturer's requirements.  

.3 Report unsatisfactory conditions to Departmental Representative in writing.  

.4 Do not start work until deficiencies have been corrected.  
.1 Beginning of Work implies acceptance of conditions.  

 
 
3.3  PREPARATION 

.1 Remove loose or foreign matter, which might impair adhesion of materials.  

.2 Ensure substrates are clean of oil or excess dust.  

.3 Ensure substrates are free of surface moisture prior to application.  

.4 Ensure metal closures are free of sharp edges and burrs.  
 
 
3.4  INSTALLATION 

.1 Install materials in accordance with manufacturer's instructions.  

.2 Apply sealant within recommended application temperature ranges.  
.1 Consult manufacturer when sealant cannot be applied within these temperature ranges.  

 
 
3.5  CLEANING 

.1 Proceed in accordance with Section 01 74 11 - Cleaning.  

.2 On completion and verification of performance of installation, remove surplus materials, excess 
materials, rubbish, tools and equipment.  

 
 
3.6  PROTECTION OF WORK 

.1 Protect finished work in accordance with Section 01 61 00 - Common Product Requirements.  

.2 Do not permit adjacent work to damage work of this section.  

.3 Ensure finished work is protected from climatic conditions.  
 
 
 END OF SECTION 


