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PART 1 - GENERAL 
 
 
1.1  RELATED REQUIREMENTS 

.1 Section 26 05 00 – Common Work Results - Electrical.  
 
 
1.2  REFERENCE STANDARDS 

.1 CSA Group  
.1 CAN/CSA-C22.2 No.4 -04(R2009 ), Enclosed and Dead-Front Switches (Tri-National 

Standard, with ANCE NMX-J-162-2004 and UL 98).  
.2 CSA C22.2 No.39-13, Fuseholder Assemblies.  

 
 
1.3  ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00 - Submittal Procedures.  

.2 Product Data:  
.1 Submit manufacturer's instructions, printed product literature and data sheets for 

disconnect switches - fused and non-fused and include product characteristics, 
performance criteria, physical size, finish and limitations.  

 

PART 2 - PRODUCTS 
 
 
2.1  DISCONNECT SWITCHES 

.1 Non-fusible disconnect switch in CSA enclosure Type 1size as indicated.  

.2 Provision for padlocking in on-off switch position by 3 locks.  

.3 Mechanically interlocked door to prevent opening when handle in ON position.  

.4 Quick-make, quick-break action.  

.5 ON-OFF switch position indication on switch enclosure cover.  
 
 
2.2  EQUIPMENT IDENTIFICATION 

.1 Provide equipment identification in accordance with Section 26 05 00 - Common Work Results 
for Electrical.  

.2 Indicate name of load controlled on size 4 nameplate.  
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PART 3 - EXECUTION 
 
 
 
3.1  INSTALLATION 

.1 Install disconnect switches complete with fuses if applicable.  
 
 
 
 

END OF SECTION 
 


