FACILITY BUILDING LEGEND

A3 OFFICER'S MESS AND STAFF
A4 LOUNGE ADMINISTRATION
A-6 BUILDING PUMP HOUSE

B-1 CENTRAL DOME

B-2 SQUAD OFFICE, V&C, MAIN CONTROL, SENTENCE & CASE MGT.
B-3 EAST WING INMATE LIVING, MENTAL HEALTH UNIT

B-4 S.I.S., SCHOOL, CHAPEL, LIBRARY, DISSOCIATION

B-5 WEST WING INMATE LIVING

B-7 FEDERALLY SENTENCED WOMEN

B-8 GAME & WEIGHT ROOM, MECH. ROOM, SOCIAL DEVELOPMENT
B-9 PSYCHOLOGIST'S TRAILER

B-10  ELDERS LODGE

B-11  MAIN KITCHEN AND DINING ROOM

B-12  HOSPITAL

B-13  ADMITTING & DISCHARGE, WARDEN'S AREA

B-14  FAMILY VISITING DUPLEX AND YARD

C-1 NEW SHOPS DOME, PROGRAM OFFICES, PSYCHOLOGY

C-2 INDUSTRIAL PAINT, INDUSTRIAL CARPENTER AND TAILOR SHOP
C-3 INDUSTRIAL STORAGE, BUSINESS EDUCATION, SCHOOL, LIFE SKILLS
C4 INDUSTRIAL METAL, CLASS ROOMS, BARBER SHOP, PSYCHOLOGY
C-5 OLD SHOPS DOME

C-6 PROGRAMS AND DORMS

C-7 HOBBY SHOP AND DORMS

C-13  BOILER HOUSE

C-14  BOILER HOUSE WORK SHOP

C-18  BOILER HOUSE CHIMNEY STACK

C-19  GYM, REC. ROOM, MUSIC ROOM, INMATE CANTEEN, PROJECTOR ROOM
C-20  DEMOLISHED 2005

C-22  LABOUR SHOP, CONCRETE SHOP, COIN BOX SHOP, UPHOLSTERY
C-24  CENTRAL STORES AND YARD

C-26  INFLAMMABLE STORAGE

C-29  LAUNDRY

C-30  MAINTENANCE SHOPS

C-31  MAINTENANCE GARAGE

C-32  STORAGE BUILDING

C-33  STORES

C-34  PRIVATE FAMILY VISIT

C-3?  FRISKBUILDING

D-1 NORTH-EAST TOWER
D-2 SOUTH-EAST TOWER
D-3 SOUTH-WEST TOWER
D-4 NORTH-WEST TOWER
D-7 NORTH TOWER MUSEUM
D-8 EXTERIOR PRINCIPLE

ENTRANCE BUILDING WEST
D-9 WALL TOWER SOUTH WALL
D-12  TOWER

H-1 OLD HOUSE
S-1 SPECIAL HANDLING UNIT (S.H.U.)
UNIT7 MAXIMUM LIVING UNIT

DEMOLITION FENCE LEGEND

@ - Remove existing fence, gates and posts above and below grade
- Refer to construction plan if fence is to be replaced. (not all will be)
- Make good ground

Remove existing Razor Ribbon at top of fence.

- Remove existing tie wires.

- Refer to Construction Site Plan

- Existing Fence Height varies: 3.6m and 4.2m - Refer to Plan - 4.2m
locations are noted

Sandblast rust from chain link mesh.
- Remove existing tie wires.

- Refer to Construction Site Plan

- Refer to Construction Site Plan

- Existing Fence Height: 3.6m

Remove existing Barbed Tape Concertina (B.T.C.)
- Remove existing tie wires.

- Refer to Construction Site Plan

- Existing Fence Height: 4.2m

- Remove existing Razor Ribbon
- Remove existing tie wires.
- Refer to Construction Site Plan
- Existing Fence Height: 3.6m
- Refer to Existing Photograph 3 Sheet A0.3

TEMPORARY FENCE & GATE LEGEND

INSTALL TEMPORARY FENCES AND TEMPORARY GATES TO RE-ROUTE
TRAFFIC AND MAINTAIN SECURITY PRIOR TO DEMOLITION. REMOVE
TEMPORARY ITEMS AFTER CONSTRUCTION IS COMPLETE - RETURN
EXISTING FENCE TO TDC STANDARD IF ALTERED. REFER TO SPECIFICATION
SECTION 01 56 00 FOR TEMPORARY FENCE DETAILS.

2015)
2.4 METER HIGH CHAINLINK FENCE C/W VEHICLE GATES
(EXACT LOCATION TO BE DETERMINED ON SITE)

=== |I|i lIl - TEMPORARY CONSTRUCTION FENCING (TYPE2/TCD

With BTC
=== |||: [Il - TYPICAL CONSTRUCTION FENCING TYPE 2 WITH BTC

TEMPORARY SECURITY FENCING ( TYPE 3/ TCD 2015)
— )( ~J)(—)( — 3.6 METER HIGH CHAINLINK FENCE C/W BTC - EXTEND 2.4
@ METERS OUT FROM WALL

TEMPORARY GATE (SAME AS NEW G5 GATE TYPE)

- EXISTING FENCES TO BE MODIFIED BY INSTALLING 114mm
PERMANENT GATE POSTS ON EACH SIDE OF TEMPORARY GATE
OPENING

- WHEN NO LONGER NEEDED, REUSE TEMPORARY GATES FOR NEW
G5 GATE LOCATIONS INDICATED ON CONSTRUCTION PLAN

- REPAIR FENCE TO COMPLY WITH TDC AFTER REMOVAL OF
TEMPORARY GATE

- TEMPORARY GATE POSTS TO BECOME NEW STRAIN POSTS

PHASING LEGEND

e PHASING AND SCHEDULING OF WORK TO BE CONFIRMED WITH
INSTITUTION BEFORE STARTING WORK

e FOLLOW PHASING IN NUMERICAL ORDER UNLESS SPECIFIED
OTHERWISE

e CONTRACTOR TO FOLLOW OWN PREFERRED SCHEDULE WHERE NO
PHASING INDICATED OR ALTERNATIVE INSTRUCTIONS PROVIDED

e  VEHICLE SWING GATES (VS) TO BE DEMOLISHED AND REPLACED
ONE AT A TIME WITHIN A SINGLE YARD

e REFER TO TEMPORARY FENCE LEGEND FOR ADDITIONAL
INFORMATION

PHASE 1
PHASE 2
PHASE 3
PHASE 4

PHASE 5 - NOTE: THIS PHASE CAN BE DONE ANYTIME
AFTER PHASE 2

SEVEN YARDS BELONGING TO UNIT 6 AND UNIT 7
ARE TO BE DEMOLISHED AND CONSTRUCTED ONE AT
A TIME

from phase one
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DEMOLITION GATE LEGEND

GATE SIZES FOR DEMOLITION ARE AS NOTED ON DEMOLITION PLAN

@ - Remove existing PEDESTRIAN SWING GATE.
- Refer to Construction Site Plan Sheet A0.2
-keyed note: G1

@ - Remove existing VEHICLE or SERVICE SWING GATES
- Refer to Construction Site Plan Sheet A0.2
-keyed notes: G2, G3, G4, G5, G6, G7, G8, G9, G10

SANDBLAST Existing Gate to remain
- Refer to Construction Site Plan Sheet A0.2
-keyed note: G11

vG# - DEMOLISH existing VMG (Vehicle Motorized Gate) including related
T concrete foundations and make ready for new.
- Refer to Structural Drawings for new foundations and Architecural
Construction Site plan and drawings A1.0 - A1.8 for new VMG
~
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FEN CE LEGEN D DEMOLITION AND NEW

EXISTING FENCE TO REMAIN AS IS. NO WORK REQUIRED AS PART
OF THIS CONTRACT.

NOTED ON DEMOLITION PLAN ONLY. REMOVE EXISTING FENCE
ENTIRELY INCLUDING PILES BELOW GRADE. FILL, PACK AND
REPAIR GRADE WHERE POSTS HAVE BEEN REMOVED.

EXISTING FENCE FOR WORK AS NOTED ON DEMO AND / OR
CONSTRUCTION PLANS. PATTERN OF THIS LINE IS
REPRESENTATIONAL ONLY AND DOES NOT INDICATE
FREQUENCY OF POSTS OR FENCE CONSTRUCTION. REFER TO
KEYED NOTES ON CONSTRUCTION PLAN AND CORRESPONDING
ELEVATIONS.

NEW FENCE AS NOTED ON CONSTRUCTION PLAN

SUPPLY AND INSTALL SUPPORTS AS REQUIRED TO BOTH SIDES
OF FENCE. PROVIDE NEW 2500mm LENGTH OF BARBED
CONCERTINA WIRE FROM PERIMETER FENCE ALONG TOP OF
FENCE AS NOTED ON CONSTRUCTION PLAN. REFER TO SECTION
5/A1.9.2 FOR DOUBLE CONCERTINA CONDITIONS.
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PHOTOGRAPH LEGEND

EXISTING SITE PHOTOS

DENOTES DIRECTION PHOTO WAS TAKEN AND CORRESPONDING
NUMBER TO IMAGE FOUND ON SHEET AO0.3
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