INDICATES BASE FINISH

(FX) INDICATES FLOOR FINISH

'FC' - INDICATES FLOOR CHANGE,
TRANSITION STRIP REQ'D

REFERENCE ONLY;
THE FOLLOWING FLOORING IS
CURRENTLY INSTALLED ON LEVEL 300.

F1 - CARPET TILES (FIELD)
MNFG: [INTERFACE
SERIES: # 1380102500 CUBIC COLOUR
COLOUR: # 6383 'BALANCE'
YARN: 100% TYPE 6 NYLON
CONSTRUCTION: TUFTED
TEXTURED LOOP
SIZE: 50cm x 50cm SQUARE
INSTALLATION: NON-DIRECTIONAL

F2 - CARPET TILES (ACCENT)

MNFG: [INTERFACE

SERIES: # 1380102500 CUBIC COLOUR

COLOUR: # 4857 'FUNCTIONAL'

YARN:  100% TYPE 6 NYLON

CONSTRUCTION: TUFTED
TEXTURED LOOP

SIZE: 50cm x 50cm SQUARE

INSTALLATION: NON-DIRECTIONAL
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NIC - BALANCE OF FLOOR COMPLETED IN
MAR.2017 TO REMAIN AS IS
FLOOR LEGEND & SCHEDULE F3 - CARPET TILES (ACCENT)

MNFG: MNFG

SERIES: # 146500250H 'VIV COLORS'

COLOUR: # 101169 'MARENGO'

YARN: TYPE 6,6 NYLON

CONSTRUCTION: TUFTED TEXTURED
LOOP

SIZE: 500mm x 500mm SQUARE

INSTALLATION: NON-DIRECTIONAL

F4 - RESILIENT SHEET FLOORING

REFERENCE ONLY;
THE FOLOWING FLOORING IS CURRENTLY
INSTALLED ON LEVEL 300

TYPE: LINOLEUM

STANDARD: ASTM F2034

MNFG: ARMSTRONG

SERIES: LINO ART

COLOUR: #LS050 'SILVER GREY'

WIDTH: 2.0m

THICKNESS: MINIMUM 2.5 mm

PATTERN: HOMOGENEOUS,
NON-DIRECTIONAL

FLOOR FINISH NOTES:

1.0 GENERAL ................
1.1 CONTRACTOR TO PROTECT ALL EXISTING FLOORING

1.2 TRANSITION BETWEEN BETWEEN FLOOR FINISHES AT A
DOOR WILL OCCUR DIRECTLY BELOW THE DOOR (IN CLOSED
POSITION).

1.3 ALL FINISHES, PREPARATION OF BASE INCLUDING EDGE

PROTECTION, FLOOR METAL TRANSITION STRIPS, ADHESIVE,
RECEIVING AND HOISTING OF MATERIALS TO BE CARRIED IN

BID.

1.4 VACUUM NEW FLOORING. PROTECT TRAFFIC AREAS OF
NEW FLOORING WITH FLOORING PROTECTION. TURN OVER
TO THE CLIENT ANY FLOORING MATERIALS LEFT OVER
AFTER COMPLETION OF WORK.

1.5 ATEMPLATE (i.e. CHALK OUTLINE) FOR ALL CURVED
/SHAPED CUTS MUST BE MADE ON SITE AND APPROVED BY
THE DESIGNER BEFORE ANY MATERIALS ARE CUT.

1.6 PROVIDE MANUFACTURER'S MAINTENANCE DATA FOR
ALL FINISHES TO CLIENT UPON PROJECT COMPLETION.

2.0 MATERIALS ...

2.1 ALL MATERIALS FOR INSTALLATION / FINISHING AND
SEALING ARE TO BE EXECUTED TO MANUFACTURER'S BEST
INSTRUCTIONS AND SPECIFICATIONS FOR THE APPLICATION
AND INTENDED USAGE.

2.2 ALL MATERIALS LISTED TO BE AS SPECIFIED. ALL
ALTERNATIVES TO BE SUBMITTED TO DESIGNER FOR
APPROVAL. NO ALTERNATIVES ACCEPTED WITHOUT
WRITTEN APPROVAL FROM DESIGNER / ARCHITECT.

2.3 PROVIDE METAL TRANSITION STRIP BETWEEN ALL
FLOOR FINISHES AS INDICATED BY 'FC' SYMBOL ON FINISH
PLANS.

2.4 PROVIDE 5% EXTRA CARPET TILES OF EVERY PATTERN
AND COLOUR FOR FUTURE REPAIRS/REPLACEMENT.

3.0 SUBMITTALS ......ccooviieeen.

3.1 CONTRACTOR TO VERIFY FLOORING MATERIAL AND
COLOURS PRIOR TO ORDERING.

3.2 IMMEDIATELY UPON AWARD OF CONTRACT ALL
MATERIALS ARE TO BE ORDERED. TO AVOID DELAYS
CONFIRMATION OF ORDER MAY BE REQUIRED.

4.0 SITE SPECIFIC ...

4.1 CONTRACTOR TO LEAVE ANY EXISTING SHEET LINOLEUM
FLOORING NOT IMPACTED BY DEMOLITION EXCEPT WHERE
NOTED. MAKE FLOOR SURFACE GOOD, LEVEL AND READY
TO ACCEPT INSTALLATION OF ALL NEW FLOOR FINISHES.

4.2 ITIS THE INTENT OF THIS WORK TO LEAVE THE EXISTING
LINOLEUM IN PLACE AND INSTALL ALL NEW MODULAR
CARPET TILES AND SHEET GOODS DIRECTLY OVER THE
EXISTING FLOORING USING ADHESIVE STRIPS, NOT GLUE.

4.3 THE BIDDER MUST PROVIDE SELF-LEVELING MATERIAL
AT ALL WALL DEMOLITION IN PREPERATION TO RECEIVE

NEW MATERIAL. TYPE OF SELF-LEVELING MATERIAL TO BE
REVIEWED AND APPROVED BY PROJECT MANAGER.

PROJECT SPECIFIC NOTES:

MAKE GOOD SUBFLOOR TO RECEIVE NEW FLOORING
MATERIAL WHERE EXISTING LINOLEUM WAS REMOVED
DURING DEMOLITION.

TURN OVER REDUNDANT CARPET TILES IN RM 309 TO DFO.
INSTALL NEW RESILIENT BASE TO MATCH EXISTING.

B# - CARPET TILE BASE

NOTE: UNBOUND CARPET C/W
EDGE TAPE BINDING TO MATCH CARPET
COLOUR. PATTERN AND COLOUR TO
MATCH ADJACENT FIELD TILE(S)
HEIGHT: 100mm,

B1-MATCH# F1

B2 - MATCH # F2

B3 -MATCH#F3

B4 - RESILIENT BASE

TYPE: RUBBER BASE

MNFG: JOHNSONITE

COLOUR: # 20 CHARCOAL

HEIGHT: 100mm

APPLY: WHERE SHEET FLOORING IS
SPECIFIED

WALL TILES

REFERENCE ONLY:

THE FOLLOWING TILES IS CURRENTLY
INSTALLED ON LEVEL 300. APPROVED
EQUIVALENT MAY BE SUBMIITED.

TYPE: GLASS MOSAICS
DIST: CENTURA

PATT: VINTAGE HEX BLEND
COL: GILDA 'ON20003270'
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