3mm THICK SHIM PLATE /;;:
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BUILDING.
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] PIPI

FIRESTOP SEALANT PER
DIVISION 7

25mm (TYF)
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NG FLOOR PENETRATION
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SCALE : N.T.S.

16 GA. S.S PLATE BETWEEN
LAYERS OF NEOPRENE.

\SCH. 40 SLEEVE, MAINTAIN 6mm GAP MIN.
BETWEEN SLEEVE AND PIPE

25mm (TYP)

PIPE PENETRATION

PIPE —~__|
SCH. 40 SLEEVE,
STANDARD PIPE CLAMP MAINTAIN 6mm GAP MIN.
BETWEEN SLEEVE AND
[ O O | MINIMUM OF TWO LAYERS OF RIBBED OR PPE Y -
/ WAFFLE PATTERN NEOPRENE TO PROVIDE o
h -.l'; SEPARATION BETWEEN PIPE CLAMP AND A >

RIGID INSULATION

‘ d CURB FLASHING

PIPE

PACKING PER
DIVISION 7

2
MS

SCALE : N.T.S.

REFINING CARBON

SHEET METAL SCREWS AT
200mm MAX. 0.C. 2
SCREWS MIN. EACH FACE

FASTEN HORIZONTAL
ANGLES TO DUCT WITH
SHEET METAL SCREWS AT
200mm O.C.

STORAGE TANK
/ (APPROX. 3.2 GAL.)

380

SCALE : N.T.S.

40mm X 1.6mm BAND
SUPPORTS AT 3.6M 0.C. OR
MID — FLOOR LEVEL,
WHICHEVER IS LESS

6mm BOLTS WITH EXPANSION
SHIELDS OR 6mm POWER
ACTUATED THREADED STUDS
WITH WASHER & NUT

REVERSE OSMOSIS FETER
REJECT WATER o DS
el REVERSE OSMOSIS
< MEMBRANE
HIGH—CAPACITY —
POLYPROPYLENE |\
SEDIMENT FILTER | N| | | _—MOUNTED ON
N ANCHOR BOLTS
s
I I
o
+ N IRON FILTER
REVERSE OSMOSIS 4
WATER DISPENSER | __—EXTRUDED ACTIVATED
TYY P CARBON FILTER
]
REVERSE OSMOSIS B 200 _
TREATED WATER_\ | |
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\
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B DRAN 50—
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FOOD WASTE DISPOSER, — NOTES:
0.746kW MOTOR TO DRAIN FILTERED WATER ALL DIMENSIONS ARE APPROXIMATE.

1.

2. PIPING SHOWN IS FOR GUIDANCE AND
COMPONENT LOCATION. FINAL PIPING
ARRANGEMENT TO BE IN ACCORDANCE
WITH MANUFACTURER'S INSTALLATION
GUIDELINES.

MAX. DUCT
DIM

MAX. DUCT

SEMI. PER SIZE

MIN. ANGLE

900 1350

25X25X3

Jas®

BOLTS WITH EXPANSION SHIELDS
OR POWER ACTUATED THREADED
STUDS WITH WASHER & NUT 6mm
SIZE UP TO 1500mm DUCT SEMI

DUCTS

SUPPORTS FOR VERTICAL WALLS

SCALE : N.T.S.

PERIMETER, 9mm SIZE FOR LARGER

AIL

7

FIRESTOP SEALANT
PER DIVISION 7

NOTES:

1. CUTTING OF ROOF ASSEMBLY TO ENABLE
INSTALLATION OF PIPE CURBS SHALL BE THE
RESPONSIBILITY OF THE GENERAL
CONTRACTOR

2. FLASHING OF PIPE CURBS SHALL BE THE
RESPONSIBILITY OF THE GENERAL

EPDM CAP CONTRACTOR

3. PIPE CURBS ARE TO BE SUPPLIED BY THE
ABS COVER MECHANICAL CONTRACTOR AND INSTALLED
ROOF CURB BY THE GENERAL CONTRACTOR

4. PRESSURE TREATED WOOD SHALL BE

CONFIRM ROOF —/

CONSTRUCTION BEFORE
STARTING WORK

PIPING WALL PENETRATION

LIQUID FILLED
GAUGE

GLOBE VALVE

( )

TYPICAL PRESSURE
GAUGE DETAIL

SCALE : N.T.S.

@)
MO

ANCHOR TO CONCRETE
/ BLOCK WALL

MINI SPLIT
/ CONDENSER UNIT

NEOPRENE ISOLATION
=" MOUNTS TYPE M1

\CONDENSER MANUFACTURER

SUPPLIED MOUNTING BRACKET

MOUNT

NG DETAIL FOR HP-—1

MS

C/W ALUMINUM
BIRDSCREEN

RIGID STAY, GALV. ANGLE, TWO
PER GOOSENECK FOR DUCT
WIDTH OVER 1000mm

SCALE : N.T.S.

SHORT THROAT RADIUS

/| buct size ‘
PRE—ENGINEERED MANUFACTURED +25%
ROOF ANCHORS, REFER TO ) '
ARCHITECTURAL DRAWINGS g
£
£
3 € | ___—— WATER TIGHT SEAL
o
oz o
LOCATE ANCHOR TO NEAREST 2 FLASHING
STRUCTURAL BEAM/OWSJ
ROOF AW
DUCT ~— MOTORIZED DAMPER
NOTES: SIZE
1. 108° DOWNTURN REQUIRED FOR INTAKE

2. 135 DOWNTURN REQUIRED

FOR EXHAUST

3. METAL FLASHING EXTENDS 100mm BELOW TOP OF CURB

SCALE :

GOOSENECK

N.T.S.

SUPPLIED AND INSTALLED BY THE GENERAL
CONTRACTOR

3

\— PRESSURE TREATED WOOD
BLOCKING TO SUIT

PIPE CURB DETAILS

MS

HANGER STRAP ——

BAND TO BE SAME SIZE AS
HANGAR STRAP

SCALE : N.T.S.

NOTES:

STRAPS TO BE 38mm x 2mm Ga. UP
THROUGH 4502, AND 38mm x 2mm
FROM 475mm THROUGH 900e.

50mm

6\ ROUND DUCT HANGER TO 900g

MO

7

BAND

THREADED
HANGER
ROD

NOTES:

SCALE : N.T.S.

N

HANGER STRAP — =
9mm BOLT

BAND, SAME SIZE AS
HANGER STRAP

. REFER TO SMACNA HVAC DUCT CONSTRUCTION

STANDARDS TABLE 4—2 FOR MAXIMUM SPACING, ROD
AND STRAP SIZING.

UNISTRUT OR OTHER STRUCTURAL
STEEL SUPPORT ANCHORED TO WALL

400 CHILLED
GLYCOL SUPPLY

400 CHILLED
GLYCOL RETURN

400 HOT GLYCOL
SUPPLY

400 HOT GLYCOL
RETURN

NOTE:

l*l Public Works and Travaux Publics et
Government Services Services gouvernementaux
Canada Canada

SNC-LAVALIN

SNC +LAVALIN Inc.
Halifax, Nova Scotia, Canada
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PIPING ELEVATIONS SHOWN FOR INFORMATION
ONLY. REFER TO PIPING LAYOUT DRAWINGS FOR
ACTUAL PIPING ELEVATIONS AND GROUPING.

/10\ GLYCOL PIPE SUPPORT
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