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1 BLOCK COURSE

LINTEL
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OPENING < 3.2m
HORIZONTAL REBARS
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MIN. BEYOND OPENING

2-15M CONT.

VERT. REINF

1 - COURSE BOND

S1,82/ SCALE 110

15M @ 800
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BEAM U/S OF ROOF

SCALE:

NEW MASONRY AT MEZZANINE
c/w 1-COURSE BOND BEAM AND
LATERALLY SUPPORTED U/S OF
ROOF

EPOXY ANCHOR 15M @ 800
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EMBEDMENT = 170mm
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SECTION - CONSTRUCTION DETAIL
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‘L 15M CONTINUOUS FROM

THE FOOTING TO TOP OF
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SECTION DETAIL AT OPENING
AND END OF MASONRY WALL

(TYP.) SCALE:  1:10 TYP.)
COORDINATE WITH
SUPPLIER EXISTING ROOF
/ SLAB
@ e " _ ‘”‘“’? i ]
12.7mm PLATE c/w _/ C150x12
4-12¢ EPOXY ANCHOR TO BE TIGHT
EMBEDMENT = 170mm WITH U/S OF
SLAB
/ 1"\ SECTION - CONSTRUCTION DETAIL
@ SCALE:  1:20 (TYP.)
MC310x15.8 STEEL
EXISTING STRINGER
CONCRETE
FLOOR

\ o
o
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/ «\ DETAIL - STAIR CONNECTION AT MEZZANINE FLOOR
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PLATE

sz SCALE:  1:10

N
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MASONRY < L
WALL
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PL12x240x240 c/w 4-19¢
EPOXY ANCHORS
o EMBEDMENT = 150 (INTO °
@ THE MAIN SLAB CONCRETE) @
[ ——— HSS127x127x8
SEE PLAN FOR LOCATION
S © © PL12x240x185 c/w 4198 & ©
@ EPOXY ANCHORS N

TYPICAL BASE PLATE DETAIL

EMBEDMENT = 150 (INTO /
THE MAIN SLAB CONCRETE)

TYPICAL BASE PLATE DETAIL

SCALE:

AT EXISTING MASONRY WALL
(TYP.)

E (TYP.)

SCALE: 15

SEE
ARCH.

MC310x15.8 STEEL
STRINGER

\——— 76x76x6.4x100mm CLIP ANGLE WELDED TO
STRINGER (TYP.) c/w 1-16mm EPOXY ANCHOR
EMBEDMENT = 150mm (INTO THE MAIN SLAB
CONCRETE)

/ L\ DETAIL - STAIR CONNECTION AT LEVEL 2

ng SCALE:  1:10

NOTE:

FOR TREAD, RISER AND HANDRAIL SEE ARCH.

STAIR CONNECTION DETAIL
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