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THIS DRAWING AND DESIGN SHALL NOT BE USED, REUSED, OR REPRODUCED WITHOUT

THE CONSENT OF McELHANNEY CONSULTING SERVICES LTD. (McELHANNEY). McELHANNEY

WILL NOT BE HELD RESPONSIBLE FOR THE IMPROPER OR UNAUTHORIZED USE OF THIS

DRAWING AND DESIGN.

THIS DRAWING HAS BEEN PREPARED FOR THE CLIENT IDENTIFIED, TO MEET THE

STANDARDS AND REQUIREMENTS OF THE APPLICABLE PUBLIC AGENCIES AT THE TIME OF

PREPARATION. McELHANNEY, IT'S EMPLOYEES, SUBCONSULTANTS AND AGENTS WILL NOT

BE LIABLE FOR ANY LOSSES OR OTHER CONSEQUENCES RESULTING FROM THE USE OR

RELIANCE UPON, OR ANY CHANGES MADE TO THIS DRAWING, BY ANY THIRD PARTY

INCLUDING CONTRACTORS, SUPPLIERS, CONSULTANTS, AND STAKEHOLDERS, OR THEIR

EMPLOYEES OR AGENTS, WITHOUT McELHANNEY'S PRIOR WRITTEN CONSENT.

INFORMATION ON EXISTING UTILITIES MAY NOT BE COMPLETE OR ACCURATE.

McELHANNEY, IT'S EMPLOYEES AND DIRECTORS ARE NOT RESPONSIBLE NOR LIABLE FOR

THE LOCATION OF ANY UNDERGROUND CONDUITS, PIPES, CABLES, OR OTHER FACILITIES

WHETHER SHOWN OR OMITTED FROM THIS DRAWING. PRIOR TO CONSTRUCTION,

CONTRACTOR SHALL EXPOSE LOCATIONS OF ALL EXISTING FACILITIES BY HAND DIGGING

OR HYDROVAC AND ADVISE THE ENGINEER OF POTENTIAL CONFLICTS.
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PARK EAST GATE IMPROVEMENTS
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STORM OUTFALL PROFILE
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NOTES: 1.	SHALLOW UTILITIES TO BE RELOCATED TO PROPOSED UTILITY CORRIDOR. SHALLOW UTILITIES TO BE RELOCATED TO PROPOSED UTILITY CORRIDOR. COORDINATION OF UTILITY RELOCATION TO BE DONE BY CONTRACTOR. 2.	NEW WELL TO BE COMPLETED BY A CERTIFIED WATER WELL DRILLER, REGISTERED IN NEW WELL TO BE COMPLETED BY A CERTIFIED WATER WELL DRILLER, REGISTERED IN THE PROVEINCE OF ALBERTA. CONTRACTOR/DRILLER TO: DRILL AND COMPLETE THE WELL, IN ACCORDANCE WITH ALBERTA WATER ACT, THE WATER REGULATIONS AND RELATED ALBERTA ENVIRONMENT AND PARKS STANDARDS AND GUIDELINES, MIN. WELL DIMENSION IS NPS 100mm DIAMETER.  UNDERTAKE PUMP TEST AND DETERMINE THE NEW WATER WELLS SUITABILITY TO SUPPLY WATER FOR THIS SITE, AS APPROVED BY THE DEPARTMENTS REPRESENTATIVE (INCLUDING CONFIRMATION OF THE WELL BEING A HIGH QUALITY GROUND WATER SOURCE OR GROUNDWATER UNDER THE DIRECT INFLUENCE OF SURFACE WATER). PRODUCE A REPORT (STAMPED AND SEALED BY A QUALIFIED PROFESSIONAL) OF THE WELL FINDINGS, REGISTER THE NEW WELL WITH THE APPLICABLE ALBERTA ENVIRONMENT AND PARKS (AEP) DEPARTMENT. PROPOSE NEW WATER WELL PUMP AND CONTROL SYSTEM (SUBJECT TO APPROVED SHOP DRAWINGS), SUITABLE TO INTERFACE WITH THE NEW WATER TREATMENT SYSTEM (REFER TO MECHANICAL DRAWINGS). MINIMUM ACCEPTABLE PRODUCT IS THE GRUNDFOS SQE CONSTANT WATER PRESSURE SYSTEM (PUMP, CONTROL SYSTEM, PRESSURE TANK), OR APPROVED EQUAL.  INSTALL APPROVED WATER WELL PUMP SYSTEM (AS PER MANUFACTURES REQUIREMENTS), COMPLETE WITH PITILESS ADAPTOR AND ALL ASSOCIATED FITTINGS AND APPURTENANCES; MAKING ALL PIPING CONNECTIONS. INSTALL SUITABLE LOCKABLE PUMP DISCONNECT SWITCH IN VICINITY OF THE WELL (WEATHER PROOF/NEMA4) AND MAKING ALL ELECTRICAL CONNECTIONS. ENSURE THE WELL SYSTEM IS FULLY OPERATIONAL AND SUITABLE TO MEET THE NEEDS OF THE EXISTING, NEW AND FUTURE KIOSKS. (...CONTINUED)
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NOTES: (CONTINUED)  (CONTINUED) 3.	PEX WATER PIPE TO BE BLUE 904 SDR 9 (CTC) BY IPEX OR APPROVED EQUAL. TO BE PEX WATER PIPE TO BE BLUE 904 SDR 9 (CTC) BY IPEX OR APPROVED EQUAL. TO BE INSTALLED COMPLETE WITH TRACER WIRE SYSTEM. 4.	CONDUIT TO BE DB2 PVC ELECTRICAL CONDUIT AS SUPPLIED BY IPEX OR APPROVED EQUAL. CONDUIT TO BE DB2 PVC ELECTRICAL CONDUIT AS SUPPLIED BY IPEX OR APPROVED EQUAL. 5.	WASTEWATER TANK TO BE FIBERGLASS (FRP), AS SUPPLIED BY ZCL OR APPROVED EQUAL. WASTEWATER TANK TO BE FIBERGLASS (FRP), AS SUPPLIED BY ZCL OR APPROVED EQUAL. CONTRACTOR TO SUBMIT SHOP DRAWING FOR APPROVAL, PRIOR TO CONSTRUCTION. 6.	WASTEWATER GRAVITY PIPE TO BE SDR 35 PVC AS SUPPLIED BY IPEX OR APPROVED EQUAL WASTEWATER GRAVITY PIPE TO BE SDR 35 PVC AS SUPPLIED BY IPEX OR APPROVED EQUAL AND INSTALL AT MINIMUM SLOPE OF 1%.  7.	CSP PIPE TO BE "STEELCOR" PIPE AS SUPPLIED BY CANADA CULVERT OR APPROVED EQUAL. CSP PIPE TO BE "STEELCOR" PIPE AS SUPPLIED BY CANADA CULVERT OR APPROVED EQUAL. 8.	CATCH BASIN TO BE TO BE PRECAST UNITS AS SUPPLIED BY LAFARGE CANADA OR CATCH BASIN TO BE TO BE PRECAST UNITS AS SUPPLIED BY LAFARGE CANADA OR APPROVED EQUAL. (INCLUDING BARREL, RINGS, FRAME, AND COVER AS APPROVED FOR USE IN THE CITY OF EDMONTON)  9.	MANHOLE TO BE PRECAST UNITS AS SUPPLIED BY LAFARGE CANADA OR APPROVED EQUAL. MANHOLE TO BE PRECAST UNITS AS SUPPLIED BY LAFARGE CANADA OR APPROVED EQUAL. (INCLUDING  FRAME AND COVER, AS APPROVED FOR USE IN THE CITY OF EDMONTON) 10.	REFER TO COMMENTS / NOTES IN SPECIFICATIONS (UTILITY SECTION) REFER TO COMMENTS / NOTES IN SPECIFICATIONS (UTILITY SECTION) 11.	FIELD CONFIRMATION OF WEEPING TILE DEPTH AND SUITABILITY TO CONNECT TO NEW STORM FIELD CONFIRMATION OF WEEPING TILE DEPTH AND SUITABILITY TO CONNECT TO NEW STORM OUTFALL OR NEW DEDICATED 150mm SDR35 STORM OUTFALL (@ 1%) TO ACHIEVE 1.9m DEPTH (TO CROWN) UNDER NEW AND PROPOSED FUTURE KIOSK. NEW OUTFALL C/W CONCRETE FLARED AND RIP-RIP PROTECTION TO ALBERTA TRANSPORTATION STANDARDS. CONTRACTOR TO ALLOW FOR EITHER/OR. 12.	CONCRETE GRAVITY PIPE TO BE REINFORCED CONCRETE PIPE TYPE V (ASTM C76/CSA CONCRETE GRAVITY PIPE TO BE REINFORCED CONCRETE PIPE TYPE V (ASTM C76/CSA A257.2 140D) c/w TYPE 1 INSTALLATION (OR AS DIRECTED BY THE DEPT. REPRESENTATIVE) PIPE TO BE AS SUPPLIED BY LAFARGE (OR APPROVED EQUAL)  
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