Annexe : informations sur le disjoncteurs

Liste des Disjoncteurs

1 | Bus-Tie DSL-208 FRM : 800 | Sensor : 800/5

1 | Tie-in DSL-208 | FRM: 600 | Sensor : 800/5

1 | Feed-back DSL-208 | FRM:600 | Sensor :400/5

2 | Génératrice DSL-208 | FRM:600 [ Sensor : 800/5
d'urgence

2 | Préférentiel Trip | DSL-416 | FRM : 1600 | Sensor : 1600/5

Spécifications des disjoncteurs

Loeation

CCGS — Amundsen

Substaiion 1D

Eguipment [0 Main Tie Serial No JIBATI060] A

Manufacturer Westinghouse Interrups, Cap. 200 KA

Type DSLI0E Faltage 600 Volts

Style / Car - Current a00 Amps
Refay : Ratios and Seftings

Mamufacturer Westinghonse Tvpe Amptecter LS

Rating SA Fuse 2,000

Senzor Rating 00A N Sensar Top G00A

LIPS 1.25 x Bl:r:[lng o LTD B 12 sec @) 6 x Bkr Rating

STPU & x Bkr Rating STD .18 sec

INST -

GFPU - GFD -

Location CCGS - Amundsen

Subsration 10D

Equipment (D TIE-In Serial No CPJIZBE468601A
Manufacturer Waestinghouse Intervupi, Cap. 200 KA
Tvpe DSLI08 Foltazse (1] Fofis
Sivle / Cat, - Current 800 Amps

Relay : Ratins and Setiings

Manufacturer Westinghouse Tvpe Amptecter LS
Rating A Fuze 2000
Sensor Rating 3004 Sensor Tap 8004

LTPL

0.5 x Bkr rating

LTD

8 see @ 6 x Blor Rating

STRU 5 x Bkr Rating &1 018
INST -
GFPU - GFD -




Annexe : informations sur le disjoncteurs

Localion

COGS - Amundsen

Subsiation 1D

Eguipment [ Feed Back Serial No CPJ2B468591A
Manufacturer Westinglouse Interrupt. Cap, 200 KA
Type DSLI08 Voltage 600 Volts
Sevle / Car. - Crrrent 600 Amps
Relay : Ratios and Settings
Manufacturer Waestinghounse Type Amptecter LS
Rating 5A Fuse 1,200
Sensor Rating 4A Sensor Tap 4004
LTPU 0.6 x Bkr rating LTD 8 sec @ 6 x Bkr Rating
STPU 4 x Bhr Rating ETD 0.18 sec
INST -
GFPU - GFD -
Location CCGS — Amundsen
Subsiation 1D -
Faulpment 1D Emergency Serial No CPIIB4a8561 4
Mamufactirer Westinghouse Fterrupt, Cap, 200 %
Type DSL208 Faltage Al Folts
Siyle £ Cat, - Current 00 Amps
Relay : Ratios and Sefiings
Manufacturer Westinghouse Type Amptecter LS
Rating S5A Fuse 1,600
Sensor Rating CHTIEN Sensor Tap B00A
LTPL 0.8 x BKr rating LTD 4 sec (@ 6 x Bkr Rating
Kreu 5 x Bkr Rating STD 0,33 see
INST -
GFPU - GFD -
Location CCGS - Amandsen

Substation D

Fquipment D Preferential Serial Ne JIB4T2631A

Muanufacirer Westinghouse Interrupt. Cap. 200 KA

Type DSL416 Voltage 600 Volts

Srvle 4 Cat, - Current 1,600 Amps
Relay @ Ratios and Settings

Manufacturer Westinghouse Type Amptecter 1 LS

Rating 54 Fuse 2,500

Sensar Rating 1600A Sensor Tap 16004

LTPL

1.0 x Bkr rating

LTh

4 sec (@) 6 x Bkr Rating

ETPU 5 x Bkr Rating ST (L18 see
INST -
GFPU - oFD -
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Spécifications Rélais de Protection

Manufacturier. Westinghouse

Emplacement:  Salle de contrdle

Type: C02-BO11AA1 ldentification: DA1
Courbe: Courte Phase(s): M
Gamme prises: 2-6 No she: 1875222
Gamme instantanée:  N/A Mo série: -

Manufacturier. Westinghouse

Emplacement:  Salle de contrile

Type: C02-B011441 Identification. DAZ
Courbe: Courte Phaseis): MM
Gamme prises: 2-6 Mo style: 1875222
Gamme instantange:  MIA Mo série: -

Manufacturier: Westinghouse

Emplacement:  Salle de confrdle

Type: C02-B011AA1 Identification: DAZ
Courbe: Courte Phase(s): WA
Gamme prises: 2-6 Mo style: 1875222
Gamme instantange:  MN/A Mo série: -

Manufacturier: Westinghouse Emplacement: Salle de la génératrice
Type: CRN-1 Identification: EG

Courbe: - Phase(s): N

Gamme prise: 3 Mo style: 2806038409

Gamme instantanée:  N/A MNo série: -

Manufacturier: Westinghouse Emplacement: Salle de contrile
Type: CRN-1 Identification: Ly

Courbe: - Phase(s): MM

Gamme prise: 5 Mo style: 2508038409
Gamme instantanée:  N/A No série: -

Manufacturier: Westinghouse Emplacement: Salle de contrdle
Type: CRHN-1 Identification: OAZ

Courbe: - Phase(s): N

Gamme prise: 5 Mo style: 2808038409
Gamme instantange:  N/A Mo série: -

Manufacturier: Westinghouse Emplacement: salle de contrdle
Type: CRM-1 Identificaticn: DAZ

Courbe: - Phase(s): N

Gamme prise: 5 Mo style: 280B038A09

Gamme instantanés:  N/A

Mo série: -




