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TYPICAL: 120V LIGHTING SWITCH. SURFACE MOUNTED TO WALL
BEAM, OUT OF VIEW OF DOOR OPENING. BLACK IN COLOR.

TYPICAL: TYPE °A’ FIXTURE TO BE LINEAR LED STRIP LIGHT, 1220mm LONG, 35W,
4000LM OUTPUT, 30K COLOR TEMPERATURE, 80 CRI, 120V C/W FLAT DIFFUSE
LENS. COLOR OF HOUSING TO BE MATTE BLACK. STANDARD OF ACCEPTANCE:
LITHONIA CLX-L48—4000LM—SEF—-FDL—WD—-120-GZ10—-30K-80CRI-MB

TYPICAL: MOUNT FIXTURE TO CEILING JOISTS, AS CLOSE AS POSSIBLE TO MIDDLE
BEAM SO THAT FIXTURE IS NOT VISIBLE FROM DOOR OPENENINGS.

ELECTRICAL SYSTEM FLOOR PLAN — SECOND LEVEL m
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NOTE: ALL WIRING TO BE #12 AWG RW90 IN EMT CONDUIT FROM FIXTURES BACK
TO JUNCTION BOX AT ENCLOSED CIRCUIT BREAKER. ALL EMT CONDUIT TO BE
CONCEALED BEHIND CEILING JOISTS AND BEAMS SUCH THAT IT IS NOT VISIBLE
FROM DOOR OPENINGS. CONDUIT TO BE PAINTED MATTE BLACK. CONDUIT TO BE
RAN ON SURFACE OF JOISTS AND BEAMS; CUTTING AND/OR DRILLING OF JOISTS
AND BEAMS IS NOT PERMITTED.
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ELECTRICAL SYSTEM FLOOR PLAN — GROUND LEVEL

X X
X X X X X
X X X X X
X X X
)

m
a A
@

DOOR  JEK

TYPICAL: MOUNT FIXTURE TO CEILING JOISTS, AS CLOSE AS POSSIBLE TO MIDDLE
BEAM SO THAT FIXTURE IS NOT VISIBLE FROM DOOR OPENENINGS.
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NOTE: ALL WIRING TO BE #12 AWG RW90 IN EMT CONDUIT FROM FIXTURES BACK
TO JUNCTION BOX AT ENCLOSED CIRCUIT BREAKER. ALL EMT CONDUIT TO BE
CONCEALED BEHIND CEILING JOISTS AND BEAMS SUCH THAT IT IS NOT VISIBLE
FROM DOOR OPENINGS. CONDUIT TO BE PAINTED MATTE BLACK. CONDUIT TO BE
RAN ON SURFACE OF JOISTS AND BEAMS; CUTTING AND/OR DRILLING OF JOISTS
AND BEAMS IS NOT PERMITTED.

15A, 1P ENCLOSED CIRCUIT BREAKER AND JUNCTION BOX FOR LIGHTING CIRCUIT. RUN
WIRING AND CONDUIT FOR LIGHT FIXTURES ON BOTH LEVELS BACK TO THIS JUNCTION BOX
AND SPLICE INTO SINGLE SET OF CONDUCTORS TO BE CONNECTED TO CIRCUIT BREAKER.
WIRE CIRCUIT BREAKER TO LOAD SIDE OF DISCONNECT USING 2 — #12 AWG RW90 COPPER
CONDUCTORS IN 21mme EMT CONDUIT.

EXISTING DISCONNECT FOR POWER TO
WAREHOUSE. LOCATED UNDER STAIRS.
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