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Part 1 General 

1.1 REFERENCE STANDARDS 

.1 ASTM International 

.1 ASTM A185/A185M-[07], Standard Specification for Steel Welded Wire 

Reinforcement, Plain, for Concrete. 

.2 CSA International 

.1 CSA-A23.1/A23.2-2004, Concrete Materials and Methods of Concrete 

Construction/Methods of Test and Standard Practices for Concrete. 

.2 CSA A3000-08, Cementitious Materials Compendium (Consists of A3001, 

A3002, A3003, A3004 and A3005). 

.3 CAN/CSA-G30.18M92(R2002), Billet-Steel Bars for Concrete Reinforcement. 

1.2 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Provide submittals in accordance with Section 01 33 00- Submittal Procedures. 

.2 Shop Drawings: 

.1 Submit placing drawings prepared in accordance with plans to clearly show size, 

shape, location and necessary details of reinforcing. 

.3 Provide testing results reports for review by Departmental Representative.  

1.3 QUALITY ASSURANCE 

.1 Provide to Departmental Representative, 4 weeks minimum prior to starting concrete 

work, valid and recognized certificate from plant delivering concrete. 

1.4 DELIVERY, STORAGE AND HANDLING 

.1 Concrete delivery: ensure continuous concrete delivery from plant meets CSA 

A23.1/A23.2. 

Part 2 Products 

2.1 PERFORMANCE CRITERIA 

.1 Quality Control Plan: ensure concrete supplier meets performance criteria of concrete as 

established by Departmental Representative and provide verification of compliance. 

2.2 MATERIALS 

.1 Cement: to CSA A3001. 

.2 Water: to CSA A23.1/A23.2. 

.3 Reinforcing bars: to CAN/CSA-G30.18, Grade 400. 

.4 Other concrete materials: to CSA A23.1/A23.2. 
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Part 3 Execution 

3.1 PREPARATION 

.1 Provide Departmental Representative 24 hours notice before each concrete pour. 

.2 Place concrete reinforcing in accordance with drawings and review shop drawings.   

.3 During concreting operations: 

.1 Development of cold joints not allowed. 

.2 Ensure concrete delivery and handling facilitates placing with minimum of 

rehandling, and without damage to existing structure or Work. 

.4 Protect previous Work from staining. 

3.2 INSTALLATION/APPLICATION 

.1 Do cast-in-place concrete work in accordance with CSA A23.1/A23.2. 

3.3 FINISHES 

.1 Exposed site concrete: 

.1 Screed to plane surfaces. 

.2 Trowel smooth to provide lightly brushed non-slip finish. 

3.4 CURING 

.1 Use curing compounds compatible with applied finish on concrete surfaces free of 

bonding agents and to CSA A23.1/A23.2. 

3.5 SITE TOLERANCES 

.1 Concrete floor slab finishing tolerance to CSA A23.1/A23.2. 

3.6 FIELD QUALITY CONTROL 

.1 Concrete testing: to CSA A23.1/A23.2 by testing laboratory designated and paid for by 

Contractor. 

3.7 CLEANING 

.1 Clean in accordance with Section 01 74 11- Cleaning. 

END OF SECTION 
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