
FIRE SEPARATION WITH
FRR RATING, SEE PLAN

TAPE AND JOINT COMPOUND

FIRE SEPARATION WITH
FRR RATING, SEE PLAN

TYPICAL PARTITION,
SEE PLAN

ENSURE CONTINUITY OF GYPSUM
BOARD FOR FIRE SEPARATION

FIRE BARRIER SEALANT (TYPE E)

FIRE BARRIER SEALANT
(TYPE E)

PROVIDE 10 mm CLEAR
SPACE BETWEEN FRAME

AND SLEEVE

FIRE SEPARATION WITH
FRR RATING, SEE PLAN

MOUNT OPENING IN
STEEL STUDS

10RETAINING ANGLE FIRE DAMPER SLEEVE
(SEE MECHANICAL)

PROVIDE 10 mm SPACE
BETWEEN FRAME AND
SLEEVE

FIRE DAMPER
(SEE MECHANICAL)

TYPICAL PARTITION,
SEE PLAN

TYPICAL PARTITION,
SEE PLAN

ACOUSTIC OR FIRE PROOF
SEALANT, ACORDING TO

PARTITION TYPE

RUBBER BASEBOARD

TYPICAL PARTITION,
SEE PLAN

ACOUSTIC OR FIRE PROOF
SEALANT, ACORDING TO

PARTITION TYPE

16

GYPSUM BOARDS SCREWED
TO METAL STUDS

IN ROOMS WHERE WOOD DECK
IS EXPOSED, PROVIDE A PVC
DEFLECTION BEAD

DEFLEXION TRACK

IN A FIRE-RATED PARTITION,
COVER BOXES WITH FIRE-PROOF

PUTTY WHEN THERE IS MORE
THAN ONE BOX IN THE CAVITY OR
WHEN THE SPACE BETWEEN TWO

BOXES IS LESS THAN 610 mm

OUTLET PLUG OR JUNCTION
BOX (DO NOT INSTALL BOXES

BACK TO BACK, MINIMUM 150 mm
BETWEEN BOXES)

ACOUSTIC OR FIRE PROOF
SEALANT, ACORDING TO
PARTITION TYPE

150
MIN.

TYPICAL PARTITION,
SEE PLAN

25

VAR. SEE CEILING PLAN

VAR.SEE CEILING PLANSUSPENSION SYSTEM, SEE
REFLECTED CEILING PLANS

ACOUSTIC PANEL, SEE
REFLECTED CEILING PLANS

STEEL STUDS 92 mm
@ 400 mm c/c

TRIM FOR ACOUSTICAL PANELS,
SEE SPECIFICATIONS

GYPSUM BOARD 16 mm,
SEE REFLECTED CEILING PLANS

CHANEL SUEPENSION SYSTEM FOR
GYPSUM CEILING

CORNER BEAD

15
2

15
2

''L'' CORNER BEAD

GYPSUM BOARD 16 mm

ACOUSTIC PANEL SYSTEM,
SIMILAR DETAIL

TAPE AND JOINT
COMPOUND

ELECTRIC PANEL,
EXTINGUISHER OR OTHER

FIRE SEPARATION
WITH FRR RATING,

SEE PLAN

''L'' CORNER BEAD

CONTINUITY OF GYPSUM BOARDS
BEHIND THE EQUIPEMENT

GYPSUM BOARDS, SAME
AS WALL TYPE

NOTCHED POLYSTYRENE RIGID
INSULATION PANEL FOR RECESSED

INSTALLATION OF FOOT GRILL AND PAN

NEOPRENE GASKET

PERIMETER FRAME: "L" IN
STAINLESS STEEL 25X25 mm

FLOOR FINISH, REFER TO A-911QUICK SET MORTAR

CONCRETE TOPPING,
SEE STRUCTURE

FOOT GRILL, REFER TO A-911
FOR DIMENSIONS

STAINLESS STEEL
EVAPORATION PAN

TRIM FOR ACOUSTICAL PANELS,
SEE SPECIFICATIONS

TYPICAL PARTITION,
SEE PLAN

SUSPENSION SYSTEM, SEE
REFLECTED CEILING PLANS

ACOUSTIC PANEL, SEE
REFLECTED CEILING PLANS

VAR. SEE CEILING PLAN VAR.SEE CEILING PLAN

CONTINUOUS STEEL GLAVANIZED ANGLE
AT THE PERIMETER OF CEILING

GYPSUM BOARD 16 mm,
SEE REFLECTED CEILING PLANS
''L'' CORNER BEAD

CHANEL SUSPENSION SYSTEM FOR
GYPSUM CEILING

TYPICAL PARTITION,
SEE PLAN

COLUMN

PROVIDE CONTINUOUS
GYPSUM BOARDS
AROUND COLUMN

CONTINUOUS RUBBER BASEBOARD, EVEN AROUND
WOOD COLUMNS. PROVIDE WOOD FILLER PIECE IN
Z SHADOW BEAD WITH BASEBOARD CAP PIECE
LEVEL WITH TOP OF BASEBOARD

PROTECTIVE WALL PANELLING,
SEE SPECIFICATIONS

INTERIOR GYPSUM BOARD,
(WALL COMPOSITION SEE
PLANS)

10
0

RESILIENT FLOORING

13
20

WOOD BEAM AND WOOD DECK,
SEE STRUCTURE

PANEL MECHANICALLY
ANCHORED TO WOOD DECK
WITH SUSPENSION SYSTEM,
SEE SPECIFICATIONS

VA
R.

VA
R.

SUSPENDED ARTWORK,
SEE SPECIFICATIONS

WOOD BEAM AND WOOD DECK,
SEE STRUCTURE

ACOUSTIC PANEL,
SEE REFLECTED CEILING PLAN.
ANGLE OF INSTALLATION TO BE
COORDINATED ON SITE

PANEL MECHANICALLY
ANCHORED TO WOOD DECK
WITH SUSPENSION SYSTEM,
SEE SPECIFICATIONS

VA
R.

SE
E 

CE
ILI

NG
 P

LA
N

WOOD BEAM AND WOOD DECK,
SEE STRUCTURE

ACOUSTIC PANEL,
SEE REFLECTED CEILING PLAN

INVERTED ''Z'' BAR SYSTEM,
MECHANICALLY ANCHORED TO
WOOD DECK, SEE SPECIFICATIONS

CONCRETE SLAB
ON STEEL DECK

ALUMINIUM FINISH TRIM
BY FLOOR TRAP SUPPLIER
FOR RESILIENT FLOORING
INSTALLATION

STEEL ANGLE,
SEE STRUCTURE

STEEL CHANNEL
ON BOTH SIDES

OF OPENING,
SEE STRUCTURE

RETAINING STEEL ANGLE AT
PERIMETER OF OPENING

REMOVABLE HANDLE BY
FLOOR TRAP SUPPLIER

SEE SPECIFICATIONS

ALUMINIUM ANGLE FRAME BY
FLOOR TRAP SUPPLIER

FAH2: SIMILAR, INSTALL WITHOUT
RESILIENT FLOORING

RESILIENT FLOORING,
SEE FLOOR FINISH PLAN

622
CLEAR OPENING

175

CONTINUOUS 4MM
STEEL ANGLE
ANCHORED TO STRUCTURE
OR WALL,  PAINTED SAME
COLOR AS ADJACENT WALL

COVE MOUNTED
LINEAR FIXTURE (L3)

WOOD BEAM,
SEE STRUCTURE

TO BE COORDINATED WITH
FINAL FIXTURE DIMENSIONS100

55

ADJUSTABLE SPOT
LIGHT FIXTURE (L13)

CHAMFER 25mm X 25 mm

TYPE G SEALANT

WIREMESH 102 mm X 102 mm
- MW 18.7 / MW 18.7

10
0

CONCRETE FOR BASE, SEE STRUCTURE

CONCRETE TOPPING,
SEE STRUCTURE
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TYPICAL COVE LIGHT
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CONCRETE BASE FOR MECHANICAL EQUIPEMENT
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