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ITEM SYMBOL REMARKS

LEGEND

SYSTEM PUMP

FITTING - GATE/GLOBE VALVE

DEVICE - PRESSURE GAUGE

FITTING - PRESSURE
REDUCING VALVE

EXISTING COMPRESSED
AIR PIPING SCHEMATIC AND DEMOLITION (TYPICAL OF 2)
SCALE: N.T.S.

2
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AIR
CHAMBER

FI
LT

E
R

AIR
COMPRESSOR

BURNER

2 2 33

4

55

AIR COMPRESSORS
FOR BOILERS 1 AND 2

Ø38mm COMPRESSED AIR
PIPES UP TO
APPROXIMATELY 4000mm
ABOVE FLOOR LEVEL

Ø38mm COMPRESSED AIR PIPES
DOWN TO BURNERS

EXISTING NATURAL GAS PIPE TRAIN
SCHEMATIC AND DEMOLITION (TYPICAL OF 2)
SCALE: N.T.S.
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DEVICE - GAS FLOW METER G

PIPE FITTING - BALL VALVE
(NORMALLY OPEN)

DOMESTIC SANITARY VENTING LINE

FITTING - 3-WAY VALVE

Ø51mm VENT
TO OUTSIDE

BURNER

REMOVE AND DISPOSE OF SYSTEM

NO. 2 OIL SUPPLY
(689kPA MAX., Ø13mm)

O

DEVICE - OIL FLOW METER O

FITTING - CHECK VALVE

PIPE FITTING - MODULATING
OIL VALVE O

FITTING - MOTORIZED OIL VALVE O

O O

DEVICE - INLINE FILTER

O
SAFETY

BURNER

EXISTING NO. 2 HEATING OIL PIPE TRAIN
SCHEMATIC AND DEMOLITION (TYPICAL OF 2)
SCALE: N.T.S.
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GAS OR OIL

AIR COMPRESSING SKID

Ø38mm

REMOVE AND DISPOSE OF EXISTING OIL TRAIN

FUEL GASFUEL GAS

APPLIANCE MANUAL
SHUT-OFF VALVE

AMV

YSFUEL FILTER

PRESSURE REGULATOR

PRV

PRV

OPPDOVERPRESSURE
PROTECTION DEVICE

OPPD

P
S

LL
P

S
L

PS
HH

P
S

H

PSLL PSL PSHH PSH

LOW PRESSURE SAFETY
DEVICE (CUT-OFF)

GAS OR OIL
LOW PRESSURE SAFETY
DEVICE (ALARM)

GAS OR OIL
HIGH PRESSURE SAFETY
DEVICE (CUT-OFF)

GAS OR OIL
HIGH PRESSURE SAFETY
DEVICE (ALARM)

S
S

V

SAFETY SHUT-OFF VALVE

SSV

SSVZSCSAFETY SHUT-OFF VALVE WITH
PROOF OF CLOSURE SWITCH

SSV

S
S

V

SAFETY VENT VALVE

INPUT FLOW CONTROL VALVE WITH
MECHANICAL STOP AND LOW FIRE
START SWITCH

STP

ZSC

IFCV

MV
MANUAL SHUT-OFF VALVE

TFV
TEST FIRING VALVE

PILOTPILOT BURNER

TP

TP

PRESSURE TEST POINT

PSLL PSL PSH

ITEM SYMBOL REMARKS

RETAIN REMOVE

NATURAL GAS SUPPLY
(138kPA, Ø51mm) G

Ø19mm VENT
TO OUTSIDE

IFCV

TP

Ø3mm VENT
TO OUTSIDE

Ø3mm VENT
TO OUTSIDE

Ø3mm VENT
TO OUTSIDE

Ø3mm VENT
TO OUTSIDE

AMV

Ø32mm VENT
TO OUTSIDE

WxDANNOTATION, SIZE (WIDTH x DEPTH
OR 00mm DIAMETER)

Ø19mm

AMV PRV

Ø9mm VENT
TO OUTSIDE

PRV

Ø9mm VENT
TO OUTSIDE

RETAINREMOVE

PROPANE GAS SUPPLY
(35kPA, Ø9mm)

MV

PSH

Ø3mm VENT
TO OUTSIDE

SSV

S
S

V

Ø9mm VENT
TO OUTSIDE

SSV

MECHANICAL DEMOLITION NOTES:

1. WORK SHALL BE STAGED TO MINIMIZE BOILER DOWNTIME. REFER TO STAGING PLAN IN SPECIFICATIONS.

2. REMOVE AND DISPOSE OF EXISTING BURNERS AND COMBUSTION INLET ON BOILERS 1 AND 2.

3. REMOVE AND DISPOSE OF EXISTING LOCAL BOILER CONTROL PANELS ON BOILER 1 AND 2. RETAIN IN PLACE SELECT WIRING TO SENSORS AND
ACTUATORS FOR RECONNECTION TO NEW LOCAL BOILER CONTROL PANEL. SEE SHEET MC101 AND MC102 FOR DETAILS.

4. REMOVE AND DISPOSE OF EXISTING AIR COMPRESSORS AND COMPRESSED AIR PIPING FOR BOILERS 1 AND 2. REFER TO DETAIL 2.

5. REMOVE AND DISPOSE OF OIL AND GAS TRAINS FOR BOILERS 1 AND 2. REMOVE EXISTING OIL SUPPLY PIPING FROM EXISTING BURNERS
UPSTREAM TO Ø51mm MAIN OIL SUPPLY PIPE (REMOVE APPROXIMATELY 8000mm OF OIL SUPPLY PIPE PER BOILER). REFER TO DETAILS 3 AND 4.

6. REMOVE AND RETAIN TWO DESKS AND TWO COMPUTERS FROM CONTROL ROOM.

7. REMOVE AND DISPOSE OF EXISTING CONTROL PANEL AND ALL CONTROLLERS AND EQUIPMENT CONTAINED WITHIN. SELECT CONTROLS WIRING
SHALL BE REROUTED FROM EXISTING CONTROL PANEL TO NEW CONTROL CABINET. REFER TO SHEET MC101 AND MC102 FOR DETAILS.
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BOILER ROOM
EXISTING ROOM LAYOUT & DEMOLITION
SCALE: 1:100
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APPROXIMATELY 10.8m APPROXIMATELY 10.8m




