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REMOVE AND DISPOSE OF EXISTING OIL TRAIN
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MECHANICAL DEMOLITION NOTES:

1. WORK SHALL BE STAGED TO MINIMIZE BOILER DOWNTIME. REFER TO STAGING PLAN IN SPECIFICATIONS.
2. REMOVE AND DISPOSE OF EXISTING BURNERS AND COMBUSTION INLET ON BOILERS 1 AND 2.

3. REMOVE AND DISPOSE OF EXISTING LOCAL BOILER CONTROL PANELS ON BOILER 1 AND 2. RETAIN IN PLACE SELECT WIRING TO SENSORS AND

ACTUATORS FOR RECONNECTION TO NEW LOCAL BOILER CONTROL PANEL. SEE SHEET MC101 AND MC102 FOR DETAILS.

4. REMOVE AND DISPOSE OF EXISTING AIR COMPRESSORS AND COMPRESSED AIR PIPING FOR BOILERS 1 AND 2. REFER TO DETAIL 2.

5. REMOVE AND DISPOSE OF OIL AND GAS TRAINS FOR BOILERS 1 AND 2. REMOVE EXISTING OIL SUPPLY PIPING FROM EXISTING BURNERS
UPSTREAM TO @51mm MAIN OIL SUPPLY PIPE (REMOVE APPROXIMATELY 8000mm OF OIL SUPPLY PIPE PER BOILER). REFER TO DETAILS 3 AND 4.

6. REMOVE AND RETAIN TWO DESKS AND TWO COMPUTERS FROM CONTROL ROOM.

7. REMOVE AND DISPOSE OF EXISTING CONTROL PANEL AND ALL CONTROLLERS AND EQUIPMENT CONTAINED WITHIN. SELECT CONTROLS WIRING
SHALL BE REROUTED FROM EXISTING CONTROL PANEL TO NEW CONTROL CABINET. REFER TO SHEET MC101 AND MC102 FOR DETAILS.
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