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ELECTRICAL DEMOLITION NOTES:

1. WORK SHALL BE STAGED TO MINIMIZE BOILER DOWNTIME. REFER TO STAGING PLAN IN SPECIFICATIONS.

2. REMOVE AND DISPOSE OF EXISTING MOTOR CONTROL CENTER (MCC). REMOVE AND DISPOSE OF POWER SUPPLY
CABLE ROUTED THROUGH BASEMENT FROM SWITCHGEAR C-13-E IN ELECTRICAL ROOM (SEE PLAN) TO MCC.

3. REMOVE AND DISPOSE OF POWER SUPPLY CABLES FROM MCC TO BOILER 1, BOILER 2, BOILER 3, BOILER 1 AND 2 AIR
COMPRESSORS, AND FEEDWATER PUMP NO. 1. SEE PLAN FOR APPROXIMATE CABLE LOCATION AND LENGTH.

4. DO NOT REMOVE OR MODIFY CIRCUIT SUPPLYING POWER TO DUPLEX RECEPTACLE INSTALLED ON FLOOR IN
EXISTING CONTROL PANEL. (RETAIN AS IS FOR USE AS CONVENIENCE RECEPTACLE)

REMOVE POWER CABLES
ROUTED THROUGH BASEMENT
FROM MCC TO AIR
COMPRESSORS.

REMOVE POWER CABLE ROUTED THROUGH
BASEMENT FROM MCC TO BOILER
CONTROL PANEL APPROXIMATELY 15000mm
IN LENGTH (TYP. OF 3)

ELECTRICAL PANEL

4

REMOVE EXISTING POWER CABLE ROUTED
THROUGH BASEMENT TO FEEDWATER PUMP NO. 1.
APPROXIMATELY 43000mm IN LENGTH.
RETAIN PUMP IN CURRENT LOCATION AS IS.

RETAIN EXISTING
ELECTRICAL
SWITCHGEAR C13-E

REMOVE EXISTING POWER CABLE
ROUTED THROUGH BASEMENT
FROM ELECTRICAL SWITCHGEAR
TO MCC (CIRCUIT #14)

POWER CABLES

ELECTRICAL SWITCHGEAR

RETAIN EXISTING
ELECTRICAL PANEL

NOTES:

· ROUTE OF EXISTING POWER CABLES THROUGH BASEMENT SHOWN SCHEMATICALLY.

· THE POWER SUPPLY CABLE FROM MCC TO FEEDWATER PUMP NO. 1 IS ALREADY DISCONNECTED
AT THE PUMP AND HAS BEEN REPLACED BY A NEW FEED. LEAVE PUMP AND NEW FEED AS IS.
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