RELOCATED FUME
HOOD. REFER TO
EQUIPMENT PLAN

FUME HOOD SAFETY CABINETS
TO BE RELOCATED WITH
FUMEHOOD

SOLID PHENOLIC COUNTERTOP
AS SCHEDULED. SEE
SEPCIFICATION 12 36 53

100 mm. BACK SPLASH AT
WALL AND AGAINST
EQUIPMENT. SEE 2/A-604

ROLLING AND/ OR
SUSPENDED CABINETRY
SYSTEM AS SCHEDULED

LEG FRAME SYSTEM
WORKING HEIGHT 900 mm.
UNLESS OTHERWISE NOTED

71\ CASEWORK ISOMETRIC - WALL TYPICAL SET UP
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100 mm. BACK SPLASH AT WALL
SEE 2/A-604

SOLID PHENOLIC COUNTERTOP
AS SCHEDULED. SEE
SEPCIFICATION 12 36 53

LEG FRAME SYSTEM
WORKING HEIGHT 900 mm.
UNLESS OTHERWISE NOTED

\
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ou

ROLLING AND/ OR
SUSPENDED CABINETRY
SYSTEM AS SCHEDULED

/"6 \ CASEWORK ISOMETRIC - CORNER /WINDOW

A-604 SCALE (NTS)

WINDOWS AS SCHEDULED

STAINLESS STEEL CORNER
GUARDS. APPLY TO ALL
EXPOSED WALL CORNERS

PAINTED STEEL / SOLID
PHENOLIC, MODULAR
ADJUSTABLE SHELVING
SYSTEM. WALL MOUNTED.
SEE NOTE 1.

POWER AND DATA SERVICES
RACEWAY. SEE ELECTRICAL

MECHANICALLY SECURE
POSITION OF TABLE TO WALL
WITH METAL BRACKET AND
FASTENER BY CASEWORK
MANUFACTURER

FLOOR FINISHED AS
SCHEDULED. REFER TO
5/A-604 FOR TERMINATION
STRIP DETAIL

PAINTED STEEL / SOLID
PHENOLIC, MODULAR
ADJUSTABLE SHELVING
SYSTEM. WALL MOUNTED.
SEE NOTE 1.

POWER AND DATA SERVICES
RACEWAY. SEE ELECTRICAL

MODULAR CASEWORK TABLE
SEE SCHEDULE ON A-601
AND COORDINATE WITH
CASEWORK PLAN

COUNTERTOP BRACKET
SUPPORT

METAL FRAME AND GYPSUM
SERVICE CHASE. REFER TO
DETAIL 6/A-603. FINISH AS
SCHEDULED

EXISTING SERVICES
FIELD VERIFY AND
COORDINATE WITH
DRAWING PACKAGE

MECHANICALLY SECURE POSITION
OF TABLE TO CHASE / WALL WITH
METAL BRACKET AND FASTENER
BY CASEWORK MANUFACTURER

FLOOR FINISHED AS
SCHEDULED. REFER TO
5/A-604 FOR TERMINATION
STRIP DETAIL

WALL AS SCHEDULED

POWER AND DATA
SERVICES RACEWAY
REFER TO ELECTRICAL

RTV SEALANT AT PARTITION

APPLIED SOLID PHENOLIC CAP

APPLIED SOLID PHENOLIC
BACK SPLASH

SOLID PHENOLIC COUNTERTOP

ey

COUNTERTOP SUPPORT

METAL FRAME AND GYPSUM SERVICE
CHASE. REFER TO DETAIL 6/A-603

7/ 2\ BACK SPLASH AT WORKSTATION - CHASE

SCALE 1:4

A-604

WALL AS SCHEDULED

POWER AND DATA
SERVICES RACEWAY

REFER TO ELECTRICAL

RTV SEALANT AT PARTITION

APPLIED SOLID PHENOLIC

BACK SPLASH

SOLID PHENOLIC COUNTERTOP

160 120 80 40

0 160

210

/~+\ ADJUSTABLE FOOT ASSEMBLY

7/ FLOOR FINISH A

SPECIFIC NOTES

PROVIDE STEEL BACKING STRIPS FOR
CASEWORK AND SHELVING SYSTEMS
ATTACHED TO NEW WALLS AND ADEQUATE
ANCHORING SUPPORT TO WALL STRUCTURE
FOR CASEWORK / SHELVING SYSTEMS
INSTALLED ON EXISTING WALLS. SEE 09 22 16

MINIMUM DIMENSION TOLERANCE FOR FINISH
FLOOR COVE BASE INSTALLATION

SERVICE CHASE TO BE REMOVED AND
REPLACED WITH NEW CHASE / METAL STUD
AND GYPSUM BOARD ENCLOSURE .(EXISTING
SERVICES TO REMAIN). SEE DETAIL 7/A-602

Yo}
N
COUNTERTOP BRACKET SUPPORT _—
METAL FRAME AND GYPSUM SERVICE
CHASE. REFER TO DETAIL 6/A-603
/s \ BACK SPLASH AT WALL
A-604 SCALE 1:4 160 120 80 40 O 160
40 mm.
MIN.
CASEWORK LEG FRAME ‘
SYSTEM ASSEMBLY A —— - CASEWORK LEG FRAME ‘
(SQUARE TUBE) —— = SYSTEM AS SCHEDULED ———— =
GLASS FIBER REINFORCED METAL FRAME AND GYPSUM |
TECHNOPOLYMER PLASTIC BOARD SERVICE CHASE. REFER ‘
(POLYMIDE PA) TUBING INSERT TO DETAIL 6/A-603. SEE NOTE 3
WITH THREADED BUSHING ‘
(PRESS-FIT) M16x2.0 SHEET VINYL FLOORING WITH |
INTEGRAL COVE BASE AND ‘
M16x2.0 100 mim. THREADED STRIP CAP. SEE DETAIL ON A-501 ‘
XZ. mm.
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