GENERAL NOTES:

1. FIXTURE SUBMITTAL MUST BE PROVIDED WITH LIGHT
LEVEL CALCULATION FILE FOR APPROVAL.

2.REFER TO DETAIL DRAWING FOR LIGHT SWITCH WIRING

3. LIGHT SWITCHES ARE TO BE HEAVY DUTY GRADE TOGGLE
SWITCH 20A, 120V SINGLE POLE, 3-WAY (WHERE SHOWN)
IN WHITE. LIGHT SWITCHES TO BE INSTALLED AT 1200 AFF.

4. ENSURE LIGHT FIXTURES ARE SUPPORTED FROM THE
FRAMING OF THE SECONDARY GYPSUM CEILING ABOVE
THE T-BAR LAY IN TILE CEILING. NO ITEMS SHALL BE
SOLELY SUPPORTED FROM THE T-BAR CEILING.

5. TYPE AC-90 WILL BE PERMITTED FROM CONDUIT SYSTEM
JUNCTION BOXES TO INDIVIDUAL RECESSED LIGHT
FIXTURES. DO NOT LOOP FROM FIXTURE TO FIXTURE.
SINGLE RUN TO EACH LIGHT FIXTURE WITH MAXIMUM 3
METER LENGTH.

REINSTATE SHAFT LIGHTING CIRCUITS CONNECTED TO
PANEL 2048 OR TO PANEL 2050 AFTER THE NEW PANELS ARE
INSTALLED.
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/™ LIGHTING PLAN
E-301 SCALE 1:50
TYPE DESCRIPTION WATTAGE | LUMEN OUTPUT| TEMPERATURE CRI LUMEN PER WATT(LPW) | REQUIREMENT
Al 1X4 RECESSED LED LIGHT, SATIN WHITE LENSE 47W 4500 4000K 82 CRI 104.9 LPW FLUSH ALUMINUM DOOR WITH SATIN WHITE LENS
\ A2 2X2 RECESSED LED LIGHT, SATIN WHITE LENSE 18W 1800 4000K 82 CRI 116.3 LPW FLUSH ALUMINUM DOOR WITH SATIN WHITE LENS /
NOTE: PREVOIR UNE INTENSITE LUMINEUSE MOYENNE DE 1000 LUX CALCULEE A 1 METRE AU-DESSUS DU PLANCHER FINI A L'INTERIEUR DU LABORATOIRE A AIRES OUVERTES ET DE 250 A 300 LUX A 1 METRE AU-DESSUS DU

PLANCHER FINI A L'INTERIEUR DES BUREAUX; TENIR COMPTE D'UN FACTEUR DE PERTE DE FLUX LUMINEUX DE 0,9 POUR TOUS LES APPAREILS D'ECLAIRAGE.
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SYMBOL DESCRIPTION
— 1X4 RECESSED LED LIGHT
2X2 RECESSED LED LIGHT
$ LINE VOLTAGE TOGGLE SWITCH

NI

LINE VOLTAGE THREE-WAY TOGGLE SWITCH
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