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SITE NOTES:

1. PRIOR TO COMMENSING ANY EXCAVATION WORK, THE CONTRACTOR SHALL NOTIFY
THE DEPARTMENTAL REPRESENTATIVE AND THE LOCAL UTILITY COMPANIES IN
ACCORDANCE WITH THE NOTIFICATION PROCEDURES PROMOTED BY RECEPCTIVE
UTILITY COMPANIES.

2. ALL REFUSE, DEBRIS AND MISCELLANEOQUS ITEMS TO BE REMOVED, THAT ARE NOT
TO BE STOCKPILED FOR LATER USE ON THE PROEJCT OR DELIVERED TO THE OWNER
SHALL BE LEGALLY DISPOSED OF OFF-SITE BY THE CONTRACTOR.

3. ALL ITEMS REQUIRING REMOVAL SHALL BE REMOVED TO THE FULL DEPTH TO
INCLUDE BASE MATERIAL AND FOOTINGS OR FOUNDATIONS AS APPLICABLE.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING
TREES, SHRUBS AND TURF DESIGNATED TO REMAIN FOR THE LENGTH OFT HE
CONSTRUCTION PERIOD. THE PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO
THOSE SPECIFIED SHALL, HOWEVER, BE AT THE CONTRACTOR'S DISCRETION.

5. DAMAGE NO PLANTS TO REMAIN BY BURNING, BY PUMPING OF WATER, BY CUTTING
OF LIVE ROOTS OR BRANCHES, OR BY ANY OTHER MEANS. NO PLANTS TO BE SAVED
SHALL BE USED FOR CRANE STAYS, GUYS OR OTHER FASTENINGS. VEHICLES SHALL
NO BE PARKED OR PAKED TEMPORARY STANDING IDLE WITHIN THE DROP LINE OR
WHERE DAMAGE MAY RESULTTO TREES TO BE SAVED. CONSTRUCTION MATERIALS
SHALL NOT BE STORED BENEATH TREES TO BE SAVED.

6. THE CONTRACTOR SHALL VERIFY EXISTING CONDITIONS IN THE FIELD AND REPORT
ANY DISCREPANCIES BETWEEN PLANS AND ACTUAL CONDITIONS PRIOR TO START OF
WORK.

7. THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO EXISTING CONDITIONS
THAT ARE DUE TO THE CONTRACTOR OPERATIONS AND WHICH ARE OUTSIDE THE
LIMIT OF WORK.

8. ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE PROTECTED TO
PREVENT TRACKIGN OF MUD ONTO PUBLIC WAYS, ANY MUD ON PUBLIC WAYS
ORIGINATING FROM THE JOB SITE SHALL BE CLEANED BY THE CONTRACTOR. PROVIDE
DUST CONTROL AS APPROVED BY THE DEPARTMENTAL REPRESENTATIVE AND THE
ARCHITECT.

9. THE CONTRACTOR SHALL SECURE ALL PERMITS THAT MAY BE REQUIRED FROM ALL
JURISDICTIONS AFFECTED BY THIS WORK.

I*I Public Works and Travaux Publics et
Government Services — Services qouvernementaux

Canada Canada
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