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SYMBOL DESCRIPTION

$ SINGLE POLE SWITCH, 3 = 3—WAY SWITCHING, D = DIMMER,
G = GFCl P=PILOT UIGHT

DUPLEX RECEPTACLE, SIZE PER PANEL & EQUIPMENT
SCHEDULE. DESIGNATIONS AS FOLLOWS:

G=GFCl,

C=RECESSED CEILING MOUNTED

U= C/W USB PORTS

E= EXTERIOR GFC| RATED IN USED RECEPTACLE; EXTERIOR
RECEPTACLE HOUSING SHALL BE BLACK

DUPLEX 20A T—SLOT RECEPTACLE, G=GFCl, C=COUNTERTOP

DUPLEX SPUT 20A T—SLOT RECEPTACLE, G=GFCl,
C=COUNTERTOP

SINGLE RECEPTACLE, 5—30R

RECEPTACLE, 208V, SIZE PER PANEL & EQUIPMENT
SCHEDULE.

DIRECT CONNECTION, 120V, LOAD AS INDICATED.

DIRECT CONNECTION, 208V, LOAD AS INDICATED.

DIRECT CONNECTION C/W DISCONNECT, 208V, LOAD AS
INDICATED.

ELECTRICAL PANEL.

DATA/TELEPHONE OUTLET.

THERMOSTAT

SECURITY — MOTION DETECTOR MOUNTED ON WALL

@@@QDB@@@-&## &

SECURITY — SIREN/STROBE WARNING DEVICE

JUNCTION ENCLOSURE — OLDCASTLE ENCLOSURE SOLUTIONS:

(D:gsellilTE 1015 MAX C/W VANDAL RESISTANT BOLT DOWN

[
(99)

—=:—| POLYMER CABLE CHANNEL SYSTEM — OLDCASTLE PLASTIBETON
' CHANNEL 10X10
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1. CONFIRM EXACT QUANTITY OF
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