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1. DECIMALIZED NUMBERS INDICATE METERS AND WHOLE NUMBERS INDICATE MILLIMETERS. LINETYPES EXISTING PROPOSED SYMBOLS EXISTING PROPOSED
2. LOCATION OF UNDERGROUND SERVICES AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE, BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES
ARE SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. ROAD SURVEY
3. CONTRACTOR MUST CONFIRM WITH THE INDIVIDUAL UTILITIES FOR EXISTENCE AND - SURVEY HUB
EXACT LOCATIONS OF ALL THE SERVICES PRIOR TO CONSTRUCTION. 3 -
4. CONTRACTOR MUST EXPOSE EXISTING INFRASTRUCTURE AT THE PROPOSED TIE-IN CONTROL LINE S MONUMENT | - |
LOCATIONS TO ALLOW DEPARTMENTAL REPRESENTATIVE TO VERIFY SIZE, MATERIAL AND 2
INVERTS PRIOR TO CONSTRUCTION OF TIE-INS. GRAVEL ROAD IRON PIN Certificate of Authorization
5. ALL SITE LAYDOWN AREAS SHALL BE AS NOTED IN THE SPECIFICATIONS AND APPROVED
BY THE DEPARTMENTAL REPRESENTATIVE. EDGE OF PAVEMENT IRON PIN (FOUND) . o
6. ALL AREAS SUBJECT TO CONSTRUCTION OPERATIONS SHALL BE RESTORED TO THE Associated Engineering (Sask.) Ltd
CONDITION IN WHICH THEY EXISTED PRIOR TO CONSTRUCTION. THIS INCLUDES, BUT IS MISCELLANEOUS _
NOT LIMITED TO, PAVEMENT REPAIRS, RE-GRAVELLING, TRENCH SETTLEMENT MISCELLANEOUS No. 396 Date: June 20, 2018
CORRECTION AND RE-SEEDING OF GRASSED AREAS.
6.1.  ALL EXCAVATIONS UNDER PAVED AREAS SHALL BE BACKFILLED WITH COMPACT TESTPIT -ﬁﬁ-TP
SELECT GRANULAR FILL AND COMPACTED TO 98% STANDARD PROCTOR DENSITY. FENCE « X
7. CONTRACTOR SHALL MAINTAIN THE FOLLOWING INSTALLATION DISTANCES: BORE HOLE %BH
7.1.  SEPARATION BETWEEN POTABLE WATER AND RAW WATER OR WASTEWATER:
7.11.  HORIZONTAL = 3.0 m SILT FENCE o o BUSH B
7.12.  VERTICAL = 0.5 m, POTABLE WATER ABOVE.
7.2.  MINIMUM BURY DEPTH SHALL BE 3.0 m TREE (DECIDUOUS)
8. INSTALLATIONS WITH LESS THAN MINIMUM COVER SHALL BE INSULATED AS PER ABANDONED PIPE (SCALE AS REQUIRED)
SPECIFICATION.
9.  WHERE THE PROPOSED ALIGNMENT CROSSES PTH'S, PR'S, DEVELOPED ROAD RAILWAY I s B B B
ALLOWANCES, PRIVATE LANES, WATER RUNS AND WETLANDS, A TRENCHLESS METHOD OF BOTTOM OF BANK TREE (CONIFEROUS)
INSTALLATION SHALL BE USED. SEE SPECIFICATION. . pBgiigdmeeesi ...~~~ -~~~ ~ == === =====7-° (SCALE AS REQUIRED)
9.1.  ALL WATERMAIN PIPING IN TRENCHLESS AREAS SHALL BE HDPE DR-17 TOP OF BANK
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