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METERING CHAMBER

1:25

DETAIL
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EXISTING HYDRANT CONECTION

1:50

NOTES:

1.     ALL PIPING INSIDE OF CHAMBER SHALL

BE SCHEDULE 40 STAINLESS STEEL

2.     ALL JOINTS ON PVC BYPASS PIPING SHALL BE

MECHANICALLY RESTRAINED

NEW WATERMAIN

TEE AND HYDRANT LEAD

MAINTAIN EXISTING ASSEMBLY

NOTE:

1. EXISTING CAST IRON WATERMAIN TO BE CUT AND CAPPED ON

BOTH SIDES OF EXISTING HYDRANT LEAD

SECTION A-A

INSTALL NEW WATERMAIN TEE

AND HYDRANT LEAD

BRANDON RESEARCH

CENTRE WATERMAIN

UPGRADES

DETAILS

2018/06/06

K.ANDERSON

2018/06/06

C.HOUSTON

2018/06/20

K.ANDERSON

2018/06/20

K.ANDERSON

J.O'DRISCOLL

2018/06/20

R.094327.001

C017

DETAIL

12

 

TYPICAL ROAD REPAIR CROSS SECTOIN

NTS DETAIL
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TYPICAL JOINT RESTRAINT

NTS

NOTES:

1. ALL JOINT RESTRAINTS TO BE INSTALLED TO

MANUFACTURERS RECOMMENDATIONS.

2. BELL AND SPIGOT MECHANICAL JOINT TYPE WITH CAST IRON

GLAND, ALL STAINLESS STEEL NUTS, BOLTS, WASHERS.

3. THE APPROPRIATE RUBBER GASKET WHEN USED WITH PVC.

A
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