ROOM FINISH SCHEDULE (continuep)

FREEZER No.2 ALCOVE
- FLOOR AND BASE:
— CLEAN AND PREPARE SURFACE AS REQUIRED
— APPLY NEW FLOOR PAINT/COATING ON PATCHED AND PREPARED SURFACE (COLOUR: GREY)
— FLOOR ACCESS HATCH: PAINT METAL ACCESS DOOR AND FRAME (COLOUR: GREY)
— WALL NORTH:
— PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
— PATCH AND PAINT EXISTING CONCRETE BLOCK FINISH (COLOUR: WHITE)
— NOTE: PAINT FULL EXTENT OF NORTH WALL UP TO MAIN CORRIDOR
— WALL EAST: WALK—IN FREEZER STAINLESS STEEL WALL PANELS
~ WALL SOUTH:
— PAINT NEW CONCRETE BLOCK (COLOUR: WHITE)
— NOTE: PAINT FULL EXTENT OF SOUTH WALL UP TO MAN CORRIDOR

— WALL WEST: PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
— CEILING:
— PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
— NOTE: PATCH AND PAINT THIS AREA AND FULL EXTENT ABOVE FREEZER BOX TO MAIN
CORRIDOR; INCLUDE PATCHING AND SEALING AT REMOVED LIGHT FIXTURES
— CEILING HEIGHT: 3200mm

COMPRESSOR ROOM
- FLOOR AND BASE:
— CLEAN, PATCH AND PREPARE EXISTING CONCRETE FLOOR AS REQUIRED
— APPLY NEW FLOOR PAINT/COATING ON PATCHED AND PREPARED SURFACE (COLOUR: GREY)
- NO BASE
WALL NORTH: PAINT NEW CONCRETE BLOCK WALL (COLOUR: WHITE)
WALL EAST:
— PAINT NEW CONCRETE BLOCK WALL (COLOUR: WHITE)
— PAINT PLYWOOD BACKBOARD (COLOUR: WHITE)

WALL SOUTH: PAINT EXISTING CONCRETE BLOCK WALL (COLOUR: WHITE)
WALL WEST: PAINT EXISTING CONCRETE BLOCK WALL (COLOUR: WHITE)
CEILING: PAINT NEW GYPSUM WALLBOARD (COLOUR: WHITE)

CEILING HEIGHT: 3150mm

WAREHOUSE (EXISTING)
— ONLY MINIMALLY AFFECTED UNDER THIS RENOVATION
~ FLOOR AND BASE:
— EXISTING TO REMAIN AS IS EXCEPT FOR:
— TRAFFIC PAINT LINES INDICATED (COLOUR: SAFETY YELLOW)
WALL NORTH: N/A
WALL EAST: N/A
WALL SOUTH (AT EXTERIOR OF COMPRESSOR ROOM ONLY):
— PAINT NEW CONCRETE BLOCK WALL (COLOUR: WHITE)

— PAINT NEW SHOP-PRIMED STEEL PERIMETER FRAME, PLATE AND CLOSURE ANGLE AT TOP OF

COMPRESSOR ROOM WALL (COLOUR: WHITE)

WALL WEST (AT COMPRESSOR ROOM ONLY):
— PAINT NEW CONCRETE BLOCK WALL (COLOUR: WHITE)

— PAINT NEW SHOP-PRIMED STEEL PERIMETER FRAME, PLATE AND CLOSURE ANGLE AT TOP OF

COMPRESSOR ROOM WALL (COLOUR: WHITE)

CEILING: N/A
CEILING HEIGHT: 6650mm

ROOM FINISH SCHEDULE

GENERAL NOTES:
— PAINT FINISHES: REFER TO SPECIFICATIONS FOR PRODUCTS AND COATING REQUIREMENTS

— PAINT COLOURS TO BE SELECTED FROM MANUFACTURER'S STANDARD RANGE
— PATCH, CLEAN AND PREPARE ALL SURFACES BEFORE APPLYING PAINT FINISH

MAIN CORRIDOR
— FLOOR AND BASE:

— EXISTING FINISH TO REMAIN AS IS

WALL NORTH: N/A

WALL EAST: EXISTING FINISH TO REMAIN AS IS

WALL SOUTH: N/A

WALL WEST:

— PATCH AND PAINT EXISTING CONCRETE BLOCK FULL LENGTH OF WALL (COLOUR: TO MATCH
EXISTING)

— PAINT NEW SHOP—PRIMED CLOSURE PLATES AT NEW WALL OPENING (COLOUR: TO MATCH
COLOUR AT EXISTING CONCRETE BLOCK WALL AT WALL FACE ONLY, COLOUR TO BE WHITE
BEYOND)

CEILING: EXISTING TO REMAIN AS IS

MECHANICAL AND ELECTRICAL COMPONENTS: PAINT AS REQUIRED ALL EXPOSED ITEMS (PIPES,
CONDUITS, DUCTS etc.)

CEILING HEIGHT: 3200mm

MAIN CORRIDOR INSET

— FLOOR AND BASE:
- NEW TROWELLED URETHANE FLOORING
— NEW TROWELLED URETHANE COVE BASE
WALL_NORTH:

— CLEAN, PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
— NOTE: PAINT FULL EXTENT OF NORTH WALL TO WEST EXTERIOR WALL

WALL EAST:

— CLEAN, PATCH AND PAINT EXISTING CONCRETE BLOCK (COLOUR: WHITE)

— PAINT SHOP-PRIMED STEEL CLOSURE PLATES AND LINTEL AT NEW WALL OPENING (COLOUR:

WHITE)

WALL SOUTH:

— PAINT NEW CONCRETE BLOCK (COLOUR: WHITE)

— NOTE: PAINT FULL EXTENT OF SOUTH WALL UP TO WEST EXTERIOR WALL

WALL WEST:

— WALK—IN FREEZER STAINLESS STEEL WALL PANELS

— SECURITY SCREEN ABOVE FREEZER BOX: GALVANIZED SCREEN IN HOT—DIPPED GALVANIZED
STEEL FRAME

— CEILING:

— PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)

— NOTE: PATCH AND PAINT THIS AREA AND FULL EXTENT ABOVE FREEZER BOX TO WEST
EXTERIOR WALL; INCLUDE PATCHING AND SEALING AT REMOVED LIGHT FIXTURES

MECHANICAL AND ELECTRICAL COMPONENTS: PAINT AS REQUIRED ALL EXPOSED ITEMS (PIPES,
CONDUITS etc.)

CEILING HEIGHT: +/-3200mm

COLD ROOM

— FLOOR AND BASE:
— CLEAN AND PREPARE SURFACE AS REQUIRED
— APPLY NEW FLOOR PAINT/COATING ON PATCHED AND PREPARED SURFACE (COLOUR: GREY)
— AT NORTH WALL: NEW TROWELLED URETHANE CONCRETE BASE 150mm HIGH
WALL NORTH: PAINT NEW GYPSUM BOARD (COLOUR: WHITE)
WALL EAST: PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
WALL SOUTH: PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
WALL WEST: PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
CEILING: PATCH AND PAINT EXISTING CEMENT PLASTER-TYPE FINISH (COLOUR: WHITE)
CEILING HEIGHT: +/-3200mm
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