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designed by:  Stewart Bailey


drawn by: Stewart Bailey


Rideau Canal Skateway


title: Bridge Banner Support


drawing: Aluminum Truss Assembly


scale: As Noted


date: 11/28/02                     drawing no. AL-1


Notes


• Aluminum triangular truss to be  224mm X 250mm
as manufactured by  Optikinetics  Ltd. and 
Versatruss.


• All straight sections between junctions to be 
continuous - no joints permitted.


• Joints at junctions to be bolted connections, ends 
of all truss and junctions to be fitted with standard
reinforcing collars.


• Final size of the assembly as specified on this 
drawing is critical and is to be held.


2 FRAME ASSEMBLIES REQUIRED


2


AL-1
Top View
Scale: 1:50


4


AL-1
Front View
Scale: 1:50


3


AL-1
Side View
Scale: 1:50


1


AL-1
Vertical Section
Scale: 1:50


1


AL-1


EQUAL EQUAL EQUAL EQUAL EQUAL


41'-6"


9'
-8


"








Title:   RCS - Capitale Banner NCC Contact: Richard Palmer   
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DETAIL A


NOTES
1.) Banner to be sewn from 18oz. white reinforced exterior grade vinyl. 
2.) Banner will be used for five annual installation periods in an outdoor 
environment. All fabrication methods and materials used must be durable for this 
anticipated service life. 
3). Artwork to be provided in Adobe Illustrator format
4.) Do not scale drawing


Edge hems to be folded over 
and reinforced with nylon 
seat-belt webbing (as 
interfacing)
all around edges.
All hems must be securely 
double-stitched.


1/2" grommet (at corners 
and at 6” centres all 
around)


LOW RESOUTION ARTWORK


DO USE FOR PRODUCTION!





