ASSEMBLY DRAWING

GAIN OPENING DETAIL

\ EPOXY REINFORCING TO
BE AS PER CONTRACT DRAWIINGS

51x51x9.5 S.S, PROTECTION
ANGLE W/ NELSON STUDS

AROUND OPENINGS
(PROVIDED BY CONTRACTOR)

NOTE: CONTRACTOR TO DRILL AND DOWEL ALL SLABS TO PIER
CONNECTIONS AND INSTALL SPECIFIED DOWELS AND GROUT

STEEL TROWEL FINISH
/ ON TOP SURFACE
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OPENING TO HAVE CAST-IN
S.S. PROTECTION ANGLE W/ NELSON STUDS
(PROVIDED BY CONTRACTOR)

\ 5 - 75mm PVC TUBES PER SIDE
ER SLAB @ 300mm C/C
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STOP LOG CHAIN NOTCHES
102X76 (TYP) 3 PER OPENING
W/ CAST-IN EYE BOLTS

i

NOTE: CONTRACTOR TO INSTALL JOINT SEALANT
AS PER DETAIL

PROJECT: Oid Slys Weir Rehabilitation

SHOP DRAWING: Final Precast Pane! Drawing After
Site Measurement.

GC: H.R. Doomnekamp Construction Ltd.

Date Submitted: December, 17, 2015

There is one page to this file and it has been reviewed
by the GC.

2 CHAMFER AROUND TOP EDGE
OF SLAB (TYP.)

RECESS AS PER SECTION 3
ON DWG OLD-07
W/ CAST-IN U BOLTS

25mm CAST IN
\PVC TUBE

DETAIL A

SIZE: | 23165 x 5505 x 300 Siabs

NAME: | OLD SLYS WEIR SLABS
A10.4 tonne B 9.4 tonne € 9.6 tonne
WEIGHT: D9.6tonne EB.6tonne FB.7tonne
G9.4 tonne H9.6tonne I 10.4 tonne
‘[s.0.%: 19008 [r0.#:
CUSTOMER: | HR DOORNEKAMP
PROJECT: |OLD SLYS WEIR
OWNER: PARKS CANADA
ENGINEER:
SALES REP: | MIKE PAQUETTE
CONTRACT DUE DATE: |
Q.C. CHECKS DATE INITIALS
POST POUR
YARD

CONCRETE: 45 MPA @ 28 DAYS,
5-8% AIR ENT. AS PER CSA A23-1-09
CONCRETE EXPOSURE CLASS C-1
MIN. STRIPPING STRENGTH fiteeg ratra

REINFORCING: IN ACCORDANCE WITH
CSA G30.18 (ALL REBAR HAS 50 mm COVER)

TOLERANCES: IN ACCORDANCE WITH

CSA A23.4-09

DESIGNED AND MANUFACTURED TO:

BILL OF MATERIALS:

CASTN:
4 % 4 -TONNE GALV. SWIFT LIFTS/PIECE 7-1/8" (P00D61)
1 - STAINLESS STEEL ANGLE PER OPENING PIECE

NOTES:

DRAWN BY: M.G. 11/16/15

DRAWING No: 19298/01

CHECKED BY: Mp

REVISION: M.G. 11/24/15 M.G. 12/02/15

a 1645 SYDENHAM RD.
ANCHOR | "““Howe
COHCRETE PRODUCTS PHONE:
* (800) 2230012

A 1-613-546 6683

www.anchorconcrete.com

PVC tubes cannot be cast-in-place
permanently. Must be removed (by
drilling/routing) prior to grouting of
dowels into the slab. Top of dowels
must be 100mm from the top of the
deck (see Dwg. OLD-04). Wood
inserts that could be drilled out prior
to anchor installation would also be
acceptable.

\Lift anchors must be stainless
steel, or anchors to be cut flush
with recess after placement.
Minimum recess depth to be
50mm, recess to be filled with

non-shrink grout.
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Text Box
PVC tubes cannot be cast-in-place permanently.  Must be removed (by drilling/routing) prior to grouting of dowels into the slab.  Top of dowels must be 100mm from the top of the deck (see Dwg. OLD-04).  Wood inserts that could be drilled out prior to anchor installation would also be acceptable.
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Text Box
Lift anchors must be stainless steel, or anchors to be cut flush with recess after placement.  Minimum recess depth to be 50mm, recess to be filled with non-shrink grout.  
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