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D ISSUED FOR FINAL REVIEW T.M. WAG
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NOTES:

1. REMOVE EXISTING AUTOMATIC WATER LEVEL GAUGE (PCA WATER

MANAGEMENT WILL REMOVE OIL FROM GAUGE FIRST), REINSTALL

WHEN NEW DECK AND RAILINGS HAVE BEEN INSTALLED. COORDINATE

TIMING WITH PCA.

2. INSTALL A TEMPORARY METRIC STAFF GAUGE FOR WATER LEVEL

MEASUREMENT DURING CONSTRUCTION.  LOCATION TO BE APPROVED

BY ENGINEER.

3. EXISTING STEEL PIER NOSINGS TO REMAIN (LOOSE MATERIAL/RUST TO

BE REMOVED), EXPOSED CONCRETE TO BE CHIPPED TO SOUND

CONCRETE WHERE NECESSARY (AS DIRECTED BY DEPARTMENTAL

REPRESENTATIVE).

4. SANDBLAST EXISTING STEEL PIER NOSINGS AND STEEL STOP LOG

GAINS TO COMMERCIAL BLAST SSPC.SP6 STANDARD.

E ISSUED FOR FINAL REVIEW II T.M. WAG

MAR. 7

2018

F ISSUED FOR TENDER T.M. WAG

MAY 18

2018

G REISSUED FOR TENDER T.M. WAG

AUG. 7

2018
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