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v SCALE 1:150

ALL INSIDE PIER FACES HAVE CRACKING. PIER FACES OF PIERS 5, 6, 7, 8 & 9 HAVE DEEP PATTERN CRACKS, MAINLY BELOW NORMAL WATER LEVEL ELEVATION OF 256.33m
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EXISTING REINFORCING BARS
SQUARE EDGE (TYPICAL), HORIZONTAL AND VERTICAL

450x450 PATTERN (TYP)

WELDED WIRE FABRIC 102 x 102 x MW9.1/MW9.1

EXPOSED REINFORCING BARS
15M DOWEL (TYPICAL) ANCHOR WITH HILTI-HIT HY—200

REPAIR WITH SIKATOP 123 PLUS
OR EQUIVALENT — HAND PLACED

COVER MINIMUM DEPTH 100MM

REMOVE/SCALE TO SOUND CONCRETE (SOUNDNESS
AND DEPTH TO BE APPROVED BY THE

DEPARTMENTAL REPRESENTATIVE)
REMOVE CONCRETE AT CRACKS TO SOUND
CONCRETE, MAXIMUM DEPTH 200MM

<
viveu 50mm SAW CUT (TYPICAL)

EXISTING REINFORCED
SOUND CONCRETE

/1 DETAIL

- CONCRETE REPAIRS (DEPTH 150mm AND GREATER)
SCALE NTS

C

NOTES:

1.

SAWCUT STRAIGHT LINES (HORIZONTAL AND VERTICAL) FOR STRAIGHT
REPAIR SECTIONS. SOUND CONCRETE MUST BE APPROVED BY
DEPARTMENTAL REPRESENTATIVE.

ALL CONCRETE MUST ORIGINATE FROM THE SAME SOURCE.

CONCRETE LIFTS SHALL BE OF EQUAL HEIGHTS AND ELEVATION SO THAT
THEY CORRELATE ACROSS ALL PIERS AND SLUICEWAYS OF THE DAM.

PAYMENT FOR CONCRETE REPAIRS WILL BE UNIT PRICE BASED UPON
FIELD MEASUREMENT BY DEPARTMENTAL REPRESENTATIVE, LOCATIONS
OF CONCRETE REPAIR MUST BE APPROVED BY DEPARTMENTAL
REPRESENTATIVE, MAXIMUM REMOVAL DEPTH FOR PAYMENT IS 150mm,
UNLESS DEEPER REMOVAL AUTHORIZED BY DEPARTMENTAL
REPRESENTATIVE.
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