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FINISHED GRADE TO MATCH TRENCHING NOTES:
EoR Drs, ML DRAWINGS 1. ALL TRENCHES SHALL BE BACKFILLED WITH SELECTED BACKFILL AND
FOR DETAILS. : SMALL CRAFT HARBOURS

TAMPED IN 300mm LAYERS. EXCEPT AT ROAD CROSSINGS WHERE THE
BACKFILL SHALL BE THE SAME MATERIAL AS THE ROAD BED AND TAMPED

WARNING TAPE. RUN ENTIRE IN 150mm LAYERS. EXCESS FILL SHALL BE PLACED ON TOP TO ALLOW
, FOR SETTLING.
LENGTH OF TRENCH 200mm
FINISHED GRADE BELOW SURFACE. 2. THE DUCTS SHALL BE SUPPORTED BY APPROVED SPACERS. NO WIRE OR
I ey , 7 / XK METAL TIES TO BE USED.
| L %?/ UNDISTURBED SOIL 3. COPPER FISH WIRE MINIMUM #8 MUST BE INSTALLED IN ALL DUCTS.
. o KX SELECTED BACKFILL 4. ELECTRICAL DUCT MUST BE RIGID PVC OR APPROVED EQUIVALENT.
3 :
o ; 53mm SPACING BETWEEN CONDUITS 5. ALL DUCTS AND FITTINGS MUST BE CSA APPROVED. NOTES:
600mm. % '
PSS PROVIDE 100mm 6. ALL DUCTS ARE TO BE SECURELY CAPPED AT BOTH ENDS. T DO g SALE FROM THIS
é_CONCRETE COVERAGE
X ALL AROUND CONDUITS. 7. ALL FITTINGS, COUPLINGS AND ADAPTERS ARE TO BE SOLVENT WELD. 2. CONTRACTOR TO VERIFY ALL
o DIMENSIONS ON SITE BEFORE
o g PROCEEDING WITH THIS WORK.
o
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] SPACERS AS REQUIRED.
o Q OF: THE NATIONAL BUILDING CODE
2 OF CANADA, LATEST EDITION;
CANADIAN ELECTRICAL CODE,

CURRENT EDITION; ANY OTHER
AUTHORITIES HAVING JURISDICTION.

TRENCH DETAIL /A

N.T.S. @

SYMBOL UNDERGROUND WIRE AND CONDUIT SIZE
@ 11 #8 RWU90 + 1 #8 TW GROUND IN 53mm RIGID

CONCRETE DECK —— PVC CONDUIT (PEDESTAL #1) LIGHT FIXTURES, PHOTOCELLS, UPSWING ARMS
@) |2 410 RWUSO + 1 §12 TW GROUND IN 27mm RIGID NSTALLED B ELECTRICAL CONTRACTOR. OWNER
S . PVC_CONDUIT (LIGHT POLE #1) SUPPLIED MATERIALS TO BE PICKED UP BY THE
; P CONTRACTOR AT DFO’S WAREHOUSE IN MOUNT
LG @ @ - ..~ PEARL, NL. ELECTRICAL CONTRACTOR SHALL PERMIT
R IR SUPPLY AND INSTALL ALL OTHER REQUIRED PROVINCE OF NEWFOUNDLAND
I D o ‘ JUNCTION BOXES, CONDUIT, COVERPLATES, ETC PERMIT HOLDER
- SRy FOR A COMPLETE INSTALLATION. FIXTURES SHALL Class "A"
BE MOUNTED 8.8 METERS ABOVE FINISHED DECK. This Permit Allows
CROSBIE ENGINEERING LIMITED
NOTES:
| To practice Professional Engineering
1. CONDUIT LOCATIONS ARE APPROXIMATE ; I ~J | ——] — in Newfoundland and Lobrador =~~~ .
TRENCH DETAIL B ONLY. ACTUAL CONDUIT LOCATIONS TO BE IR O T e i for e oy 2018, 2
e L L L L COORDINATED ON SITE.
NTS. \E_y 2. STEEL REINFORCEMENT OMITTED FOR ¥ ST
" CLARITY. SEE CIVIL DRAWINGS FOR DETAILS. I LIQUID TIGHT FLEX TO FIXTURE.
100 X 100 X 100mm RIGID PVC 4o PE D
JUNCTION BOX C/W WEATHERPROOF § AT %
COVERPLATE, NEOPRENE GASKET & KENNETH R.P. NEIL
CONCRETE DECK — COORDINATE THE MOUNTING STRAPS. THREADED HUBS & m\
INSTALLATION OF ALL FOR CONDUITS. PROVIDE SonaTORE
WOODEN POLES WITH WEATHERPROOF FITTINGS. JUNE 27/ 185
B S P GENERAL CONTRACTOR AND %, 2
e T e IN ACCORDANCE WITH CIVIL
< 0O <\ SPECIFICATION.
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| 2) #10 RWU90 + (1) #12 TW
TRENCH DETAIL (G e s+ ) piz
N.T.S. E3 CONDUIT PROVIDE STRAPS AS
U PER CODE REQUIREMENTS.

NEW WOODEN
/ LIGHT POLE

Plot Scale:

MIN. 6mm THICK ALUMINUM COVERPLATE
FOR MECHANICAL PROTECTION. SHAPE

COVER TO SUIT. USE STAINLESS STEEL

SCREWS TO FASTEN TO WOODEN POLE.
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