Public Works and Travaux Publics et
I_ E G E N D EXISTING CONDITIONS G E N E RAL N OTES I*I Govelrnment Services Services goul/ernementaux
Canada Canada

1. CONTRACTOR TO VERIFY ALL DIMENSIONS PRIOR TO PROCEEDING WMITH THE WORK.

® UTILTY POLES 2. SURWY
ALL ELEVATIONS REFERRED TO C.L.MON.88G5108 ELEV.+60.214 m
COORDINATES FOR HORIZONTAL CONTROL ARE GIVEN ON THE U.T.M. MAPPING PLANE, ZONE 22, USING THE NORTH AMERICAN DATUM OF 1983(NAD83).
I:(L LIGHT POLES 3. ALL SURVEY MONUMENTS DISTURBED BY CONSTRUCTION SHALL BE REINSTATED.
' o 4. CONTRACTOR TO CONFIRM EXISTING GRADE ELEVATIONS.
5. CONTRACTOR TO MAINTAIN DRAINAGE FROM EXISTING DRAINAGE DITCH AS REQUIRED.
OVERHEAD WIRES
6. CONTRACTOR IS TO MAINTAIN 1-WAY TRAFFIC AT ALL TIMES; PRIORITY FOR EMERGENCY VEHICLES..
DRAINAGE DITCH
7. THE LOCATION OF UNDERGROUND AND ABOVE GROUND UTILITIES, SERVICES AND STRUCTURES IS APPROXIMATE AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL PROVE THE EXACT LOCATION
e GULVERT OF ALL UTILITIES AND STRUCTURES BEFORE CONSTRUCTION AND WILL BE RESPONSIBLE FOR PROTECTING THEM AGAINST DAMAGE, ASSUMING ALL LIABILITIES FOR DAMAGE OF SUCH.

8. CONTRACTOR TO CONTACT UTILITY COMPANIES REGARDING ANY UNDERGROUND UTILITIES, CONTRACTOR TO USE CAUTION TO LOCATE EXISTING U/G POWER AND TELECOMMUNICATIONS LINES. LINES

cs[] CATCH BASIN SHALL BE KEPT IN SERVICE WHERE TRENCHING CROSSES U/G LINES. CONTRACTOR SHALL SUBMIT SUPPORT AND BRACING DETAILS ENGINEER FOR APPROVAL PRIOR TO UNDERMINING POWER
TELECOMMUNICATION SERVICES.

®TP7 TEST PIT 9. NOTIFY ENGINEER IMMEDIATELY REGARDING ANY CONFLICTS WITH EXISTING/PROPOSED UNDERGROUND INFRASTRUCTURE.
GUIDE RAL 10. ALL DEMOLISHED ASPHALT, CURB, GUTTER, SIDEWALK, MISCELLANEOUS CONCRETE, PIPE AND ANY OTHER UNSUITABLE MATERIALS MUST BE REMOVED FROM THE SITE AND LEGALLY DISPOSED OF BY
THE CONTRACTOR.
ASPHALT SUEFACE 11. TEST PIT LOCATIONS SHOWN ON PLANS ARE BASED ON GEOTECHNICAL REPORT SUBMITTED BY FRACFLOW CONSULTANTS INC,, REFER TO SPECIFICATIONS FOR DETAILED INFORMATION ON TEST PITS.

12. ALL EXISTING LANDSCAPED AREAS AND AREAS DISTURBED BY CONTRACTORS OPERATIONS, SHALL BE REINSTATED TO PRE-CONSTRUCTION OR BETTER.
13. FOR ELECTRICAL DETAILS REFER TO DWG. EO1
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