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COLOR-REGENT GRAY #56082
MAIBEC PREFINISHED CEDAR SHINGLE: MAIBEC TRADITIONAL 
COLOR: BAR HARBOUR NATURAL
MAIBEC PREFINISHED WOOD SIDING: MAIBEC BRUSHED 
MODERN COLOUR - MAIBEC 001, ULTRA-WHITE
250mm MAIBEC WOOD FASCIA: COLOR - BRUSHED 001, 
ULTRA-WHITE
200mm MAIBEC WOOD FROST BOARD: COLOR - BRUSHED 001, 
ULTRA-WHITE
150mm MAIBEC WOOD TRIM: COLOR - BRUSHED 001, ULTRA WHITE
PREFINISHED METAL OUTSIDE CORNER - MAIBEC

WALL SCHEDULE
TYPE
W1

DESCRIPTION
-EXTERIOR CEDAR FINISH (REFER TO ELEVATIONS)
-CEDAR BREATHER
-CONTINUOUS NOVAWRAP AIR BARRIER
-12.5mm EXTERIOR PLYWOOD SHEATHING
-38mm x 150mm WOOD STUDS AT 16" O.C.
-R-20 BATT INSULATION
-10mil POLY VAPOUR
-16mm GYPSUM WALL BOARD PAINTED

REMARKS

ROOF TYPE SCHEDULE
TYPE
R1

DESCRIPTION
-VICWEST METAL ROOFING: PROFILE TRADITION 
  100-4 COLOR - REGENT GRAY #56082
-PEEL AND STICK NON-PERMEABLE MEMBRANE
-5/8" PLYWOOD SHEATHING
-38mm x 200mm WOOD RAFTER
-R-20 BATT INSULATION
-10mil POLYVAPOUR BARRIER
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F1
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-CERAMIC TILE FLOOR
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ULC DETAILS AND MATERIALS DURING SHOP DRAWING PROCESS FOR
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MAIN FLOOR PLAN2
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FOUNDATION PLAN1

WALL SCHEDULE
TYPE DESCRIPTION REMARKS
W1 - EXTERIOR CEDAR FINISH (REFER TO ELEVATIONS)

- CEDAR BREATHER
- CONTINUOUS NOVAWRAP AIR BARRIER
- 12.5mm EXTERIOR PLYWOOD SHEATHING
- 38mm x 150mm WOOD STUDS AT 16" O.C.
- R20 BATT INSULATION
- 10mil POLY VAPOUR
- 16mm GYPSUM WALL BOARD PAINTED

W2 - EXTERIOR WOOD SIDING (REFER TO ELEVATIONS)
- 19mm x 64mm WOOD STRAPPING
- CEDAR BREATHER
- CONTINUOUS NOVAWRAP AIR BARRIER
- 12.5mm EXTERIOR PLYWOOD SHEATHING
- 38mm x 150mm WOOD STUDS AT 16" O.C.
- R20 BATT INSULATION
- 10mil POLY VAPOUR
- 16mm GYPSUM WALL BOARD PAINTED

W3 - 16mm GYPSUM WALL BOARD – PAINTED
- 38mm x 150mm WOOD STUD
- 16mm GYPSUM WALL BOARD – PAINTED

ROOF TYPE SCHEDULE
TYPE DESCRIPTION REMARKS

R1 - VICWEST METAL ROOFING: PROFILE-TRADTION 100-4 COLOR-REGENT GRAY
#56082
- PEEL AND STICK NON-PERMEABLE MEMBRANCE
- 5/8" PLYWOOD SHEATHING
- 38mm x 200mm WOOD RAFTER
- R20 BATT INSULATION
- 10mil POLYVAPOUR BARRIER
- 16mm GYPSUM WALL BOARD PAINTED

FLOOR TYPE SCHEDULE
TYPE DESCRIPTION REMARKS

F1 - CERAMIC TILE FLOOR
- 100mm REINFORCED CONCRETE SLAB
- 10mil POLYVAPOUR BARRIER (TAPED AND SEALED)
- 100mm CLASS GRAVEL COMPACTED TO 100% SPMD
- APPROVED UNDISTRUBED FILL OR 300mm STRUCTURAL FILL COMPACTED TO
100% SPMDD

FLOOR PLAN NOTES
1 ALL PENETRATIONS IN RATED PARTITIONS AND/OR FLOOR ASSEMBLIES

FOR PLUMBING, DUCTING OR ELECTRICAL RUNS ARE TO BE SEALED.
FIRE STOP IN ACCORDANCE WITH WALL AND/OR FLOOR TYPES. SUBMIT
ULC DETAILS AND MATERIALS DURING SHOP DRAWING PROCESS FOR
REVIEW PRIOR TO INSTALLATION.

2 VENT ALL FANS TO OUTSIDE AUR THROUGH VENT C/W HOOD.
3 DOORS, FRAMES AND HARDWARE TO MATCH WALL FIRE RESITANCE RATING.

 1 : 50A2
SOUTH ELEVATION5

 1 : 50A2
NORTH ELEVATION7

 1 : 50A2
EAST ELEVATION6

 1 : 50A2
WEST ELEVATION8

 1 : 50A2
REFLECTED CEILING PLAN3

 1 : 50A2
ROOF PLAN4

ELEVATION MATERIAL LEGEND
1 VICWEST METAL ROOFING: PROFILE-TRADTION 100-4

COLOR-REGENT GRAY #56082
2 MAIBEC PREFINSIHED CEDAR SHINGLE: MAIBEC TRADITIONAL

COLOR: BAR HARBOUR NATURAL
3 MAIBEC PREFINISHED WOOD SIDING: MAIBEC BRUSHED

MODERN COLOR – MAIBEC 001, ULTRA WHITE
4 250mm MAIBEC WOOD FASCIA: COLOR - BRUSHED 001, UTLRA

WHITE
5a 200mm MAIBEC WOOD FROST BOARD: COLOR - BRUSHED 001,

UTLRA WHITE
5b 150mm MAIBEC WOOD TRIM: COLOR - BRUSHED 001, UTLRA

WHITE
6 PREFINISHED METAL OUTSIDE CORNER – MAIBEC
7 CANOPY - REFER TO DETAILS
8 BLACK ALUMINUM SIGNAGE (BY OWNER)
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WALL SCHEDULE
TYPE DESCRIPTION REMARKS
W1 - EXTERIOR CEDAR FINISH (REFER TO ELEVATIONS)

- CEDAR BREATHER
- CONTINUOUS NOVAWRAP AIR BARRIER
- 12.5mm EXTERIOR PLYWOOD SHEATHING
- 38mm x 150mm WOOD STUDS AT 16" O.C.
- R20 BATT INSULATION
- 10mil POLY VAPOUR
- 16mm GYPSUM WALL BOARD PAINTED

W2 - EXTERIOR WOOD SIDING (REFER TO ELEVATIONS)
- 19mm x 64mm WOOD STRAPPING
- CEDAR BREATHER
- CONTINUOUS NOVAWRAP AIR BARRIER
- 12.5mm EXTERIOR PLYWOOD SHEATHING
- 38mm x 150mm WOOD STUDS AT 16" O.C.
- R20 BATT INSULATION
- 10mil POLY VAPOUR
- 16mm GYPSUM WALL BOARD PAINTED

W3 - 16mm GYPSUM WALL BOARD – PAINTED
- 38mm x 150mm WOOD STUD
- 16mm GYPSUM WALL BOARD – PAINTED

ROOF TYPE SCHEDULE
TYPE DESCRIPTION REMARKS

R1 - VICWEST METAL ROOFING: PROFILE-TRADTION 100-4 COLOR-REGENT GRAY
#56082
- PEEL AND STICK NON-PERMEABLE MEMBRANCE
- 5/8" PLYWOOD SHEATHING
- 38mm x 200mm WOOD RAFTER
- R20 BATT INSULATION
- 10mil POLYVAPOUR BARRIER
- 16mm GYPSUM WALL BOARD PAINTED

FLOOR TYPE SCHEDULE
TYPE DESCRIPTION REMARKS

F1 - CERAMIC TILE FLOOR
- 100mm REINFORCED CONCRETE SLAB
- 10mil POLYVAPOUR BARRIER (TAPED AND SEALED)
- 100mm CLASS GRAVEL COMPACTED TO 100% SPMD
- APPROVED UNDISTRUBED FILL OR 300mm STRUCTURAL FILL COMPACTED TO
100% SPMDD

1 : 12A3
TYPICAL EAVE DETAIL5

 1 : 10A3
WALL TO FOUNDATION DETAIL7

1 : 12A3
EAVE DETAIL #26

1 : 12A3
WINDOW HEAD DETAIL8

1 : 12A3
WINDOW SILL DETAIL9

 1 : 10A3
CANOPY DETAIL #110

 1 : 10A3
CANOPY DETAIL #211

 1 : 10A3
CANOPY SECTION #112

 1 : 50A3
CANOPY DETAIL 113

 1 : 50A3
CANOPY DETAIL 214
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 1 : 25A4
ENLARGED PLAN1

1A BATHROOM ELEVATION 'A' 1B BATHROOM ELEVATION 'B' 1C BATHROOM ELEVATION 'C'

1D WORKSTATION ELEVATION 1 1E WORKSTATION SECTION

ACCESSORIES LEGEND

SYMBOL DESCRIPTION MOUNTING HEIGHT
GB1 610mm GRAB BAR 750mm-850mm
GB2 914mm GRAB BAR 750mm-850mm
M MIRROR BASE = 1000mm MAX
PD PAPER TOWL DISPENSOR 1000mm
SD SOAP DISPENSOR 1000mm
TP TOILET PAPER DISPENSOR 1000mm

XX - '"XX" = SYMBOL

NOTE:
CONFIRM ALL ACCESSORIES COMPLY WITH CSA STANDARDS PRIOR TO 
INSTALLATION.

CASEWORK NOTES

1 CABINETS:INTERIOR
 TYPICAL: 19mm PLYWOOD, (WHITE) NO EXPOSED EDGES

2 CABINET DOORS, DRAWERS, GABLES & EXPOSED SHELVES
 TYPICAL: 19mm PLYWOOD WITH PLASTIC LAMINATE.

3 COUNTERTOP:
 19mm PLYWOOD WITH PLASTIC LAMINATE. REFER TO
MILLWORK DRAWINGS.

4 STANDARDS FOR SHELVES TO BE RECESSED.
5 HARDWARE AS PER SPECIFICATIONS
6 USE ONLY FULL P-LAM SHEETS WHERE POSSIBLE.
7 PROVIDE FULL WIDTH 19mm PLYWOOD DIVIDERS

(HORIZONTALLY) BETWEEN EACH DRAWER.

 1 : 20A4
CSA BARRIER FREE WASHROOM DETAILS2

ROOM FINISH SCHEDULE

ROOM NO. ROOM NAME
FLOOR WALLS CEILINGS

MAT. FIN. BASE
NORTH EAST SOUTH WEST

MAT. FIN. HEIGHT (mm)
MAT. FIN. MAT. FIN. MAT. FIN. MAT. FIN.

100 WORKSTATION CT CT CT GWB PT GWB PT GWB PT GWB PT GWB PT REFER TO SECTION
101 BATH CT CT CT GWB PT GWB PT GWB PT GWB PT GWB PT 2450mm AFF

ROOM FINISH ABBREVIATIONS
FLOOR WALL CEILING

ABBR. ABBR. ABBR.
CT CERAMIC TILE PT PAINT GWB GYPSUM WALL BOARD - PAINTED

GWB GYPSUM WALL BOARD - PAINTED PT PAINT

DOOR & FRAME SCHEDULE ABBREVIATIONS
ALUM ALUMINUM
ANOD ANODIZED
GL-I INSULATED
GL-T TEMPERED GLASS - CLEAR
PS PRESS STEEL

PS-TB PRESS STEEL - THERMALLY BROKEN
PT PAINT

DOOR SCHEDULE AND FRAME SCHEDULE

DOOR NO.

DOOR FRAME

COMMENTSTYPE WIDTH (mm) HEIGHT(mm)
THICKNESS

(mm)  MATERIAL FINISH
GLASS
TYPE MATERIAL FINISH

100.1 D-1 914 2134 51 ALUM ANOD GL-I ALUM-TB
101.1 D-2 914 2134 35 WD PT WD PT

DOOR ELEVATIONS

SHELF ELEVATION

GL-1 GLAZING UNIT ELEVATION

 1 : 25A4
MILLWORK ELEVATION 24

GL-2 GLAZING UNIT ELEVATION GL-3 GLAZING UNIT ELEVATION

 1 : 25A4
MILLWORK ELEVATION 13

102.1 D-3 813 2134 51 FIBREGLASS WD PTPT
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1. GENERAL GENERAL 1.1. SCOPE OF WORK SCOPE OF WORK 1.1.1. THE WORK SHALL INCLUDE THE FURNISHING OF ALL LABOR, MATERIALS, THE WORK SHALL INCLUDE THE FURNISHING OF ALL LABOR, MATERIALS, EQUIPMENT AND SERVICES NECESSARY FOR THE INSTALLATION OF THE MECHANICAL SYSTEMS AS INDICATED. 1.2. COOPERATION WITH OTHER TRADES COOPERATION WITH OTHER TRADES 1.2.1. CONTRACTOR MUST COORDINATE CLOSELY WITH ALL OTHER TRADES AND CONTRACTOR MUST COORDINATE CLOSELY WITH ALL OTHER TRADES AND WITH EXISTING SERVICES AS CEILING SPACE WILL BE LIMITED IN SOME PLACES. 1.3. EXAMINATION OF SITE EXAMINATION OF SITE 1.3.1. BEFORE TENDERING, EXAMINE THE SITE AND THE LOCAL CONDITIONS BEFORE TENDERING, EXAMINE THE SITE AND THE LOCAL CONDITIONS AFFECTING THE WORK OF THIS CONTRACT. NO ALLOWANCE WILL BE MADE FOR ANY EXPENSE INCURRED THROUGH FAILURE TO MAKE THIS EXAMINATION. 1.4. PERMITS, FEES AND CERTIFICATES PERMITS, FEES AND CERTIFICATES 1.4.1. SUPPLY FOR, OBTAIN, AND PAY FOR ALL PERMITS AND INSPECTIONS SUPPLY FOR, OBTAIN, AND PAY FOR ALL PERMITS AND INSPECTIONS REQUIRED. 1.5. INSTALLATION AND COMMISSIONING OF EQUIPMENT INSTALLATION AND COMMISSIONING OF EQUIPMENT 1.5.1. MANUFACTURER'S INSTRUCTIONS SHALL BE MADE AVAILABLE TO BOTH MANUFACTURER'S INSTRUCTIONS SHALL BE MADE AVAILABLE TO BOTH THE INSTALLING TRADESMEN AND THE ON-SITE INSPECTOR PRIOR TO INSTALLATION OF EQUIPMENT. THESE INSTRUCTIONS ARE TO BE READ, UNDERSTOOD AND CLOSELY FOLLOWED. FAILURE TO ABIDE BY THIS REQUIREMENT WILL PROVIDE JUSTIFICATION FOR THE ENGINEER TO REQUIRE REMOVAL AND RE-INSTALLATION. 1.5.2. ENSURE THAT ALL SAFETY DEVICES AND OTHER SIGNIFICANT ENSURE THAT ALL SAFETY DEVICES AND OTHER SIGNIFICANT ACCESSORIES ARE IN PLACE AND OPERABLE BEFORE STARTING MAJOR PIECES OF EQUIPMENT. AS PART OF THE COMMISSIONING PROCESS ACCESSORIES ARE TO BE CHECKED, CALIBRATED AND ADJUSTED AS NECESSARY TO ENSURE SAFE OPERATION. 1.5.3. FOLLOW MANUFACTURER'S INSTRUCTIONS IN DETAIL IN ESTABLISHING FOLLOW MANUFACTURER'S INSTRUCTIONS IN DETAIL IN ESTABLISHING COMMISSIONING PROCEDURE. 1.6. DEMONSTRATION OF COMPLETE SYSTEMS DEMONSTRATION OF COMPLETE SYSTEMS 1.6.1. AT THE CONCLUSION OF THE JOB, THE CONTRACTOR SHALL REVIEW AT THE CONCLUSION OF THE JOB, THE CONTRACTOR SHALL REVIEW AND DEMONSTRATE TO THE OWNER ALL EQUIPMENT AND THEIR RESPECTIVE FUNCTIONS AND OPERATION. SUCH DEMONSTRATION SHALL BE PROVIDED FOR SUCH REASONABLE PERIODS OF TIME AS THE COMPLEXITY OF THE JOB WARRANTS, AND AS APPROVED BY THE ENGINEER. SUCH REVIEW AND DEMONSTRATION SHALL BE MADE BY AN AUTHORIZED REPRESENTATIVE OF THE CONTRACTOR, FULLY KNOWLEDGEABLE OF THE PROJECT, IT'S INSTALLATION AND OPERATION. 1.7. FINAL INSPECTION FINAL INSPECTION 1.7.1. PRIOR TO SUBSTANTIAL COMPLETION AND FINAL INSPECTION OF THE PRIOR TO SUBSTANTIAL COMPLETION AND FINAL INSPECTION OF THE PROJECT, CONTRACTOR WILL INSPECT THE PROJECT, PROVIDE A MECHANICAL DEFICIENCY LIST, PROVIDE CONFIRMATION THAT ALL ITEMS ON THE LIST HAVE BEEN CORRECTED, PROVIDE THE OPERATION AND MAINTENANCE MANUALS, PROVIDE THE RECORD DRAWINGS, BALANCING REPORTS AND PROVIDE THE DEMONSTRATION OF THE COMPLETED MECHANICAL SYSTEMS. 1.7.2. ALL OF THE ABOVE MUST BE COMPLETED PRIOR TO THE FINAL ALL OF THE ABOVE MUST BE COMPLETED PRIOR TO THE FINAL INSPECTION BY THE ENGINEER AND SUBSTANTIAL COMPLETION OF THE MECHANICAL SYSTEMS. 1.8. SHOP DRAWINGS SHOP DRAWINGS 1.8.1. CONTRACTOR TO SUBMIT TWO (2) SETS OF SHOP DRAWINGS AND CONTRACTOR TO SUBMIT TWO (2) SETS OF SHOP DRAWINGS AND PRODUCT DATA FOR ENGINEER'S REVIEW. 1.9. OPERATION AND MAINTENANCE MANUAL OPERATION AND MAINTENANCE MANUAL 1.9.1. CONTRACTOR TO PROVIDE MAINTENANCE MANUALS FOR ALL EQUIPMENT CONTRACTOR TO PROVIDE MAINTENANCE MANUALS FOR ALL EQUIPMENT INSTALLED, THREE (3) COPIES ORGANIZED IN 8 1/2" x 11" BINDERS TO BE PROVIDED. 1.10. RECORD DRAWINGS RECORD DRAWINGS 1.10.1. CONTRACTOR TO PROVIDE AS-BUILT RECORD DRAWINGS. CONTRACTOR TO PROVIDE AS-BUILT RECORD DRAWINGS. 1.11. IDENTIFICATION IDENTIFICATION 1.11.1. PROVIDE ON EACH PIECE OF EQUIPMENT A METAL NAMEPLATE, PROVIDE ON EACH PIECE OF EQUIPMENT A METAL NAMEPLATE, MECHANICALLY FASTENED WITH RAISED OR RECESSED LETTERS. 1.11.2. DUCT IDENTIFICATION: DUCT IDENTIFICATION: 1.11.2.1. USE 2" HIGH BLACK STENCILED LETTERS WITH DIRECTIONAL FLOW USE 2" HIGH BLACK STENCILED LETTERS WITH DIRECTIONAL FLOW ARROW 1.11.2.2. STENCIL OVER FINAL FINISH ONLY STENCIL OVER FINAL FINISH ONLY 1.11.3. IDENTIFY MEDIUM IN PIPING WITH MARKERS OR STENCILS SHOWING IDENTIFY MEDIUM IN PIPING WITH MARKERS OR STENCILS SHOWING NAME AND SERVICE INCLUDING TEMPERATURE, PRESSURE, AND DIRECTIONAL FLOW ARROWS WHERE RELEVANT. 1.12. STANDARDS OF ACCEPTANCE STANDARDS OF ACCEPTANCE 1.12.1. ALL EQUIPMENT MANUFACTURERS LISTED FORM THE STANDARD OF ALL EQUIPMENT MANUFACTURERS LISTED FORM THE STANDARD OF ACCEPTANCE FOR THE EQUIPMENT REQUIRED.  ALTERNATE EQUIPMENT MAY BE SUBSTITUTED ONLY AFTER RECEIVING APPROVED EQUAL STATUS FROM ENGINEER DURING TENDER PROCESS ONLY.  PROVIDE SHOP DRAWINGS ON ALL MAJOR EQUIPMENT PRIOR TO ORDERING ANY EQUIPMENT.  IF ALTERNATE EQUIPMENT IS APPROVED BY ENGINEER ALL COSTS ASSOCIATED WITH ANY REQUIRED MODIFICATIONS, CHANGES, ETC TO USE THE ALTERNATE EQUIPMENT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 1.13. CLEANING AND FINAL ADJUSTMENT CLEANING AND FINAL ADJUSTMENT 1.13.1. BALANCE AND ADJUST ALL SYSTEMS AND EACH PIECE OF EQUIPMENT BALANCE AND ADJUST ALL SYSTEMS AND EACH PIECE OF EQUIPMENT TO OPERATE EFFICIENTLY. 1.14. CUTTING AND PATCHING CUTTING AND PATCHING 1.14.1. ALL CUTTING AND PATCHING WILL BE THE RESPONSIBILITY OF THIS ALL CUTTING AND PATCHING WILL BE THE RESPONSIBILITY OF THIS CONTRACTOR. 1.15. EXCAVATION AND BACKFILLING EXCAVATION AND BACKFILLING 1.15.1. ALL EXCAVATION AND BACKFILLING WILL BE THE RESPONSIBILITY OF ALL EXCAVATION AND BACKFILLING WILL BE THE RESPONSIBILITY OF THIS CONTRACTOR. 1.16. PROTECTION OF OPENINGS PROTECTION OF OPENINGS 1.16.1. PROTECT EQUIPMENT, SYSTEM OPENINGS INCLUDING ROUGH-IN PROTECT EQUIPMENT, SYSTEM OPENINGS INCLUDING ROUGH-IN PLUMBING FROM DIRT, DUST AND OTHER FOREIGN MATERIALS WITH MATERIALS COMPATIBLE TO THE SYSTEM. 2. INSULATION INSULATION 2.1. PIPING PIPING 2.1.1. PROVIDE 1" INSULATION TO ALL PIPING, VALVES AND FITTINGS FOR ALL PROVIDE 1" INSULATION TO ALL PIPING, VALVES AND FITTINGS FOR ALL HEATING WATER AND DOMESTIC COLD AND HOT WATER. 2.1.1.1. STANDARD OF ACCEPTANCE:  STANDARD OF ACCEPTANCE:  2.1.1.1.1. RIGID PIPE: MANSON ALLEY K APT, OWENS CORNING, OWENS RIGID PIPE: MANSON ALLEY K APT, OWENS CORNING, OWENS CORNING VAPOURWICK, MANVILLE MICRO LOK, KNAUF 2.1.2. APPLY INSULATION AFTER REQUIRED TESTS HAVE BEEN COMPLETED AND APPLY INSULATION AFTER REQUIRED TESTS HAVE BEEN COMPLETED AND APPROVED BY ENGINEER. INSULATION AND SURFACES SHALL BE CLEAN AND DRY WHEN INSTALLED AND DURING APPLICATION OF ANY FINISH. 2.1.3. INSULATION IS NOT REQUIRED FOR: INSULATION IS NOT REQUIRED FOR: 2.1.3.1. CHROME-PLATED PIPING, FLANGES AND VALVE BONNETS ON CHROME-PLATED PIPING, FLANGES AND VALVE BONNETS ON DOMESTIC HOT AND COLD WATER SERVICES, EXCEPT AS REQUIRED BY CODE. 2.1.3.2. SANITARY DRAINAGE PIPING SANITARY DRAINAGE PIPING 2.2. DUCTWORK DUCTWORK 2.2.1. PROVIDE 1" THICK FIBERGLASS DUCT INSULATION c/w FACTORY APPLIED PROVIDE 1" THICK FIBERGLASS DUCT INSULATION c/w FACTORY APPLIED FOIL SCRIM-KRAFT VAPOR JACKET ON ALL EXHAUST DUCTWORK 10 FT IN FROM EXTERIOR WALL. 3. PLUMBING PLUMBING 3.1. GENERAL GENERAL 3.1.1. ALL WORK TO BE COMPLETED IN ACCORDANCE WITH NBC, CPC, AND ALL WORK TO BE COMPLETED IN ACCORDANCE WITH NBC, CPC, AND AUTHORITIES HAVING JURISDICTION. PIPING TO BE INSTALLED TO ALLOW FOR COMPLETE DRAINAGE AND WINTERIZATION OF SYSTEMS. 3.2. PIPING PIPING 3.2.1. SANITARY PIPING TO BE PVC PLASTIC, SLOPED AT 1/8" TO 1'-0". SANITARY PIPING TO BE PVC PLASTIC, SLOPED AT 1/8" TO 1'-0". 3.2.1. DRAINAGE AND VENTS - TYPE L COPPER DRAINAGE AND VENTS - TYPE L COPPER 3.2.2. WATER ABOVE GRADE - TYPE L COPPER WATER ABOVE GRADE - TYPE L COPPER 3.3. HANGERS HANGERS 3.3.1. CLEVIS TYPE WITH THREADED RODS. CLEVIS TYPE WITH THREADED RODS. 3.4. SPECIALTIES SPECIALTIES 3.4.1. FUNNEL FLOOR DRAINS FUNNEL FLOOR DRAINS 3.4.1.1. ZURN #ZN451BF. ZURN #ZN451BF. 3.4.2. FROST PROOF HOSE BIB FROST PROOF HOSE BIB 3.4.2.1. ZURN #Z1321 ZURN #Z1321 3.5. VALVES VALVES 3.5.1. DOMESTIC WATER - JENKINS FIG. 901A OR FIG. 902A DOMESTIC WATER - JENKINS FIG. 901A OR FIG. 902A 3.6. WATER SUPPLY WELL  WATER SUPPLY WELL  3.6.1. GENERAL GENERAL 3.6.1.1. REUSE EXISTING WELL, WELL PUMP AND CASING.  REUSE EXISTING WELL, WELL PUMP AND CASING.  3.6.2. PERMITS AND CERTIFICATES PERMITS AND CERTIFICATES 3.6.2.1. PROVIDE ALL PERMITS, CERTIFICATES AND CONFORM TO ALL PROVIDE ALL PERMITS, CERTIFICATES AND CONFORM TO ALL REGULATIONS IN PROVIDING AND FITTING UP THE WELL. 3.6.3. REPORTS REPORTS 3.6.3.1. ON COMPLETION OF WORK, SUBMIT TO ENGINEER REPORT ON COMPLETION OF WORK, SUBMIT TO ENGINEER REPORT CONTAINING: 3.6.3.1.1. RESULTS OF TESTING OF WATER SAMPLE FOR SUSPENDED RESULTS OF TESTING OF WATER SAMPLE FOR SUSPENDED SOLIDS, CHEMICALS AND BACTERIOLOGICAL CONTENT.  4. HEATING HEATING 4.1. MINI-SPLIT HEAT PUMP MINI-SPLIT HEAT PUMP 4.1.1. PER SCHEDULE - INSTALLED PER MANUFACTURER'S INSTRUCTION. PER SCHEDULE - INSTALLED PER MANUFACTURER'S INSTRUCTION. 4.2. BASEBOARD HEATERS BASEBOARD HEATERS 4.2.1. BY DIVISION 26 BY DIVISION 26 5. VENTILATION VENTILATION 5.1. GENERAL GENERAL 5.1.1. ALL DUCTWORK AND HANGERS SHALL BE CONSTRUCTED TO SMACNA ALL DUCTWORK AND HANGERS SHALL BE CONSTRUCTED TO SMACNA STANDARDS BASED ON 2" SP. IN DUCTS. DUCTWORK TO BE SEALED TO SMACNA CLASS "A" STANDARDS.  
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1. ALL WORK SHALL BE PERFORMED TO LATEST EDITION OF ALL WORK SHALL BE PERFORMED TO LATEST EDITION OF THE NATIONAL PLUMBING CODE AND ALL AUTHORITIES HAVING JURISDICTION (A.H.J.).  PROVIDE FOR ALL TESTS, PERMITS, FEES AND INSPECTIONS REQUIRED BY A.H.J. 2.  PROVIDE VENTING TO LATEST EDITION OF NATIONAL  PROVIDE VENTING TO LATEST EDITION OF NATIONAL PLUMBING CODE.  COORDINATE WITH BUILDING CONTRACTOR. 3. SLOPE ALL SANITARY 1/8" TO 1'-0" UNLESS OTHERWISE SLOPE ALL SANITARY 1/8" TO 1'-0" UNLESS OTHERWISE NOTED.  4. ALL SANITARY PIPING TO BE ABS. ALL EXPOSED VISIBLE ALL SANITARY PIPING TO BE ABS. ALL EXPOSED VISIBLE PIPING TO BE CHROME. 5. ALL DCW AND DHW TO BE COPPER TYPE L, UNLESS ALL DCW AND DHW TO BE COPPER TYPE L, UNLESS OTHERWISE NOTED. INSULATE ALL COPPER LINES WITH 1" INSULATION. 6. CONNECT TO FIXTURES AS PER PLUMBING SCHEDULE, CONNECT TO FIXTURES AS PER PLUMBING SCHEDULE, THIS PAGE.  PROVIDE STOPS AT ALL PLUMBING FIXTURES.  7. ALL DOMESTIC WATER PIPING TO BE HYDRAULICALLY ALL DOMESTIC WATER PIPING TO BE HYDRAULICALLY PRESSURE TESTED TO 150 PSI AND HELD WITH OUT PRESSURE LOSS FOR 4 HOURS. TEST PROCEDURE TO BE APPROVED, WITNESSED AND SIGNED OFF BY ENGINEER OR OWNER REPRESENTATIVE. 8. ALL DOMESTIC WATER PIPING TO BE FLUSHED, ALL DOMESTIC WATER PIPING TO BE FLUSHED, DISINFECTED, RINSED AND TESTED TO THE REQUIREMENTS OF LOCAL CODES AND ENGINEER OR OWNER REPRESENTATIVE. PROCEDURE TO BE APPROVED AND TEST WITNESSED AND SIGNED OFF BY ENGINEER OR OWNER REPRESENTATIVE. 9. ALL SANITARY PIPING TO BE HYDRAULICALLY TESTED ALL SANITARY PIPING TO BE HYDRAULICALLY TESTED PRIOR TO BACK FILLING OR OTHERWISE BUILT IN. PROCEDURE TO BE APPROVED AND TEST WITNESSED AND SIGNED OFF BY ENGINEER OR OWNER REPRESENTATIVE. 10. ALL FIXTURE GROUPS TO HAVE ISOLATION BALL VALVES ALL FIXTURE GROUPS TO HAVE ISOLATION BALL VALVES INSTALLED. PROVIDE 1/4 TURN CHROME ANGLE STOP VALVE AT EACH CONNECTION TO FIXTURES. PROVIDE ACCESS HATCHES WHERE REQ'D. 11. LEAVING SANITARY LOCATIONS, INVERTS, CONDITIONS, LEAVING SANITARY LOCATIONS, INVERTS, CONDITIONS, AVAILABLE GRADE AND DIRECTION OF FLOW SHALL BE VERIFIED ON SITE BY THIS CONTRACTOR BEFORE ANY PLUMBING IS STARTED. 12. INCOMING WATER LOCATIONS AND CONDITIONS SHALL BE INCOMING WATER LOCATIONS AND CONDITIONS SHALL BE VERIFIED ONSITE BY THIS CONTRACTOR BEFORE ANY PLUMBING IS STARTED. 13. SLOPE ALL DOMESTIC HOT AND COLD WATER LINES FOR SLOPE ALL DOMESTIC HOT AND COLD WATER LINES FOR SEASONAL DRAINAGE.   14. SHOP DRAWINGS, MATERIAL AND EQUIPMENT LISTS TO BE SHOP DRAWINGS, MATERIAL AND EQUIPMENT LISTS TO BE PROVIDED FOR ALL VALVES, FIXTURES, HANGERS, PIPING, FITTINGS, MATERIALS AND EQUIPMENT. ALL MATERIALS AND EQUIPMENT TO BE APPROVED BY ENGINEER OR OWNER REPRESENTATIVE PRIOR TO ORDERING MATERIALS OR COMMENCEMENT OF WORK.  15. ALL FIXTURES SHALL BE INSTALLED AS PER ALL FIXTURES SHALL BE INSTALLED AS PER MANUFACTURERS RECOMMENDATIONS. 16. PROVIDE TRAP PRIMER FUNNEL FLOOR DRAIN AS PROVIDE TRAP PRIMER FUNNEL FLOOR DRAIN AS REQUIRED BY NPC AND AHJ. 17. ALL DOMESTIC PIPE SIZES SHOWN ARE BASED ON ALL DOMESTIC PIPE SIZES SHOWN ARE BASED ON STANDARD COPPER PIPE. 
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