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NUMBER

DISCIPLINE
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SASK. REG. No.

PROFESSIONAL SEALS

SECTION 1

SCALE: 1: 500

SECTION 2

SCALE: 1: 1000

HERZOG LAKE

NOTES:

1. BLADE AND PREPARE TOP 150 mm OF EXISTING SUBGRADE. REMOVE UNSUITABLE MATERIALS

FOUND DURING WORK.

2. GEOTEXTILE MATERIAL AS INDICATED IN 31 32 21 GEOTEXTILES.

3. GRANULAR PIT RUN MATERIAL AS INDICATED IN 32 11 16.

4. TRAFFIC GRAVEL AS INDICATED IN 32 10 00.
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SECTION

2

-

COOKSON ROAD SURFACING

NTS

NOTES:

1. BLADE AND PREPARE TOP 150 mm OF EXISTING SUBGRADE. REMOVE UNSUITABLE MATERIALS

FOUND DURING WORK.

2. GEOTEXTILE MATERIAL AS INDICATED IN 31 32 21 GEOTEXTILES.

3. GRANULAR PIT RUN MATERIAL AS INDICATED IN 32 11 16.

4. TRAFFIC GRAVEL AS INDICATED IN 32 10 00.
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GEOTEXTILE, AS REQUIRED

SECTION

1

-

COOKSON ROAD SURFACING

NTS

GRANULAR PIT RUN MATERIAL

DEPTH = 300 mm

COMPACTED AND PREPARED SUBGRADE

DEPTH = 150 mm

EXISTING EMBANKMENT

EXISTING GROUND

DITCHES TO BE CONSTRUCTED

 AS SHOWN IN
2

-

SEGMENT LENGTH = 120 m

SEGMENT LENGTH = 300 m

TRAFFIC GRAVEL DEPTH = 50 mm

GEOTEXTILE, AS REQUIRED

GRANULAR PIT RUN MATERIAL

DEPTH = 300 mm

COMPACTED AND PREPARED SUBGRADE

DEPTH = 150 mm

TRAFFIC GRAVEL DEPTH = 50 mm
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SECTION 3

SCALE: 1: 500

SECTION 4

SCALE: 1: 500

DITCHES TO BE CONSTRUCTED

 AS SHOWN IN
1

-

DITCHES TO BE CONSTRUCTED

 AS SHOWN IN
1

-

SEGMENT LENGTH = 100 m

SEGMENT LENGTH = 40 m

NOTES:

1. BLADE AND PREPARE TOP 150 mm OF EXISTING SUBGRADE. REMOVE UNSUITABLE MATERIALS

FOUND DURING WORK.

2. GEOTEXTILE MATERIAL AS INDICATED IN 31 32 21 GEOTEXTILES.

3. GRANULAR PIT RUN MATERIAL AS INDICATED IN 32 11 16.

4. TRAFFIC GRAVEL AS INDICATED IN 32 10 00.
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SECTION 5

SCALE: 1: 500

DITCHES TO BE CONSTRUCTED

 AS SHOWN IN
1

-

SEGMENT LENGTH = 25 m

NOTES:

1. BLADE AND PREPARE TOP 150 mm OF EXISTING SUBGRADE. REMOVE UNSUITABLE MATERIALS

FOUND DURING WORK.

2. GEOTEXTILE MATERIAL AS INDICATED IN 31 32 21 GEOTEXTILES.

3. GRANULAR PIT RUN MATERIAL AS INDICATED IN 32 11 16.

4. TRAFFIC GRAVEL AS INDICATED IN 32 10 00.
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