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Plant List 

Qty. I Svmbol I Common Name 

Deciduous Trees 

1 AS Sugar Maple 
1 QR Red Oak 

Coniferous Trees 
4 PG I White Spruce 

Shrubs 
33 I Rw I Woods Rose 

Bank Restoration Plant List 

Botanical Name 

Acer saccharum 
Quercus rubra 

Picea glauca 

Rosa woodsii 

Size 

W .B. I 60mm cal. 
W .B. I 60mm cal. 

W .B. I 40mm cal. 

3 gaL (45-70cm ht.) 

\_.--- -------~ ------- ) ~ 
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Randomly miK species in bank restoration areas per det aill/L003 
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Whips + Live Stakes 
.. .. Sugar Maple 
.. .. White Birch/ Paper Birch 

\ \ \ 
\ _) 

\_....--------\ ~-v~"' ~ 

.. .. Yellow Birch 

.. .. Blue Beech 

Shrubs 
.. ,, New Jersey Tea 
.. Dl Bush Honeysuckle 
.. Mp Northern Bayberry 
.. p, Sulfur Cinquefoil 
.. Rt Staghorn Sumac 

- \ \(lot) :!':x:~~~~~~~N1RED '2.-:,'":J ---:r:...-_...---
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AREA TO REMAIN UNDISTURBED 
DURING CONSTRUCTION. REPAIR/ 

REINSTATE WITH SOD AS 
REQUIRED (TYP). 

.. 

.. 

.. 

.. 

Rp Swamp Rose 

Rw Woods Rose 

So Meadowsweet Spiraea 

5I Snowberry 

1:400 

APPROXIMATE EXTENT OF 
SHORELINE 

L___DISTURBANCE/RESTORATION. 
REFER TO ENGINEERING 
DRAWINGS FOR STRUCTURAL/ 
MATERIAL INFORMATION (TYP) 

RESTORE ALL DISTURBED 
LANDS WITH SEEDING AS---' 

SPECIFIED (TYP) 

PROTECT EXISTING HAZARD 
WARNING SIGN (TYP)----' 

· -

WATER MANAGEMENT AREA AND OUTFLOW 
LOCATION. THIS LAND IS WITHIN KNOWN 
WHIPPOORWILL CRITICAL HABITAT. WORK 

SCHEDULE AND EXACT LIMIT OF 
DISTURBANCE TO BE CONFIRMED. 

ALL DISTURBED LANDS TO BE RESTORED. 
WORK IN THIS AREA TO BE SCHEDULED!~/ 

~~~lli 

RESTORE ALL SLOPED 
LANDS WITH SEEDING--..... 

AS SPECIFIED (TYP) 

SODDING AS 
SPECIFIED (TYP) 

,~..o'll 

(;;;' 

FXISTING ACCESS 
REQUIRED, TYP. 

/(, !~ ~ STONE SEATING (TYP) 

L 0 C K 

I ~ 

---~ 

TALBOT RIVER 

3 8 

~ LOCKABLE PEDESTRIAN 
- GATE, BY OTHERS (TYP) 

APPROXIMATE LOCATION OF PROPOSED 
DATE STAMP (BY OTHERS) 

APPROXIMATE LOCATION 
WATER LEVEL GAUGE 

BY OTHERS) 

TEMPORARY PROTECTIVE 
-_ ___ rr"CING DURING CONSTRUCTION 

REINSTATE EXISTING ROCK 
PER ENGINEERING 

DRAWINGS AND SPEC. (TYP) 

PROTECT EXISTING HAZARD 
~WARNING SIGN (TYP) 

SAFETY BOOM AND 
LINE 

(BY OTHERS) 

APPROXIMATE EXTENT OF 
SHORELINE 
DISTURBANCE/RESTORATION. 

TO ENGINEERING 
DRAWINGS FOR STRUCTURAL/ 
MATERIAL INFORMATION (TYP) 

LOCKABLE 
PEDESTRIAN 

BY 
OTHERS (TYP) 

/'\ 
\ B'ANK RESTdJu TION 

.,.-r· ) \ 
RESTORATION 

Perennials 
.. .. Canada Anemone 
.. .. Common Milkweed 
.. .. Spotted Joe-Pye Weed 

Ea rly Goldenrod 
.. .. New England Aster 

Woodland Restorat ion Plant list 

--------\ 

------\.....------ \ 
) 
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-------
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EXISTING (BUTIERNUT) TREES TAGGED ON SITE IN 
~THIS GENERAL LOCATION TO BE RELOCATED TO 

LOC~:UD~::~:B:~RE:::: :~~::ROVIDED. 
m., ;--PLANTED~BE SEEDED (TYP) ( 

TALBOT RIVER 
\.-www/ (TOTAL 110Ssq.m} 

,~..o'll 

(;;;' 

---

0 5 10 20 40rn 

' 

APPROXIMATE EXTENT OF 
RIP RAP/ STRUCTURAL SHORE_"' 

EDGE (BY OTHERS). REFER TO 
ENGINEERING DRAWINGS (TYP) 

APPROXIMATE EXTENT OF SHORELINE 
DISTURBANCE/RESTORATION. REFER TO ENGINEERING--------.. 

DRAWINGS FOR STRUCTURAL/ MATERIAL INFORMATION (TYP) 

\. -w~ / FENCING, AS REQUIRED 

\ 

\ \ 

/ 

~'(../ 
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~ 

\ 

\ 

-------

NOTE: APPLY LANDSCAPE RESTORATION OVER ALL 
ED LANDS AS IDENTIFIED AND AS REQUIRED. 

THIS INCLUDES NON-GRUBBED LOCATIONS SUCH AS 
STUMPS AND ROOTS. \ 

\ \ 
~ \ \ 

TEMPORARY PRIVACY CONSTRUCTION 
FENCING THIS SIDE 

\ 5"'\ / \ \ 
// ) \...----"" 

(" / 
/ 

\ / 
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-.__LOCKABLE GATE, 
DV OTHERS (TYP) 

\ 
\ 

~ - ~GRANULAR PATH 
/ 

1 
nM I SERVICE ACCESS 

NEW PERMANENT FENCE, 
SEE ENGINEERING 

FOR FENCE 
DETAIL (TYP) 

LOCKABLE GATE, 
OTHERS (TYP) 

'01''-'- ~'-"'"-· 

-------

-

Acer saccharum 60-lOOcm ht . 

Betula papyrifera 60- lOOcm ht . 

Betula allegheniensis 6D-100cm ht. 
Carpinus carolln iana 60- lOOcm ht . 

Ceanothus americanus 3 gal. (45 70cm ht.) 

Diervilla lonicera 3 gal. (45-70cm ht.) 

Myrica pennsylvanica 3 gal. (45-70cm ht.) 

Potentilla recta 3 gal. (45-70cm ht.) 

Rhus typhina 3 gal. (45-70cm ht.) 

Rosa alustris 3 gal. (4S-70cm ht.) 

Rosa woodsii 3 gal. (45-70cm ht.) 

Spiraea alba 3 gal. (45-70cm ht.) 

Sym horicarpus albus 3 gal. (45-70cm ht.) 

Anemone canadensis .. 

Asclepias syriaca .. 

Eutrochium maculatum .. 

Solidago juncea 

Symphyotrichum novae- angliae .. 

\ 
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TERRASEED AREA 

BANK RESTORATION 

WOODLAND RESTORATION 

PROPOSED ACCESS 
PATH/ ROAD 

TOPOGRAPHY 

PROPERTY LINE 

SHORELINE 

FENCE/ RAILING 
(PERMANENT) 

FENCE (TEMPORARY) 

PROPOSED TREE AND 
SHRUB PLANTING 
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CANOPY DENSITY AND 
LEAF COLOUR MUST BE 

CHARACTERISTIC OF 
SPECIES. TREE MUST 

HAVE COMPLETE BRANCH 
DEVELOPMENT, 

>1GOROUS FOLIAGE AND 
A FORM WHICH IS 

SATISFACTORY TO THE 
LANDSCAPE ARCHITECT 

2 WOOD STAKES Willi A 
MINIMUM LENGTH OF 

2400mm 

ONE STAKE TO BE 
PLACED ON SIDE OF 

PREVAILING WIND. 
PLACE OTHER STAKE 

OPPOSITE. REMOVE TREE 
STAKES AT END OF 

WARRANTY PERIOD 

TREE PIT TO BE 
EXCAVATED TO A DEPTH 

AS TO ALLOW ROOT 
CROWN TO BE SET 

50mm ABOVE GRADE 

ri---,~~~~~~~~~~~- ONE UNPRUNED CENTRAL LEADER. REMOVE 
ANY BROKEN, DEAD OR DISEASED 
BRANCHES ACCORDING TO STANDARD 
HORTICULTURAL PRACTICES. 

BURLAP STRIP WRAPPING-TREES TO 
ARRIVE WRAPPED, REMOVE UPON 
COMPLETION OF PLANTING OR AS 
DIRECTED BY LANDSCAPE ARCHITECT. 

ARBORTIE, REFER TO STAKING DETAIL 7 
BELOW 

600mm FLEXIBLE PLASTIC RODENT 
COLLAR, REFER TO DETAIL 7 BELOW 

MAINTAIN 150mm SPACE BETWEEN TRUNK 
AND EDGE OF MULCH 

TOP 1/3 WIRE AND BURLAP TO BE CUT 
AND REMOVED FROM ROOTBALL. DISPOSE 
OF OFF SITE. ENSURE THAT ROOTBALL IS 
FIRM AND SECURE. IF BURLAP IS 
PRESSURE-TREATED, REMOVE ALL 

150mm DEPTH SHREDDED BARK MULCH 
COVER OR 50-75mm DEPTH HYDROSEED 

PLANTING SOIL, REFER TO NOTES AND 
SPECIFICATIONS FOR DEPTH 

100mm MIN. DEPTH SOIL SAUCER SIDE 

~ ~ ~ SLOPES NOT TO EXCEED 5o1 

. . . > ORIGINAL GRADE 

.t~:::==++++~~'f/-- CONTINUOUS PLANTING BED OR PLANTING 

BACKFILL WITH NATIVE I~WIJiliili~IJII~~ PIT, PREFERRED MINIMUM WIDTH 3X THE SOIL ROOTBALL WIDTH, BACKFILL WITH NATIVE 
SOIL 

.;:&+\4-~"iJ'--~- SCARIFY SIDES AND BOTIOM OF 
UNDISTURBED SOIL 7 AvA ' .... A /X"V.- PLANTING PIT TO A DEPTH OF SOmm (2 

NOTE So 
INCHES). GLAZED SIDES ARE NOT 
ACCEPTABLE 

)0 

];," ~ 

ARBORTIE, REFER TO DETAIL 7 BELOW 

2 WOOD STAKES WITH A MINIMUM LENGTH 
OF 2400mm. ONE STAKE TO BE PLACED 
ON SIDE OF PREVAIUNG WIND. PLACE 
OTHER STAKE OPPOSITE. REMOVE TREE 
STAKES AT END OF WARRANTY PERIOD 

600mm FLEXIBLE PLASTIC RODENT 
COLLAR, REFER TO DETAIL 7 BELOW 

MAINTAIN 150mm SPACE BETWEEN TRUNK 
AND EDGE OF MULCH 

TREE PIT TO BE EXCAVATED TO A DEPTH 
AS TO ALLOW ROOT CROWN TO BE SET 
50mm ABOVE GRADE 

150mm DEPTH SHREDDED BARK MULCH 
COVER OR 50-75mm DEPTH HYDROSEED 

PLANTING SOIL, REFER TO NOTES AND 
SPECIFICATIONS FOR DEPTH 

/~ /~7""'>=-rtFf~--t~~~;:--- 1 DOmm MIN. DEPTH SOIL SAUCER SIDE 
:: ' SLOPES NOT TO EXCEED 5o 1 

J7'r&'PJ>-- ORIGINAL GRADE 

----'1--~H-H""'~""'---~- TOP 1/3 WIRE AND BURLAP TO BE CUT 
AND REMOVED FROM ROOTBALL DISPOSE 

l~BS~~~~~~Bili$m oF OFF SITE. ENSURE THAT ROOTBALL 1s ~...,?'-~ FIRM AND SECURE. IF BURLAP IS 
PRESSURE-TREATED, REMOVE ALL 

V> l II 
,y~ "' UNDISTURBED SOIL 

NOTES: 

1. KEEP ROOTB.ALLS EVENLY MOIST PRIOR TO PLANTING. HEEL IN WITH SOIL OR 
MULCH IF TO REMAIN ON SITE ~ORE THAN THREE HOURS. COVER ANY 
LEAFED-OUT PLANT STOCK WHILE IN TRANSIT OR TEMPORARY STORAGE. 

2. ALL ROOT BALLS ARE TO BE SCARIFIED PRIOR TO SETTING IN GROUND. 
3. PLANT MATERIAL SHALL BE SET PLUMB IN THE CENTRE OF THE PIT AND IN A 

VERTICAL POSITION IN THE SAME RELATION TO GRADE AS ORIGINALLY GROWN. 
SITUATE Willi BEST SIDE TOWARD VIEW. 

CONTINUOUS PLANTING BED OR PLANTING 
PIT, PREFERRED MINIMUM WIDTH 3X THE 
ROOTBALL WIDTH, BACKFILL WITH NATIVE 
SOIL 

SCARIFY SIDES AND BOTTOM OF 
PLANTING PIT TO A DEPTH OF 50mm (2 
INCHES). GLAZED SIDES ARE NOT 
ACCEPTABLE 

" 

• STAKE LAYOUT "b'T---~~~~~~~~~~~- DO NOT CUT OR PRUNE LEADER 

NO. 10 GALVANIZED 
WIRE 

TREE PIT TO BE 
EXCAVATED TO A DEPTH 

AS TO ALLOW ROOT 
CROWN TO BE SET 

50mm ABOVE GRADE 

MUST HAVE SINGLE, UNDAMAGED LEADER ALL OTHERS 
WILL BE REJECTED 

25 mm BIODEGRADABLE FABRIC ON All .3 
SUPPORTS TO PROTECT TREE FROM DAMAGE 

600mm FLEXIBLE PLASTIC RODENT COLLAR, REFER 
TO DETAIL 7 BELOW 

MAINTAIN 150mm SPACE BETWEEN TRUNK AND EDGE 
OF MULCH 

TOP 1/3 WIRE AND BURLAP TO BE CUT AND 
REMOVED FROM ROOTBALL. DISPOSE OF OFF SITE. 
ENSURE THAT ROOTBALL IS FIRM AND SECURE. IF 
BURLAP IS PRESSURE-TREATED, REMOVE ALL 

SPANNFIX WIRE TIGHTENERS OR APPROVED 
EQUIVALENT 

150mm DEPTI-l SHREDDED BARK MULCH COVER OR 
50-75mm DEPTH HYDROSEED OR TERRASEED 

PLANTING SOIL, REFER TO NOTES AND 
SPECIFICATIONS FOR DEPTH 

FLUORESCENT ORANGE SURVEY TAPE 

600 mm WOODEN STAKE 

PIT, PREFERRED MINIMUM WIDTH 3X THE 
ROOTBALL WIDTH, BACKFILL WITH NATWE 
SOIL 

SCARIFY SIDES AND BOTIOM OF PLANTING 
PIT TO A DEPTH OF 50mm (2 INCHES). 
GLAZED SlOES ARE NOT ACCEPTABLE 

«:'z<~~~~«<«<«<«<«<%~««<J UNDISTURBED SOIL >'/>>'/ -OZ"-'i/>i/>i/>i/>Y 
1. KEEP ROOTBAL..LS EVENLY MOIST PRIOR TO PLANTING. HEEL IN WITH SOIL OR MULCH IF TO REMAIN ON SITE MORE THAN THREE HOURS. COVER ANY 

LEAFED-OUT PLANT STOCK WHILE IN TRANSIT OR TEMPORARY STORAGE. 

3. LIGHTLY TAMP SOIL WHEN BACKFIUJNG TO ELIMINATE AIR POCKETS AND 
PREVENT SETTLING. 

4. IN AREAS OF HEAVILY COMPACTED SOILS, MAXIMUM OF j OF PLANTING BED 

1. KEEP ROOTBALLS EVENLY MOIST PRIOR TO PLANTING. HEEL IN WITH SOIL OR MULCH IF TO REMAIN ON SITE MORE TI-lAN THREE HOURS. COVER 
ANY LEAFED-OUT PLANT STOCK WHILE IN TRANSIT OR TEMPORARY STORAGE. 

2. ALL ROOT BALLS ARE TO BE SCARIFIED PRIOR TO SETTING IN GROUND. 
3. PLANT MATERIAL SHALL BE SET PLUMB IN THE CENTRE OF THE PIT AND IN A VERTICAL POSITION IN THE SAME RELATION TO GRADE AS ORIGINALLY 

GROWN. SITUATE WITH BEST SIDE TOWARD VIEW. 
3. LIGHTLY TAMP SOIL WHEN BACKFILLING TO ELIMINATE AIR POCKETS AND PREVENT SETTLING. 
4. IN AREAS OF HEAVILY COMPACTED SOILS, MAXIMUM OF ~ OF PLANTING BED DEPTH CAN BE ABOVE GRADE. 
5. INSTALL RODENT CONTROL MEASURES PS SPECIFIED AND WATER PLANT MATERIAL IMMEDIATELY FOLLOWING PLANTING TO SATURATE GROUND TO ROOT 

DEPTH. 
6. HEAVILY SHEARED STOCK WILL BE REJECTED. 

DEPTH CAN BE ABOVE GRADE. 
5. INSTALL RODENT CONTROL MEASURES AS SPECIFlED AND WATER PLANT 

MATERIAL IMMEDIATELY FOLLOWING PLANTING TO SATURATE GROUND TO ROOT 
DEPTH. 

6. TREES LESS THAN 125 em HEIGHT DO NOT HAVE TO BE STAKED AND GUYED. 
7. HEAVILY SHEARED STOCK WILL BE REJECTED. 

2. ALL ROOT BALLS ARE TO BE SCARIFIED PRIOR TO SETTING IN GROUND. 
3. Pl...ANT MATERIAL SHALL BE SET PLUMB IN THE CENTRE OF THE PIT AND IN A VERTICAL POSITION IN THE SAME RELATION TO GRADE PS 

ORIGINALLY GROWN. SITUATE WITH BEST SIDE TOWARD VIEW. 
3. LIGHTLY TAMP SOIL WHEN BACKFILLING TO ELIMINATE AIR POCKETS AND PREVENT SETTLING. 
4. IN AREAS OF HEAVILY COMPACTED SOILS, MAXIMUM OF ! OF PLANTING BED DEPTH CAN BE ABOVE GRADE. 
5. INSTALL RODENT CONTROL MEASURES AS SPECIFIED AND WATER PLANT MATERIAL IMMEDIATELY FOLLOWING PLANTING TO SATURATE GROUND TO 

ROOT DEPTH. 
6. TREES LESS THAN 125 em HEIGHT DO NOT HAVE TO BE STAKED AND GUYED. 
7. HEAVILY SHEARED STOCK WILL BE REJECTED. 

~ DECIDUOUS TREE PLANTING 
~ N~ 

~ MUL TISTEM TREE PLANTING 
00 NTS 

~ CONIFEROUS TREE PLANTING 
00 NTS 

NOTES 

1. MAXIMUM SLOPE ON WHICH PIT CAN BE 
EXCAVATED IS 2o1 

2. SEE lYPICAL CONIFEROUS AND 
DECIDUOUS TREE PLANTING DErAILS FOR 
ADDITIONAL PLANTING REQUIREMENTS AND 
NOTES 

1 OOmm MIN. DEPTH 
SOIL SAUCER SIDE 

SLOPES NOT TO EXCEED 
5o1, BERM DOWNHILL 

SIDE ONLY 

• 

' 
ARBORTIE, REFER TO DETAIL 7 
BELOW 

600mm FLEXIBLE PLASTIC 
RODENT COLLAR, REFER TO 
DETAIL 7 BELOW 

MAINTAIN 150mm SPACE 
BETWEEN TRUNK AND EDGE OF 
~ULCH 

150mm DEPTH SHREDDED BARK 
MULCH COVER OR 50-75mm 
DEPlli HYDROSEED 

PLANTING SOIL, REFER TO 
NOTES AND SPECIFICATIONS FOR 
DEPlli 

ORIGINAL GRADE 

CONTINUOUS PLANTING BED OR 
PLANTING PIT, PREFERRED 
~INIMUM WIDTH 3X THE 
ROOTBALL WIDTH, BACKFILL WITH 
NATIVE SOIL 

y(.' :::l UNDISTURBED SOIL 

'- ~l(,'', ~ SCARIFY SIDES AND BOTIOM OF 
\.)/~/)..\ PLANTING PIT TO A DEPTH OF 
' ' ' 50mm (2 INCHES). GLAZED 

SIDES ARE NOT ACCEPTABLE 

(4\ TREE PLANTING ON SLOPE 
~ 

ELEVATION 

c::<-----. TREE GUARD DETAIL 

600mm MIN FLEXIBLE PLASTIC 
RODENT COLLAR (TREE GUARD) 

NOTESo 
1. SPECIFIED ARBORTIE (DR APPROVED EQUIVALENT) 

GREEN STAKING AND GUYING MATERIAL IS TO BE FLAT 
WOVEN POLYPROPYLENE MATERIAL. 3/~" (19.D5MM) 
WIDE 

2. ARBORTIE (OR APPROVED EQUIVALENT) SHALL BE 
FASTENED TO STAKES IN A MANNER WHICH PERMITS 
TREE MOVEMENT AND SUPPORTS THE TREE. 

3. ALL DIMENSIONS ARE IN MILLIMErERS OR METRES 
UNLESS OTHERWISE SPECIFIED. 

PLAN 

0 

\: FOLD ENDS OF ARBORTIE BACK. SECURE TO 
STAKE WITH 1" GALVANIZED ROOFlNG NAIL 
OR USE A KNOT. 

1. ONLY TREES OF 60mm CALIPER AND ABOVE TO RECEIVE STAKE 
2. ALL TREE SUPPORT TIES TO BE MONITORED DURING THE WARRANJY PERIOD TO ENSURE NO BARK DAMANGE OR 

GIRDLING 
3. ALL SUPPORTS AND STAKES SHALL BE REMOVED AFTER ONE YEAR 

7 TYPICAL BIODEGRADABLE SUPPORT & STAKE 
LOO 

NTS 

NTS 

• 

....---4-------- STONE SEATING; ARMORSTONE OR 
APPROVED EQUAL, lYP. 

I 
i' "':-.. FINISHED GRADE, TYP. 

«~ -. · - . 150mm GRANULAR "AD '-'>>0 »/»/ COMPACTED TO 1 DD% S.P.D. 

<!CO !II~. 
~ 

(SLOPEAT2.(l'i'o) 

,---~~~~ 50mm DEPTH LIMESTONE SCREENINGS 

,---~~~ 1 OOmm DEPTH 5/8" CRUSHER RUN 
GRANITE SURFACE COMPACTED TO 98% 
S.P.D. 

/,~'\( ~:/.:(:/-:,-<(::< OR APPROVED EQUAL, TYP. 

»~55/»>>»»>»>?'0~?'0~~) 
0<~~~~~~~~~~~\ ·'0:~'>?2:'>?2:'>?2:'>?2:'>?2:'0~'>:?: « « ~~~~~~~~~~~~~ 

COMPACTED SUBGRADE 
COMPACTED TO 10D% S.P.D., TYP. 

\ ll 1il / 11)~1\ll\)\\~ 

,---~~- SURFACE SLOPE AS PER GRADING PLAN -
ENSURE POSITIVE DRAINAGE, AND ENSURE 
NO PONDING OR RUN-OFF RETENTION 

~~~~~~~~~~~* ~~~~~~~~~~~~ ,,'<,,'<,'>'<,'>'<,,'<,,'<,'>'<,,'<,,'<,'>'<,,'<,, 

... . ; . 

STONE BARRIER/ SEATING ON GRANULAR BASE 

REMOVE ANY BROKEN, DEAD OR 
DISEASED BRANCHES ACCORDING TO 
BEST HORTICULTURAL PRACTICES. 

NTS 

ROOT CROWN TO BE SET 25mm ABOVE 
EXISTING GRADE 

REMOVE CONTAINER AND SLIT ROOTBALL 
VERTICALLY 3 TIMES EVENLY AROUND lliE 
CIRCUMFERENCE TO DEPTH OF 10-15mm 

PLANTING SOIL, REFER TO NOTES AND 
SPECIFICATIONS FOR DEPlli 

150mm DEPTH SHREDDED BARK MULCH 
COVER OR 50-75mm DEPTH HYDROSEED 

100mm MIN. DEPTH SOIL SAUCER SIDE 
SLOPES NOT TO EXCEED 5o 1 

"0 z "§ 
n~ 

~'~E 
~ .,. ORIGINAL GRADE 

~~.::::::¥ CONTINUOUS PLANTING BED OR PLANTING 
PIT, PREFERRED MINIMUM WIDTH 3X THE ~"' =; ~~~~~~~~~~'«) ~g~TBALL WIDlli, BACKFILL WITH NATIVE 

'ii'L»/"'»>'>Yb»}i'&'.»b"'»>>Y~~ SCARIFY SIDES AND BOTIOM OF PLANTING 

I """"'""""""' I REFER TO PLANT LIST ' 

NOTES 

PIT TO A DEPTH OF 50mm (2 INCHES). 
GLAZED SIDES ARE NOT ACCEPTABLE 

UNDISTURBED SOIL 

1. KEEP ROOTB.ALLS EVENLY MOIST PRIOR TO PLANTING. HEEL IN WITH SOIL OR MULCH IF TO REMAIN ON SITE MORE THAN THREE 
HOURS. COVER ANY LEAFED-OUT PLANT STOCK WHILE IN TRANSIT OR TEMPORARY STORAGE. 

2. ALL ROOT BALLS ARE TO BE SCARIFIED PRIOR TO SETTING IN GROUND. 
3. PLANT MATERIAL SHALL BE SET PLUMB IN THE CENTRE OF THE PIT AND IN A VERTICAL POSITION IN THE SAME RELATION TO 

GRADE AS ORIGINALLY GROWN. SITUATE SHRUBS IN PLANTING PIT SO THAT BEST PLANT SIDE IS TOWARD VIEW. 
3. LIGHTLY TAMP SOIL WHEN BACKFILLING TO ELIMINATE AIR POCKETS AND PREVENT SETTLING. 
4. IN AREAS OF HEAVILY COMPACTED SOILS, MAXIMUM OF ! OF PLANTING BED DEPTH CAN BE ABOVE GRADE. 
5. INSTALL RODENT CONTROL MEASURES AS SPECIFlED AND WATER PLANT MATERIAL IMMEDIATELY FOLLOWING PLANTING TO SATURATE 

GROUND TO ROOT DEPTH. 
6. HEAVILY SHEARED STOCK WILL BE REJECTED. 
7. ALL PLANTING CONTAJNERS INCLUDING nBRE POTS ARE TO BE REMOVED AND DISPOSED OF OFF SITE. 

CJQt SHRUB PLANTING NTS 
00 

400mm DEPTH GRANULAR "B" TYPE II 
ifl BASE COMPACTED TO 100% S.P.D. 

EXTEND BASE BEYOND PAVING fS SHOWN. 
TYPICAL 

~ FILTER FABRIC 36DR BY TERRAFIX 
OR APPROVED EQUAL. 

/ ~v-t<.,<<v, A ' coMPACTED ~v o ;r /v-2i::::<v /V /v;ay,.,.;;v ~ 
"""' SUB-GRADE - 98% 

S.P.D. 

GRANULAR PATH I SERVICE VEHICLE ACCESS 

BARE ROOT PLANT 
MATERIAL TO BE PLACED 

SO THAT ROOTS ARE 
BACKFILLED IN NATURAL 

POSITION 

I
I] _______________ SECURE WHIP ON NORTH EAST 

SIDE OF TRUNK WITH WOOD OR 
BAMBOO STAKE INSIDE RODENT 
COLLAR 

---------- RODENT COLLAR TO BE FLUSH 
WITH FINISHED GRADE 

150mm DEPTH SHREDDED 
BARK MULCH COVER 

- ORIGINAL GRADE 

~!mm~(_----- SIDES OF PIT GENTLY 
TAPERED AND SCARIFIED 

----- AMEND BACKFILLED TOPSOIL WITH 
3 OZ. BONEMEAL PER SQUARE 
YARD OF TOPSOIL, OR AS PER 
MANUFACTURER'S INSTRUCTIONS 

(JQi WHIP PLANTING, TYP. 
00 

NTS 

DECIDUOUS WHIPS TO BE 
PLACED WITH RANDOM 
SPACING. MINIMUM SPACING 
TO BE 1.5-2.5m D.C. 

CONTINUOUS PLANTING BED 
TO BE MULCHED AS PER 
PLANTING NOlES 

"""--ALL DISTURBED AREAS 
TO BE SEEDED OR AS --..-..... 
INDICATED ON PLAN, TYP. "' 

~ WHIP LAYOUT, TYP. 
00 

ORIGINAL GRADE 

100mm 
PLANTING SOIL 

SAUCER SIDE 
SLOPES NOT TO 

EXCEED 5:1 
BERM DOWNHILL 

SIDE ONLY 

SEE lYPICAL WHIP PLANTING 
DETAIL FOR ADDITIONAL 
PLANnNG REQUIREMENTS 

ORIGINAL GRADE 

"I -~- AMEND BACKFILLED 

jUi~Mfr@:; TOPSOIL WITH 3 OZ. 
BONEMEAL PER 
SQUARE YARD OF 
TOPSOIL, OR AS PER 
MANUFACTURER'S 
INSTRUCTIONS 

~ WHIP PLANTING ON STEEP SLOPE, TYP. 
00 
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MIXED WHIPS; SEE 
DETAILS 9,10,11/ L002 

PROPERlY BOUNDARY (TYP)j __ _ ALL DISTURBED AREAS I 
{---OUTSIDE MITIGATION PLANTING ----..} 
f AREAS TO BE SEEDED (lYP). 

4-10m (lYP) 
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LIVE STAKES IN ROCK/ RIPRAP, 
SEE DETAIL 2/L004 NOTE: SHRUBS TO BE MINIMUM 

3m AWAY FROM TREES (TYP). 

PLANT IN GROUPS OF 5-15 OF THE SAME SPECIES. USE 
LARGER NUMBERS FOR LARGER AREAS, T'r'P. 

PER 1 unit(APPROXIMATELY500sg.ml 

TYPE SYMBOL SIZE QTY/ AREA 

DECIDUOUS WHIPS 0 70-1 OOcm ht. 10 

MIXED SHRUBS [ ... ++++ j 45-70cm ht. 110sq.m 

PERENNIALS c-- - J AS SPEC. 50sq.m 

LIVE STAKES fl::8:B::ll AS SPEC. 65sq.m 

" 

TYPICAL PLANTING DIAGRAM FOR WOODLAND RESTORATION AREA . 
REFER TO PLANT LIST ON L001 FOR SPECIES TYPES 

TYPICAL BANK RESTORATION PLANTING LAYOUT TYPICAL WOODLAND RESTORATION PLANTING LAYOUT 

ONE UNPRUNED CENTRAL LEADER. 

REMOVE ANY BROKEN, DEAD OR DISEASED 
BRANCHES ACCORDING TO STANDARD 

HORTICULTURAL PRACTICES. 

CANOPY DENSITY AND LEAF COLOUR MUST BE 
CHARACTERISTIC OF SPECIES 

TREE MUST HAVE COMPLETE BRANCH 
DEVELOPMENT, VIGOROUS FOUAGE AND A 

FORM WHICH IS SATISFACTORY TO THE 
LANDSCAPE ARCHITECT 

BEST SIDE TOWARDS VIEW 

BURLAP STRIP WRAPPING-TREES TO ARRIVE 
WRAPPED, REMOVE UPON COMPLETION OF 

PLANTING OR AS DIRECTED BY LANDSCAPE 
ARCHITECT. 

STAKING TO BE USED ONLY IF ABSOLUTELY 
NECESSARY. REMOVE AFTER 1 YEAR. 

MAINTAIN 100mm SPACE BETWEEN TRUNK AND 
EDGE OF TERRASEED 

TOP j WIRE AND BURLAP TO BE CUT AND 
REMOVED FROM ROOTBALL. DISPOSE OF OFF 
SITE. ENSURE THAT ROOTBALL IS FlRM AND 

SECURE. IF BURLAP IS PRESSURE-TREATED, 
REMOVE ALL 

TREE PIT TO BE EXCAVATED m A DEPTH TO 
ALLOW ROOT CROWN TO BE SET 50mm ABOVE 

GRADE 

~ 

PLANTING PIT DIAMETER IS 3 X THE ROOT -- rz~~ 
WIDTH =ffi= 

=Ill"' 

NTS 

)" 

REFER TO DETAILS 1,2/L003 FOR DETAILED LAYOUT INFORMATION 
OF TYPICAL BANK RESTORATION AND WOODLAND RESTORATION 

BARE ROOT OR POTIED j W.B. WHIPS 

- --------------------------DEPENDING ON SEASON, REFER TO TYPICAL 
WHIP DETAILS 

- ________________________ SECURE WHIP ON NORTH EAST SIDE OF 
TRUNK WITH WOOD OR BAMBOO STAKE 
INSIDE TREE GUARD 

,--------- REMOVE ANY BROKEN, DEAD OR DISEASED 
BRANCHES ACCORDING TO BEST HORTICULTURAL 
PRACTICES. 

,---------ROOT CROWN TO BE SET 25mm ABOVE 
EXISTING GRADE 

,---------REMOVE CONTAINER AND SLIT ROOTBALL 
VERTICALLY 3 TIMES EVENLY AROUND THE 
CIRCUMFERENCE TO DEPTH OF 10 -15mm 

,------ PLANT 2/3 OF STAKE LENGTH INTO 
THE GROUND 

,---- TERRASEED WITH TACKIFIER, AS SPECIFIED FOR SITE. 

,---- ORIGINAL GRADE 

,---- MIN 1 OOmm TOPSOIL SAUCER SIDE SLOPES 
TO NOT EXCEED 5:1 

H\ UNDISTURBED SUBGRADE 

• ~ 150mm PLANTING SOIL AMENDED PER SPEC 
NATIVE SOIL BACKFILL 

II II I ~~~~~~~~lllllllllllllllllllmllll~)ll=ill::;;ll II 111;:;11 I I I 1~11 II::::IN::::!JI=ill=lll=li~l.l II ll~ll_~ SIDES OF PIT TO BE GENTLY TAPERED AND 
illillill 1Jlm illffimm SCARIFIED 

llE "1LC'l!Eill llE!lE !lC'llEill lliillllilll);-,lli;; lli"'JlE '11uJ~ PLANTING SOIL MIXTURE TO BE FREE OF STONES, 
11 \ CLAY AGGREGATES GREATER THAN 25mm (1 INCH), 

ROOTS OR OTHER EXTRANEOUS MATERIAL. 
SCARIFY SIDES AND BOTIOM OF -------' 

PLANTING PIT TO A DEPTH OF 50mm (2 
INCHES). GLAZED SIDES ARE NOT 

ACCEPTABLE. PLANTING SOIL MIXTURE AS 
SPECIFIED 

NOTES 

5.0111 

'------------- SCARIFY PIT BOTIOM TO A DEPTH 
OF 50mm (2 INCHES) 

'-------+----------------- CONTINUOUS SOIL TRENCH 

1. KEEP ROOTBALLS EVENLY MOIST PRIOR TO PLANTING. HEEL IN WITH SOIL OR MULCH IF TO REMAIN ON SITE MORE THAN THREE HOURS. COVER ANY LEAFED-OUT PLANT STOCK WHILE IN TRANSIT OR TEMPORARY STORAGE. 
2. ALL ROOT BALLS ARE TO BE SCARIFIED PRIOR TO SmiNG IN GROUND. 
3. PLANT MATERIAL SHALL BE SET PLUMB IN THE CENTRE OF THE PIT AND IN A VERTICAL POSillON IN THE SAME RELATION TO GRADE AS ORIGINALLY GROWN. SITUATE SHRUBS IN PLANTING PIT SO THAT BEST PLANT SIDE IS TOWARD VIEW. 
3. LIGHTLY TAMP SOIL WHEN BACKFILLING TO ELIMINATE AIR POCKETS AND PREVENT SmUNG. 
4. IN AREAS OF HEAVILY COMPACTED SOILS, MAXIMUM OF ~ OF PLANTING BED DEPTH CAN BE ABOVE GRADE. 
5. INSTALL RODENT CONTROL MEASURES N5 SPECIFIED AND WATER PLANT MATERIAL IMMEDIATELY FOLLOWING PLANTING TO SATURATE GROUND TO ROOT DEPTH. 
6. HEAVILY SHEARED STOCK WILL BE REJECTED. 
7. ALL PLANTING CONTAINERS INCLUDING FIBRE POTS ARE TO BE REMOVED AND DISPOSED OF OFF SITE. 

TYPICAL SECTION OF NATURALIZED PLANTING IN CONTINUOUS BED, TYP. 
NTS 

• 

NTS 

PER 500m~: 

PLANT IN GROUPS OF 5-15 OF THE SAME SPECIES. USE 
LARGER NUMBERS FOR LARGER AREAS, TYP. 

SYMBOL TYPE SIZE QTY SPACING (MIN) 

0 DECIDUOUS TREE 50-SOmm cal. 3 5.0m O.C. 

() CONIFEROUS TREE 50-1 00 em ht. 7 2.5m D.C. 

0 DECIDUOUS WHIPS 100-150cm ht. 25 2.5m D.C. 

0 DECIDUOUS SEEDLINGS PLUG 23 0.75m -1.5m D.C. 

0 SHRUB (3-GAL POT) 45-70cm ht. 250 0. 75m -1.5m D.C. 
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